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1.0 INTRODUCTION

The Utah Department of Environmental Quality (“UDEQ”) Division of Radiation Control
(“DRC”) noted in a Request dated September 30, 2008 (the “Request”), for a Voluntary Plan and
Schedule to Investigate and Remediate Nitrate Contamination at the White Mesa Uranium Mill
(the “Mill”) (the “Plan”), that nitrate levels have exceeded the State water quality standard of 10
mg/L in certain monitoring wells. As a result of the Request, Energy Fuels Resources (USA)
Inc. (“EFRI”) entered into a Stipulated Consent Agreement with the Utah Water Quality Board
in January 2009 which directed the preparation of a Nitrate Contamination Investigation Report
(“CIR”). A subsequent letter dated December 1, 2009, among other things, recommended that
EFRI also address elevated chloride concentrations in the CIR. The Stipulated Consent
Agreement was amended in August 2011. Under the amended Consent Agreement (“CA”),
EFRI submitted a Corrective Action Plan (“CAP”), pursuant to the requirements of the Utah
Groundwater Quality Protection Rules [UAC R317-6-6.15(C — E)] on November 29, 2011 and
revised versions of the CAP on February 27, 2012 and May 7, 2012. On December 12, 2012,
DRC signed the Stipulation and Consent Order (“SCO”), Docket Number UGW 12-04, which
approved the EFRI CAP, dated May 7, 2012. The SCO ordered EFRI to fully implement all
elements of the May 7, 2012 CAP.

Based on the schedule included in the CAP and as delineated and approved by the SCO, the
activities associated with the implementation of the CAP began in January 2013. The reporting
requirements specified in the CAP and SCO are included in this quarterly nitrate report.

This is the Quarterly Nitrate Monitoring Report, as required under the SCO, State of UDEQ
Docket No. UGW12-04 for the third quarter of 2014. This report meets the requirements of the
SCO, State of UDEQ Docket No. UGW12-04 and is the document which covers nitrate
corrective action and monitoring activities during the third quarter of 2014.

2.0 GROUNDWATER NITRATE MONITORING

2.1  Samples and Measurements Taken During the Quarter

A map showing the location of all groundwater monitoring wells, piezometers, existing wells,
temporary chloroform contaminant investigation wells and temporary nitrate investigation wells
is attached under Tab A. Nitrate samples and measurements taken during this reporting period
are discussed in the remainder of this section.



2.1.1 Nitrate Monitoring
Quarterly sampling for nitrate monitoring parameters was performed in the following wells:

TWN-1 TW4-24%*
TWN-2 TW4-25%
TWN-3 Piezometer 1
TWN-4 Piezometer 2
TWN-7 Piezometer 3
TWN-18

TW4-22%*

As discussed in Section 2.1.2 the analytical constituents required by the CAP are inorganic
chloride and nitrate+nitrite as N (referred to as nitrate in this document)

* Wells TW4-22, TW4-24, TW4-25 are chloroform investigation wells (wells installed and
sampled primarily for the chloroform investigation) and are sampled as part of the chloroform
program. The analytical suite for these three wells includes nitrate, chloride and a select list of
Volatile Organic Compounds (“VOCs”) as specified in the chloroform program. These three
wells are included here because they are being pumped as part of the remediation of the nitrate
contamination as required by the SCO and the CAP. The nitrate and chloride data are included
in this report as well as in the chloroform program quarterly report. The VOC data for these
three wells will be reported in the chloroform quarterly monitoring report only.

The December 12, 2012 SCO approved the CAP, which specified the cessation of sampling in
TWN-5, TWN-6, TWN-8, TWN-9, TWN-10, TWN-11, TWN-12, TWN-13, TWN-14, TWN-15,
TWN-16, TWN-17, and TWN-19. The CAP and SCO also approved the abandonment of TWN-
5, TWN-8, TWN-9, TWN-10, TWN-11, TWN-12, TWN-13, TWN-15, and TWN-17 within 1
year of the SCO approval. These wells were abandoned in accordance with the DRC-approved
Well Abandonment Procedure on July 31, 2013. Wells TWN-6, TWN-14, TWN-16, and TWN-
19 have been maintained for depth to groundwater monitoring only, as noted in the CAP.

Table 1 provides an overview of all locations sampled during the current period, along with the
date samples were collected from each location, and the date(s) upon which analytical data were
received from the contract laboratory. Table 1 also identifies rinsate samples collected, as well
as sample numbers associated with any required duplicates.

As indicated in Table 1, nitrate monitoring was performed in the nitrate monitoring wells,
chloroform wells TW4-22, TW4-24, TW4-25 and Piezometers 1, 2, and 3. Analytical data for
all of the above-listed wells, and the piezometers, are included in Tab G.

Nitrate and chloride are also monitored in all of the Mill’s groundwater monitoring wells and
chloroform investigation wells. Data from those wells for this quarter are incorporated in certain
maps and figures in this report but are discussed in their respective programmatic reports.



2.1.2 Parameters Analyzed

Locations sampled during this reporting period were analyzed for the following constituents:

e Inorganic Chloride
e Nitrate plus Nitrite as Nitrogen (referred to herein as nitrate)

Use of analytical methods consistent with the requirements found in the White Mesa Mill
Groundwater Quality Assurance Plan, (“QAP”) Revision 7.2, dated June 6, 2012 was confirmed
for all analytes, as discussed later in this report.

2.1.3 Groundwater Head and Level Monitoring

Depth to groundwater was measured in the following wells and/or piezometers, pursuant to Part
L.E.3 of the Groundwater Discharge Permit (“GWDP”) (dated August 24, 2012):

The quarterly groundwater compliance monitoring wells

Existing well MW-4 and all of the temporary chloroform investigation wells

Piezometers — P-1, P-2, P-3, P-4 and P-5

MW-20, MW-22, and MW-34

The DR piezometers that were installed during the Southwest Hydrogeologic
Investigation

e Nitrate wells TWN-1, TWN-2, TWN-3, TWN-4, TWN-6, TWN-7, TWN-14, TWN-16,
TWN-18 and TWN-19

In addition to the above, depth to water measurements are routinely observed in conjunction with
sampling events for all wells sampled during quarterly and accelerated efforts, regardless of the
sampling purpose.

All well levels used for groundwater contour mapping were measured and recorded within 5
calendar days of each other as indicated by the measurement dates in the summary sheet under
Tab C. Field data sheets for groundwater measurements are also provided in Tab C.

Weekly and monthly depth to groundwater measurements were taken in the chloroform pumping
wells MW-4, MW-26, TW4-19, TW4-20, and TW4-4, and the nitrate pumping wells TW4-22,
TW4-24, TW4-25, and TWN-2. In addition, monthly water level measurements were taken in
non-pumping wells MW-27, MW-30, MW-31, TW4-21, TWN-1, TWN-3, TWN-4, TWN-7, and
TWN-18 as required by the CAP.

2.2 Sampling Methodology and Equipment and Decontamination Procedures

The QAP provides a detailed presentation of procedures utilized for groundwater sampling
activities under the GWDP (August 24, 2012).

The sampling methodology, equipment and decontamination procedures that were performed for
the nitrate contaminant investigation, as summarized below, are consistent with the QAP.



2.2.1 Well Purging, Sampling and Depth to Groundwater

A list of the wells in order of increasing nitrate contamination is generated quarterly. The order
for purging is thus established. The list is included with the Field Data Worksheets under Tab B.
Mill personnel start purging with all of the nondetect wells and then move to the wells with
detectable nitrate concentrations, progressing from the wells having the lowest nitrate
contamination to wells with the highest nitrate contamination.

Before leaving the Mill office, the pump and hose are decontaminated using the cleaning agents
described in Attachment 2-2 of the QAP. Rinsate blanks are collected at a frequency of one
rinsate per 20 field samples.

Purging is completed to remove stagnant water from the casing and to assure that representative
samples of formation water are collected for analysis. There are three purging strategies
specified in the QAP that are used to remove stagnant water from the casing during groundwater
sampling at the Mill. The three strategies are as follows:

1. Purging three well casing volumes with a single measurement of field parameters

2. Purging two casing volumes with stable field parameters (within 10% Relative Percent
Difference [“RPD”])

3. Purging a well to dryness and stability (within 10% RPD) of a limited list of field parameters
after recovery.

Mill personnel proceed to the first well, which is the well with the lowest concentration (i.e. non-
dectect) of nitrate based on the previous quarter’s sampling results. Well depth measurements
are taken and the one casing volume is calculated. The purging strategy that will be used for the
well is determined at this time based on the depth to water measurement and the previous
production of the well. The Grundfos pump (a 6 to 10 gallon per minute [gpm] pump) is then
lowered to the appropriate depth in the well and purging is started. At the first well, the purge
rate is measured for the purging event by using a calibrated 5 gallon bucket. After the
evacuation of the well has been completed, the well is sampled when possible, and the pump is
removed from the well and the process is repeated at each well location moving from the least
contaminated to most contaminated well. If sample collection is not possible due to the well
being purged dry, a sample is collected after recovery using a disposable bailer and as described
in Attachment 2-3 of the QAP. Sample collection follows the procedures described in
Attachment 2-4 of the QAP.

After the samples have been collected for a particular well, the samples are placed into a cooler
that contains ice. The well is then recapped and Mill personnel proceed to the next well. If a
bailer has been used it is disposed of.

Decontamination of non-dedicated equipment, using the reagents in Attachment 2-2 of the QAP,
is performed between each sample location, and at the beginning of each sampling day, in
addition to the pre-event decontamination described above.



2.2.2 Piezometer Sampling

Samples are collected from Piezometers 1, 2 and 3, if possible. Samples are collected from
piezometers using a disposable bailer after one set of field measurements have been collected.
Due to the difficulty in obtaining samples from the piezometers, the purging protocols set out in
the QAP are not followed.

After samples are collected, the bailer is disposed of and samples are placed into a cooler
containing ice for sample preservation and transit to the Mill’s contract analytical laboratory,
ChemTech-Ford Analytical Laboratory (“CTF”). The Mill’s usual contract analytical laboratory,
American West Analytical Laboratories (“AWAL”), suffered a catastrophic fire at their facility
in July of 2014 and could not accept the third quarter 2014 samples. EFRI will continue to use
CTF until AWAL’s analytical capabilities have been restored and they can accept samples again.

2.3  Field Data

Attached under Tab B are copies of all Field Data Worksheets that were completed during the
quarter for the nitrate investigation monitoring wells and piezometers identified in Section 2.1.1
and Table 1.

24  Depth to Groundwater Data and Water Table Contour Map

Depth-to-groundwater measurements that were utilized for groundwater contours are included on
the Quarterly Depth to Water Sheet at Tab C of this Report along with the kriged groundwater
contour map for the current quarter generated from this data. All well levels used for
groundwater contour mapping were measured and recorded within 5 calendar days of each other
as indicated by the measurement dates in the summary sheet under Tab C. A copy of the kriged
groundwater contour map generated from the previous quarter’s data is provided under Tab D.

2.5 Laboratory Results
2.5.1 Copy of Laboratory Results

The analytical results were provided by CTF. Table 1 lists the dates when analytical results were
reported to the Quality Assurance (“QA”) Manager for each well or other sample.

Analytical results for the samples collected for this quarter’s nitrate investigation and a limited
list of chloroform investigation nitrate and chloride results are provided under Tab G of this
Report. Also included under Tab G are the results of analyses for duplicate samples and rinsate
samples for this sampling effort, as identified in Table 1. See the Groundwater Monitoring
Report and Chloroform Monitoring Report for this quarter for nitrate and chloroform analytical
results for the groundwater monitoring wells and chloroform investigation wells not listed in
Table 1.

2.5.2 Regulatory Framework

As discussed in Section 1.0 above, the Request, Plan, and CA each triggered a series of actions
on EFRI’s part. Potential surficial sources of nitrate and chloride have been described in the
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December 30, 2009 CIR and additional investigations into potential sources were completed and
discussed with DRC in 2011. Pursuant to the CA, the CAP was submitted to the Director of the
Division of Radiation Control (the “Director”) on May 7, 2012. The CAP describes activities
associated with the nitrate in groundwater. The CAP was approved by the Director on December
12, 2012. This quarterly report documents the monitoring consistent with the program described
in the CAP.

3.0 QUALITY ASSURANCE AND DATA VALIDATION

EFRI’s QA Manager performed a QA/Quality Control (“QC”) review to confirm compliance of
the monitoring program with the requirements of the QAP. As required in the QAP, data QA
includes preparation and analysis of QC samples in the field, review of field procedures, an
analyte completeness review, and QC review of laboratory data methods and data. Identification
of field QC samples collected and analyzed is provided in Section 3.1. Discussion of adherence
to Mill sampling Standard Operating Procedures (“SOPs”) is provided in Section 3.2. Analytical
completeness review results are provided in Section 3.3. The steps and tests applied to check
field data QA/QC, holding times, receipt temperature and laboratory data QA/QC are discussed
in Sections 3.4.1 through 3.4.7 below.

The analytical laboratory has provided summary reports of the analytical QA/QC measurements
necessary to maintain conformance with National Environmental Laboratory Accreditation
Conference certification and reporting protocol. The Analytical Laboratory QA/QC Summary
Reports, including copies of the Mill’s Chain of Custody and Analytical Request Record forms
for each set of Analytical Results, follow the analytical results under Tab G. Results of the
review of the laboratory QA/QC information are provided under Tab H and discussed in Section
3.4, below.

3.1 Field QC Samples

The following QC samples were generated by Mill personnel and submitted to the analytical
laboratory in order to assess the quality of data resulting from the field sampling program.

Field QC samples for the nitrate investigation program consist of one field duplicate sample for
each 20 samples, DI Field Blanks (“DIFB”), and equipment rinsate samples.

During the quarter, one duplicate sample was collected as indicated in Table 1. The duplicate
was sent blind to the analytical laboratory and analyzed for the same parameters as the nitrate

wells.

One rinsate blank sample was collected as indicated on Table 1. Rinsate samples are labeled
with the name of the subsequently purged well with a terminal letter “R” added (e.g. TWN-7R).

The field QC sample results are included with the routine analyses under Tab G.



3.2  Adherence to Mill Sampling SOPs

The QA Manager review of Mill Personnel’s adherence to the existing SOPs, confirmed that the
QA/QC requirements established in the QAP and Chloroform QAP were met.

3.3  Analyte Completeness Review
All analyses required by the GWDP for nitrate monitoring for the period were performed.
3.4  Data Validation

The QAP and GWDP (August 24, 2012) identify the data validation steps and data QC checks
required for the nitrate monitoring program. Consistent with these requirements, the QA
Manager performed the following evaluations: a field data QA/QC evaluation, a holding time
evaluation, an analytical method check, a reporting limit evaluation, a QC evaluation of sample
duplicates, a QC evaluation of control limits for analysis and blanks, a receipt temperature
evaluation, and a rinsate evaluation. Because no VOCs are analyzed for the nitrate
contamination investigation, no trip blanks are required in the sampling program. Each
evaluation is discussed in the following sections. Data check tables indicating the results of each
test are provided under Tab H.

3.4.1 Field Data QA/QC Evaluation

The QA Manager performs a review of all field recorded parameters to assess their adherence
with QAP requirements. The assessment involved review of two sources of information: the
Field Data Sheets and the Quarterly Depth to Water summary sheet. Review of the Field Data
Sheets addresses well purging volumes and stability of five parameters: conductance, pH,
temperature, redox potential, and turbidity. Review of the Depth to Water data confirms that all
depth measurements used for development of groundwater contour maps were conducted within
a five-day period of each other. The results of this quarter’s review are provided under Tab H.

Based upon the review of the field data sheets, field work conformed with the QAP purging and
field measurement requirements. A summary of the purging techniques employed and field
measurements taken is described below:

Purging Two Casing Volumes with Stable Field Parameters (within 10% RPD)

Wells TWN-01, TWN-04, and TWN-18 were sampled after two casing volumes were removed.
Field parameters pH, specific conductivity, turbidity, water temperature, and redox potential
were measured during purging. All field parameters for this requirement were stable within 10%
RPD.

Purging a Well to Dryness and Stability of a Limited List of Field Parameters
Wells TWN-03 and TWN-07 were purged to dryness before two casing volumes were evacuated.

After well recovery, one set of measurements for the field parameters of pH, specific
conductivity, and water temperature only were taken; the samples were collected, and another set
of measurements for pH, specific conductivity, and water temperature were taken. Stabilization
of pH, conductivity and temperature are required within 10% RPD under the QAP. All field

7



parameters for this requirement were stable within 10% RPD.

Continuously Pumped Wells

Wells TWN-02, TW4-22, TW4-24, and TW4-25 are continuously pumped wells. These wells are
pumped on a set schedule per the remediation plan and are considered sufficiently evacuated to
immediately collect a sample. As previously noted, TW4-22, TW4-24, and TW4-25 are
chloroform investigation wells and are sampled under the chloroform program. Data for nitrate
and chloride are provided here for completeness purposes.

During review of the field data sheets, it was observed that sampling personnel consistently
recorded depth to water to the nearest 0.01 foot.

All field parameters for all wells were within the QAP required limits, as indicated below.

The review of the field sheets for compliance with QAP requirements resulted in the
observations noted below. The QAP requirements in Attachment 2-3 specifically state that field
parameters must be stabilized to within 10% over at least 2 consecutive measurements for wells
purged to two casing volumes or to dryness. The QAP Attachment 2-3 states that turbidity
should be less than 5 NTU prior to sampling unless the well is characterized by water that has a
higher turbidity. The QAP Attachment 2-3 does not require that turbidity measurements be less
than 5 NTU prior to sampling. As such the noted observations regarding turbidity measurements
greater than 5 NTU below are included for information purposes only.

e Six well measurements exceeded the QAP’s 5 NTU turbidity goal as noted in Tab H. All
required turbidity RPD’s met the QAP Requirement to stabilize within 10%.

EFRT’s letter to DRC of March 26, 2010 discusses further why turbidity does not appear to be an
appropriate parameter for assessing well stabilization. In response to DRC’s subsequent
correspondence dated June 1, 2010 and June 24, 2010, EFRI completed a monitoring well
redevelopment program. The redevelopment report was submitted to DRC on September 30,
2011. DRC responded to the redevelopment report via letter on November 15, 2012. Per the
DRC letter dated November 15, 2012, the field data generated this quarter are compliant with the
turbidity requirements of the approved QAP.

3.4.2 Holding Time Evaluation

QAP Table 1 identifies the method holding times for each suite of parameters. Sample holding
time checks are provided in Tab H. All samples were received and analyzed within the required
holding time.

3.4.3 Analytical Method Checklist

All analytical methods reported by the laboratory were checked against the required methods
enumerated in the QAP. Analytical method checks are provided in Tab H. All methods were
consistent with the requirements of the QAP.



3.4.4 Reporting Limit Evaluation

All analytical method reporting limits (“RLs”) reported by the laboratory were checked against
the reporting limits enumerated in the QAP. Reporting Limit Checks are provided in Tab H. All
analytes were measured and reported to the required reporting limits, with the exception of
several samples that had increased reporting limits due to matrix interference or required dilution
due to the sample concentration. However, in all of those cases the analytical results were
greater than the reporting limit used.

34.5 QA/QC Evaluation for Sample Duplicates

Section 9.1.4 a) of the QAP states that RPDs will be calculated for the comparison of duplicate
and original field samples. The QAP acceptance limits for RPDs between the duplicate and
original field sample is less than or equal to 20% unless the measured results are less than 5
times the required detection limit. This standard is based on the EPA Contract Laboratory
Program National Functional Guidelines for Inorganic Data Review, February 1994, 9240.1-05-
01 as cited in the QAP. The RPDs are calculated for duplicate pairs for all analytes regardless of
whether or not the reported concentrations are greater than 5 times the required detection limits.
However, data will be considered noncompliant only when the results are greater than 5 times
the required detection limit and the RPD is greater than 20%.

The duplicate results were within a 20% RPD. Results of the RPD test are provided in Tab H.
3.4.6 Other Laboratory QA/QC

Section 9.2 of the QAP requires that the laboratory’s QA/QC Manager check the following items
in developing data reports: (1) sample preparation information is correct and complete, (2)
analysis information is correct and complete, (3) appropriate Analytical Laboratory procedures
are followed, (4) analytical results are correct and complete, (5) QC samples are within
established control limits, (6) blanks are within QC limits, (7) special sample preparation and
analytical requirements have been met, and (8) documentation is complete. In addition to other
laboratory checks described above, EFRI’s QA Manager rechecks QC samples and blanks (items
(5) and (6)) to confirm that the percent recovery for spikes and the relative percent difference for
spike duplicates are within the method-specific required limits, or that the case narrative
sufficiently explains any deviation from these limits. Results of this quantitative check are
provided in Tab H.

The lab QA/QC results met these specified acceptance limits.

The QAP Section 8.1.2 requires that a Matrix Spike/Matrix Spike Duplicate (“MS/MSD”) pair
be analyzed with each analytical batch. The QAP does not specify acceptance limits for the
MS/MSD pair, and the QAP does not specify that the MS/MSD pair be prepared on EFRI
samples only. Acceptance limits for MS/MSDs are set by the laboratories. The review of the
information provided by the laboratories in the data packages verified that the QAP requirement
to analyze an MS/MSD pair with each analytical batch was met. While the QAP does not require
it, the recoveries were reviewed for compliance with the laboratory established acceptance limits.
The QAP does not require this level of review, and the results of this review are provided for
information only.
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The information from the Laboratory QA/QC Summary Reports indicates that the MS/MSDs
recoveries and the associated RPDs for the samples were within acceptable laboratory limits for
the regulated compounds except as indicated in Tab H. The MS/MSD recoveries that are outside
the laboratory established acceptance limits do not affect the quality or usability of the data
because recoveries above or below the acceptance limits are indicative of matrix interference.
Matrix interferences are applicable to the individual sample results only. The requirement in the
QAP to analyze a MS/MSD pair with each analytical batch was met and as such the data are
compliant with the QAP.

The information from the Laboratory QA/QC Summary Reports indicates that the Laboratory
Control Sample recoveries were acceptable, which indicate that the analytical system was
operating properly.

The QAP Section 8.1.2 requires that each analytical batch shall be accompanied by a reagent
blank. All analytical batches routinely contain a blank, which is a laboratory-grade water blank
sample made and carried through all analytical steps. For the Mill samples, a method blank is
prepared for all analytical methods. The information from the Laboratory QA/QC Summary
Reports indicates that the method blanks did not contain detections of any target analytes above
the Reporting Limit.

3.4.7 Receipt Temperature Evaluation

Chain of Custody sheets were reviewed to confirm compliance with the QAP requirement in
QAP Table 1 that samples be received at 6°C or lower. Sample temperatures checks are
provided in Tab H. All samples were received within the required temperature limit.

3.4.8 Rinsate Check

Rinsate checks are provided in Tab H. A comparison of the rinsate blank sample concentration
levels to the QAP requirements — that rinsate sample concentrations be one order of magnitude
lower than that of the actual well — indicated that all of the rinsate blank analytes met this
criterion during the quarter.

While not required by the Nitrate QAP, DIFB samples are collected to analyze the quality of the
DI water system at the Mill, which is also used to collect rinsate samples. A review of the
analytical results reported one DIFB sample contained a low level nitrate detection at 0.01 mg/L.
Since the rinsate collected for the quarter is non-detect, EFRI believes the nitrate present in the
DIFB is due to laboratory contamination and does not represent actual nitrate contamination in
the DI water system at the Mill.

As discussed in Section 2.2.2 above, EFRI had to use an alternative lab during the quarter,
because the usual contact laboratory, AWAL, suffered a catastrophic fire at their facility and
could not accept samples. EFRI has addressed low level detection in rinsates and DIFBs in the
past by changing the rinsate requirements in the currently approved QAP and by changing
laboratories to AWAL in the 1% quarter of 2013. All of the AWAL data for rinsates and DIFBs
have been reported as non-detect to date. EFRI anticipates the low level detections will be
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eliminated once AWAL’s analytical capabilities are restored. Corrective actions for this issue are
described in Section 6.0.

4.0 INTERPRETATION OF DATA

4.1 Interpretation of Groundwater Levels, Gradients and Flow Directions.

4.1.1 Current Site Groundwater Contour Map

As stated above, a listing of groundwater level readings for the current quarter (shown as depth
to groundwater in feet) is included under Tab C. The data from this tab has been interpreted
(interpolated by kriging) and plotted in a water table contour map, provided under the same tab.
The contour map is based on the current quarter’s data for all wells.

The water level contour map indicates that perched water flow ranges from generally
southwesterly beneath the Mill site and tailings cells to generally southerly along the eastern and
western margins of White Mesa. Perched water mounding associated with the wildlife ponds
locally changes the generally southerly perched water flow patterns. For example, northeast of
the Mill site, mounding associated with wildlife ponds results in locally northerly flow near
PIEZ-1. The impact of the mounding associated with the northern ponds, to which water has not
been delivered since March 2012, is diminishing and is expected to continue to diminish as the
mound decays due to reduced recharge.

Not only has recharge from the wildlife ponds impacted perched water elevations and flow
directions at the site, but the cessation of water delivery to the northern ponds, which are
generally upgradient of the nitrate and chloroform plumes at the site, has resulted in changing
conditions that are expected to impact constituent concentrations and migration rates within the
plumes. Specifically, past recharge from the ponds has helped limit many constituent
concentrations within the plumes by dilution while the associated groundwater mounding has
increased hydraulic gradients and contributed to plume migration. Since use of the northern
wildlife ponds ceased in March 2012, the reduction in recharge and decay of the associated
groundwater mound are expected to increase many constituent concentrations within the plumes
while reducing hydraulic gradients and acting to reduce rates of plume migration. EFRI and its
consultants have raised the issues and potential effects associated with cessation of water
delivery to the northern wildlife ponds during discussions with DRC in March 2012 and May
2013.

The impacts associated with cessation of water delivery to the northern ponds are expected to
propagate downgradient (south and southwest) over time. Wells close to the ponds are generally
expected to be impacted sooner than wells farther downgradient of the ponds. Therefore,
constituent concentrations are generally expected to increase in downgradient wells close to the
ponds before increases are detected in wells farther downgradient of the ponds. Although such
increases are anticipated to result from reduced dilution, the magnitude and timing of the
increases are difficult to predict due to the complex permeability distribution at the site and
factors such as pumping and the rate of decay of the groundwater mound. The potential exists for
some wells completed in higher permeability materials to be impacted sooner than some wells
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completed in lower permeability materials even though the wells completed in lower
permeability materials may be closer to the ponds.

Localized increases in concentrations of constituents such as nitrate and chloride within and near
the nitrate plume may occur even when the nitrate plume is under control based on the Nitrate
CAP requirements. Ongoing mechanisms that can be expected to increase the concentrations of
nitrate and chloride locally as a result of reduced wildlife pond recharge include but are not
limited to:

1) Reduced dilution - the mixing of low constituent concentration pond recharge into
existing perched groundwater will be reduced over time.

2) Reduced saturated thicknesses — dewatering of higher permeability zones receiving
primarily low constituent concentration pond water will result in wells intercepting the
zones receiving a smaller proportion of the low constituent concentration water.

The combined impact of the above two mechanisms may be especially evident at chloroform
pumping wells MW-4, MW-26, TW4-4, TW4-19, and TW4-20; nitrate pumping wells TW4-22,
TW4-24, TW4-25, and TWN-2; and non-pumped wells adjacent to the pumped wells. The
overall impact is expected to be generally higher constituent concentrations in these wells over
the short term until mass reduction resulting from pumping and natural attenuation eventually
reduce concentrations.

In addition to changes in the flow regime caused by reduced wildlife pond recharge, perched
flow directions are locally influenced by operation of the chloroform and nitrate pumping wells.
As shown in the detail water level map provided under Tab C, well defined cones of depression
are evident in the vicinity of all chloroform pumping wells except TW4-4, which began pumping
in the first quarter of 2010. Although operation of chloroform pumping well TW4-4 has
depressed the water table in the vicinity of TW4-4, a well-defined cone of depression is not
clearly evident. The lack of a well-defined cone of depression near TW4-4 likely results from 1)
variable permeability conditions in the vicinity of TW4-4, and 2) persistent relatively low water
levels at adjacent well TW4-14.

Pumping of nitrate wells TW4-22, TW4-24, TW4-25, and TWN-2 began during the first quarter
of 2013. Water level patterns near these wells are expected to be influenced by the presence of
and the decay of the groundwater mound associated with the northern wildlife ponds, and by the
persistently low water level elevation at TWN-7, which is located upgradient of the nitrate
pumping wells.

Capture associated with nitrate pumping is expected to increase over time as water levels decline
due to pumping and to cessation of water delivery to the northern wildlife ponds. Interaction
between nitrate and chloroform pumping is expected to enhance the capture of the nitrate
pumping system. The long term interaction between the nitrate and chloroform pumping systems
will, however, require more data to be collected as part of routine monitoring.

As discussed above, variable permeability conditions are one likely reason for the lack of a well-
defined cone of depression near chloroform pumping well TW4-4. Changes in water levels at
wells immediately south of TW4-4 resulting from TW4-4 pumping are expected to be muted
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because TW4-4 is located at a transition from relatively high to relatively low permeability
conditions south (downgradient) of TW4-4. The permeability of the perched zone at TW4-6 and
TW4-26, recently installed wells TW4-29, TW4-30, TW4-31, TW4-33, and TW4-34, and new
well TW4-35 is one to two orders of magnitude lower than at TW4-4. Any drawdown of water
levels at wells immediately south of TW4-4 resulting from TW4-4 pumping is also difficult to
determine because of the general, long-term increase in water levels in this area due to recharge
from the wildlife ponds.

Water levels at TW4-4 and TW4-6 increased by nearly 2.7 and 2.9 feet, respectively, between
the fourth quarter of 2007 and the fourth quarter of 2009 (just prior to the start of TW4-4
pumping) at rates of approximately 1.2 feet/year and 1.3 feet/year, respectively. However, the
rate of increase in water level at TW4-6 after the start of pumping at TW4-4 (first quarter of
2010) was reduced to approximately 0.5 feet/year suggesting that TW4-6 is within the hydraulic
influence of TW4-4. Furthermore, water levels at TW4-6 have been trending downward since the
fourth quarter of 2013 suggesting an additional influence related to the cessation of water
delivery to the northern wildlife ponds as discussed above. (note: hydrographs for these wells are
provided in the quarterly Chloroform Monitoring Report). Recharge from the southern wildlife
pond is expected to continue to have an effect on water levels near TW4-4 even as the
groundwater mound associated with recharge from the northern ponds diminishes over time due
to cessation of water delivery to those ponds.

The lack of a well-defined cone of depression at TW4-4 is also influenced by the persistent,
relatively low water level at non-pumping well TW4-14, located east of TW4-4 and TW4-6. For
the current quarter, the water level at TW4-14 was measured at approximately 5529.8 feet above
mean sea level (“ft amsl”). This is approximately 9 feet lower than the water level at TW4-6
(approximately 5538.7 ft amsl) and 14 feet lower than the water level at TW4-4 (approximately
5543.7 ft amsl) even though TW4-4 is pumping.

Well TW4-27 (installed south of TW4-14 in the fourth quarter of 2011) has a static water level
of approximately 5527.5 ft amsl, similar to TW4-14 (approximately 5529.8 ft amsl). Prior to the
installation of TW4-27, the persistently low water level at TW4-14 was considered anomalous
because it appeared to be downgradient of TW4-4, TW4-6, and TW4-26, yet chloroform was not
detected at TW4-14. Chloroform had apparently migrated from TW4-4 to TW4-6 and from
TW4-6 to TW4-26 which suggested that TW4-26 was actually downgradient of TW4-6, and
TW4-6 was actually downgradient of TW4-4, regardless of the flow direction implied by the low
water level at TW4-14. The water level at TW4-26 (5537.3 feet amsl) is, however, lower than
water levels at adjacent wells TW4-6 (5538.7 feet amsl), and TW4-23 (5540.7 feet amsl), as
shown in the detail water level map under Tab C.

Hydraulic tests indicate that the permeability at TW4-27 is an order of magnitude lower than at
TW4-6 and three orders of magnitude lower than at TW4-4 (see Hydro Geo Chem, Inc. [HGC],
September 20, 2010: Hydraulic Testing of TW4-4, TW4-6, and TW4-26, White Mesa Uranium
Mill, July 2010; and HGC, November 28, 2011: Installation, Hydraulic Testing, and Perched
Zone Hydrogeology of Perched Monitoring Well TW4-27, White Mesa Uranium Mill Near
Blanding, Utah). The similar water levels at TW4-14 and TW4-27, and the low permeability
estimate at TW4-27 suggest that both wells are completed in materials having lower permeability
than nearby wells. The low permeability condition likely reduced the rate of long-term water
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level increase at TW4-14 and TW4-27 compared to nearby wells, yielding water levels that
appeared anomalously low. This behavior is consistent with hydraulic test data collected from
recently installed wells TW4-29, TW4-30, TW4-31, TW4-33 and TW4-34 which indicate that
the permeability of these wells is one to two orders of magnitude higher than the permeability of
TW4-27 (see HGC, January 23, 2014; Contamination Investigation Report, TW4-12 and TW4-
27 Areas, White Mesa Uranium Mill Near Blanding, Utah; and HGC, July 1, 2014, Installation
and Hydraulic Testing of TW4-35 and TW4-36, White Mesa Uranium Mill Near Blanding, Utah
[As-Built Report]). Hydraulic tests also indicate that the permeability at TW4-36 is slightly
higher than but comparable to the low permeability at TW4-27, suggesting that TW4-36, TW4-
14 and TW4-27 are completed in a continuous low permeability zone.

4.1.2 Comparison of Current Groundwater Contour Map to Groundwater Contour Map
for Previous Quarter

The groundwater contour maps for the Mill site for the previous quarter, as submitted with the
Nitrate Monitoring Report for the previous quarter, are attached under Tab D.

A comparison of the water table contour maps for the current quarter (third quarter of 2014) to
the water table contour maps for the previous quarter (second quarter of 2014) indicates slightly
smaller drawdowns related to operation of chloroform pumping wells MW-26, TW4-19 and
TW4-20 and nitrate pumping well TW4-25. Nitrate pumping wells TW4-22, TW4-24, TW4-25,
and TWN-2 were brought into operation during the first quarter of 2013 and their impact on
water level patterns was evident as of the fourth quarter of 2013. While water levels in nitrate
pumping wells TW4-22 and TW4-25 showed small increases, the water level at TWN-2 showed
a large decrease this quarter

As discussed in Section 4.1.1, pumping at chloroform well TW4-4, which began in the first
quarter of 2010, has depressed the water table near TW4-4, but a well-defined cone of depression
is not clearly evident, likely due to variable permeability conditions near TW4-4 and the
persistently low water level at adjacent well TW4-14.

Small (<1foot) decreases in water levels were reported at the majority of site wells; otherwise,
water levels and water level contours for the site have not changed significantly since the last
quarter except for a few locations. Reported increases in water levels (decreases in drawdown) of
approximately 1.8, 1.2, 2.0, 1.0, 1.5 feet occurred in chloroform pumping wells MW-26, TW4-
19, and TW4-20, and nitrate pumping wells TW4-22 and TW4-25, respectively. A decrease in
water level (increase in drawdown) of approximately 8 feet was reported for nitrate pumping
well TWN-2. Changes in water levels at other pumping wells (chloroform pumping wells MW-4
and TW4-4, and nitrate pumping well TW4-24) were less than 1 foot. Water level fluctuations at
pumping wells typically occur in part because of fluctuations in pumping conditions just prior to
and at the time the measurements are taken.

The increases in water levels (decreases in drawdown) at chloroform pumping wells MW-26,

TW4-19 and TW4-20 and nitrate pumping wells TW4-22 and TW4-25 have slightly decreased
the apparent capture of these wells relative to other pumping wells.
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Reported water level decreases of less than 1 foot at Piezometers 1 through 3, TWN-1, TWN-3
TWN-4, TWN-6, TWN-18, and MW-19 may result from cessation of water delivery to the
northern wildlife ponds as discussed in Section 4.1.1 and the consequent continuing decay of the
associated perched water mound. However, because water levels at most site wells decreased
slightly this quarter, many of the small decreases may result from a change in barometric
pressure over the measurement period. Reported water level decreases greater than 1 foot
(approximately 1.3 feet and 1.7 feet, respectively) at Piezometers 4 and 5 may result from
reduced recharge at the southern wildlife pond.

Reported water levels increased by approximately 3.8 feet at MW-20 and decreased by
approximately 3.3 feet at MW-37 between the previous quarter and the current quarter. These
water level changes compensate in part for the changes reported last quarter. Water level
variability at these wells is likely the result of low permeability and variable intervals between
purging/sampling and water level measurement.

4.1.3 Hydrographs

Attached under Tab E are hydrographs showing groundwater elevation in each nitrate
contaminant investigation monitor well over time. Per the CAP, nitrate wells TWN-6, TWN-14,
TWN-16, and TWN-19 have been maintained for depth to groundwater monitoring only. These
hydrographs are also included in Tab E.

4.1.4 Depth to Groundwater Measured and Groundwater Elevation

Attached in Tab F are tables showing depth to groundwater measured and groundwater elevation
over time for each of the wells listed in Section 2.1.1 above.

4.2  Effectiveness of Hydraulic Containment and Capture

4.2.1 Hydraulic Containment and Control

The CAP states that hydraulic containment and control will be evaluated in part based on water
level data and in part on concentrations in wells downgradient of pumping wells TW4-22 and
TW4-24.

As per the CAP, the fourth quarter of 2013 was the first quarter that hydraulic capture associated
with nitrate pumping wells TW4-22, TW4-24, TW4-25, and TWN-2 was evaluated. Hydraulic
containment and control based on water level data is considered successful per the CAP if the
entire nitrate plume upgradient of TW4-22 and TW4-24 falls within the combined capture of the
nitrate pumping wells. Capture zones based on water level contours calculated by kriging the
current quarter’s water level data are provided on water level contour maps included under Tab
C. The nitrate capture zones are defined by the bounding stream tubes associated with nitrate
pumping wells. Each bounding stream tube represents a flow line parallel to the hydraulic
gradient and therefore perpendicular to the intersected water level contours. Assuming that the
stream tubes do not change over time, all flow between the bounding stream tubes associated
with a particular pumping well is presumed to eventually reach and be removed by that well.
Capture associated with chloroform pumping wells is also included on these maps because the
influence of the chloroform and nitrate pumping systems overlap.
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The specific methodology for calculating the nitrate capture zones is substantially the same as
that used since the fourth quarter of 2005 to calculate the capture zones for the chloroform
program, as agreed to by the DRC and International Uranium (USA) Corp. The procedure for
calculating nitrate capture zones is as follows:

1) Calculate water level contours by gridding the water level data on approximately 50-foot
centers using the ordinary linear kriging method in Surfer™. Default kriging parameters
are used that include a linear variogram, an isotropic data search, and all the available
water level data for the quarter, including relevant seep and spring elevations.

2) Calculate the capture zones by hand from the kriged water level contours following the
rules for flow nets:

- from each pumping well, reverse track the stream tubes that bound the capture zone of
each well,

- maintain perpendicularity between each stream tube and the kriged water level
contours.

Compared to last quarter, reported changes in water levels at nitrate pumping wells other than
TWN-2 were less than two feet, as were the reported water level changes at chloroform pumping
wells other than TW4-20. A large decrease of approximately 8 feet was reported for nitrate
pumping well TWN-2, and an increase slightly greater than 2 feet was reported for chloroform
pumping well TW4-20. The relatively large decrease in water level at TWN-2 affected the
apparent capture of other nearby pumping wells, but the overall capture of the combined nitrate
and chloroform pumping systems does not appear to have changed significantly since last
quarter.

The capture associated with nitrate pumping wells is expected to increase over time as water
levels continue to decline due to pumping and to cessation of water delivery to the northern
wildlife ponds. Slow development of hydraulic capture is consistent with and expected based on
the relatively low permeability of the perched zone at the site. Furthermore, the presence of the
perched groundwater mound, and the apparently anomalously low water level at TWN-7, will
influence the definition of capture associated with the nitrate pumping system.

That pumping is likely sufficient to eventually capture the entire plume upgradient of TW4-22
and TW4-24 can be demonstrated by comparing the combined average pumping rates of all
nitrate pumping wells for the current quarter to estimates of pre-pumping flow through the nitrate
plume near the locations of TW4-22 and TW4-24. The pre-pumping flow calculation is assumed
to represent a steady state ‘background’ condition that includes constant recharge, hydraulic
gradients, and saturated thicknesses. Changes after pumping are assumed to result only from
pumping. As will be discussed below, the average combined nitrate pumping rate for the quarter
exceeds the calculated pre-pumping rate of perched water flow through the nitrate plume by a
factor between approximately 1.1 and 2.4.

The cumulative volume of water removed by TW4-22, TW4-24, TW4-25, and TWN-2 during
the current quarter was approximately 404,855 gallons. This equates to an average total
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extraction rate of approximately 3.1 gpm over the 92 day quarter. This average accounts for time
periods when pumps were off due to insufficient water columns in the wells.

Pre-pumping flow through the nitrate plume near TW4-22 and TW4-24 was estimated using
Darcy’s Law to lie within a range of approximately 1.31 gpm to 2.79 gpm. Calculations were
based on an average hydraulic conductivity range of 0.15 feet per day (ft/day) to 0.32 ft/day
(depending on the calculation method), a pre-pumping hydraulic gradient of 0.025 feet per foot
(ft/ft), a plume width of 1,200 feet, and a saturated thickness (at TW4-22 and TW4-24) of 56
feet. The hydraulic conductivity range was estimated by averaging the results obtained from slug
test data that were collected automatically by data loggers from wells within the plume and
analyzed using the KGS unconfined slug test solution available in Agtesolve™ (see Hydro Geo
Chem, Inc. [HGC], August 3, 2005: Perched Monitoring Well Installation and Testing at the
White Mesa Uranium Mill, April Through June 2005; HGC, March 10, 2009: Perched Nitrate
Monitoring Well Installation and Hydraulic Testing, White Mesa Uranium Mill; and HGC,
March 17 2009: Letter Report to David Frydenlund, Esq, regarding installation and testing of
TW4-23, TW4-24, and TW4-25). These results are summarized in Table 6. Data from fourth
quarter 2012 were used to estimate the pre-pumping hydraulic gradient and saturated thickness.
These data are also summarized in Tables 7 and 8.

The average hydraulic conductivity was estimated to lie within a range of 0.15 ft/day to 0.32
ft/day. Averages were calculated four ways. As shown in Table 6 arithmetic and geometric
averages for wells MW-30, MW-31, TW4-22, TW4-24, TW4-25, TWN-2, and TWN-3 were
calculated as 0.22 and 0.15 ft/day, respectively. Arithmetic and geometric averages for a subset
of these wells MW-30, MW-31, TW4-22, and TW4-24) were calculated as 0.32 and 0.31 ft/day,
respectively. The lowest value, 0.15 ft/day, represented the geometric average of the hydraulic
conductivity estimates for all the plume wells. The highest value, 0.32 ft/day, represented the
arithmetic average for the four plume wells having the highest hydraulic conductivity estimates
(MW-30, MW-31, TW4-22, and TW4-24).

Pre-pumping hydraulic gradients were estimated at two locations; between TW4-25 and MW-31
(estimated as 0.023 ft/ft), and between TWN-2 and MW-30 (estimated as 0.027 ft/ft). These
results were averaged to yield the value used in the calculation (0.025 ft/ft). The pre-pumping
saturated thickness of 56 feet was an average of pre-pumping saturated thicknesses at TW4-22
and TW4-24.

The hydraulic gradient and saturated thickness used in the calculations are assumed to represent
a steady state ‘background’ condition. However, assumption of a steady state ‘background’ is
inconsistent with the cessation of water delivery to the northern wildlife ponds, located
upgradient of the nitrate plume. Hydraulic gradients and saturated thicknesses within the plume
are declining as a result of two factors: reduced recharge from the ponds, and the effects of
nitrate pumping. Separating the impacts of nitrate pumping from the impacts of reduced recharge
from the ponds is problematic. Should pumping cease and ‘background’ conditions be allowed to
re-establish, however, smaller hydraulic gradients and saturated thicknesses would be expected
due to reduced recharge, which would lower estimates of ‘background’ flow.

As a result, the ‘background’ flow calculated using the hydraulic gradient of 0.025 ft/ft and
saturated thickness of 56 feet is considered conservatively large. Furthermore, using the
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arithmetic average hydraulic conductivity of a subset of plume wells having the highest
conductivities is considered less representative of actual conditions than using the geometric
average conductivity of all of the plume wells. Nitrate pumping may therefore exceed flow
through the plume by a factor greater than 2.4, the high end of the calculated range.

The CAP states that MW-5, MW-11, MW-30, and MW-31 are located downgradient of TW4-22
and TW4-24. MW-30 and MW-31 are within the plume near its downgradient edge and MW-5
and MW-11 are outside and downgradient of the plume. Per the CAP, hydraulic control based on
concentration data will be considered successful if the concentrations of nitrate in MW-30 and
MW-31 remain stable or decline, and concentrations of nitrate in downgradient wells MW-5 and
MW-11 do not exceed the 10 mg/L standard.

Table 5 presents the nitrate concentration data for MW-30, MW-31, MW-5 and MW-11, which
are down-gradient of pumping wells TW4-22 and TW4-24. Based on these concentration data,
the nitrate plume is under control.

The plume has not migrated downgradient to MW-5 or MW-11 because nitrate was not detected
at MW-11. MW-5, located adjacent to MW-11 and not sampled this quarter was non-detect last
quarter. Between the previous and current quarters, nitrate concentrations decreased in both
MW-30 and MW-31. Nitrate in MW-30 decreased from 17.9 mg/L to 13.8 mg/L and nitrate in
MW-31 decreased from 23.3 mg/L to 15.2 mg/L. Although short-term fluctuations have
occurred, nitrate concentrations in MW-30 and MW-31 have been relatively stable,
demonstrating that plume migration is minimal or absent.

Chloride has been relatively stable at MW-30 but is increasing at MW-31 (see Tab J and Tab K,
discussed in Section 4.2.4). The apparent increase in chloride and stable nitrate at MW-31
suggests a natural attenuation process that is affecting nitrate but not chloride. A likely process
that would degrade nitrate but leave chloride unaffected is reduction of nitrate by pyrite. The
likelihood of this process in the perched zone is discussed in HGC, December 7 2012;
Investigation of Pyrite in the Perched Zone, White Mesa Uranium Mill Site, Blanding, Utah.

4.2.2 Current Nitrate and Chloride Isoconcentration Maps

Included under Tab I of this Report are current nitrate and chloride iso-concentration maps for
the Mill site. Nitrate iso-contours start at 5 mg/L and chloride iso-contours start at 100 mg/L
because those values appear to separate the plumes from background. All nitrate and chloride
data used to develop these iso-concentration maps are from the current quarter’s sampling
events.

4.2.3 Comparison of Areal Extent

Decreases in nitrate concentrations in all wells within the nitrate plume since last quarter have
resulted in a slight shrinkage of the plume area. The concentration in TWN-3 decreased from
approximately 24 mg/L to 20 mg/L; the concentration in MW-30 decreased from approximately
18 mg/L to 14 mg/L; and the concentration in MW-31 decreased from approximately 23 mg/L to
15 mg/L. The concentration in nitrate pumping well TWN-2 decreased from approximately 45
mg/L to 42 mg/L; the concentration in nitrate pumping well TW4-22 decreased from
approximately 47 mg/L to 42 mg/L; and the concentration in nitrate pumping well TW4-24
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decreased from approximately 35 mg/L to 32 mg/L (see Tab J and Tab K, discussed in Section
4.2.4).

The nitrate concentration at TW4-18 decreased for the third consecutive quarter, from 12.2 mg/L
to 9.8 mg/L, reversing a previously upward trend. Changes in nitrate concentrations near TW4-
18 are expected to result from changes in pumping and from the cessation of water delivery to
the northern wildlife ponds. The reduction in low-nitrate recharge from the ponds appeared to be
having the anticipated effect of generally increased nitrate concentrations in wells downgradient
of the ponds. However, over the last two quarters, most wells in the vicinity of TW4-18 showed
slight decreases in nitrate concentrations, suggesting that conditions in this area have stabilized.

Although increases in concentration in the area downgradient of the wildlife ponds have been
anticipated as the result of reduced dilution, the magnitude and timing of the increases are
difficult to predict due to the measured variations in hydraulic conductivity at the site and other
factors. Nitrate in the area directly downgradient (south to south-southwest) of the northern
wildlife ponds is associated with the chloroform plume, is cross-gradient of the nitrate plume as
defined in the CAP, and is within the capture zone of the chloroform pumping system (primarily
chloroform pumping well MW-26). Perched water flow in the area is to the southwest in the
same approximate direction as the main body of the nitrate plume.

Nitrate concentrations at the downgradient edge of the plume (MW-30 and MW-31) continue to
be relatively stable, demonstrating that plume migration is minimal or absent. With regard to
chloroform, since the initiation of nitrate pumping, the boundary of the chloroform plume has
migrated to the west toward nitrate pumping well TW4-24, and more recently toward chloroform
monitoring wells TW4-6 and TW4-16. More details regarding the chloroform data and
interpretation are included in the Quarterly Chloroform Monitoring Report submitted under
separate cover.

4.2.4 Nitrate and Chloride Concentration Trend Data and Graphs

Attached under Tab J is a table summarizing values for nitrate and chloride for each well over
time.

Attached under Tab K are graphs showing nitrate and chloride concentration plots in each
monitor well over time.

4.2.5 Interpretation of Analytical Data

Comparing the nitrate analytical results to those of the previous quarter, as summarized in the
tables included under Tab J, the following observations can be made for wells within and
immediately surrounding the nitrate plume:

a) Nitrate concentrations have increased by more than 20% in the following wells
compared to last quarter: TW4-25, TWN-4, and TWN-7;

b) Nitrate concentrations have decreased by more than 20% in the following wells

compared to last quarter: MW-26, MW-30, MW-31, TW4-10, TW4-18, TW4-20, and
TW4-21;
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¢) Nitrate concentrations have remained within 20% in the following wells compared to
last quarter: MW-27, TW4-5, TW4-16, TW4-19, TW4-22, TW4-24, TWN-1, TWN-2,
TWN-3, and TWN-18; and

d) MW-11, MW-25, and MW-32 remained non-detect

Concentrations in all wells with increases greater than 20% (TW4-25, TWN-4, and TWN-7)
were less than or equal to 2 mg/L

As indicated, nitrate concentrations for many of the wells with detected nitrate were within 20%
of the values reported during the previous quarter, suggesting that variations are within the range
typical for sampling and analytical error. The remaining wells had changes in concentration
greater than 20%. The latter includes chloroform pumping wells MW-26 and TW4-20, nitrate
pumping well TW4-25, and non-pumping wells MW-30, MW-31, TW4-10, TW4-18, TW4-21,
TWN-4, and TWN-7. TW4-10 is located adjacent to chloroform pumping well MW-26; TW4-18
and TW4-21 are located adjacent to chloroform pumping well TW4-19; TWN-4 is located
between the northern wildlife ponds and nitrate pumping wells TW4-25 and TWN-2; and TWN-
7 is located adjacent to nitrate pumping well TWN-2. Fluctuations in concentrations at pumping
wells and wells adjacent to pumping wells likely result in part from the effects of pumping as
discussed in Section 4.1.1. Concentrations at TW4-21 are also influenced by its location near the
eastern nitrate and northern chloroform plume boundaries. MW-30 and MW-31 are located in the
downgradient portion of the nitrate plume and are expected to be influenced by changes in
upgradient pumping at nitrate pumping wells TW4-22 and TW4-24 and chloroform pumping
wells MW-26, TW4-19 and TW4-20.

The nitrate concentration at TW4-21 decreased from 11.6 mg/L last quarter to 7.1 mg/L this
quarter, bringing it outside the nitrate plume boundary. The nitrate concentration in nitrate
pumping well TW4-25 increased from approximately 1.2 mg/L last quarter to 1.6 mg/L this
quarter. The nitrate concentrations in chloroform pumping wells MW-26 and TW4-20 decreased
from approximately 0.9 mg/LL and 6.0 mg/L, respectively, to approximately 0.7 mg/L and 4.3
mg/L. The chloroform concentration at nitrate pumping well TW4-24 increased from 62.7 ng/L
to 76.3 ug/L. The increase at TW4-24 pushed the chloroform plume boundary back to the west
of TW4-24; last quarter, a chloroform concentration decrease from 78.5 ug/L to 62.7 ug/L
moved the chloroform plume boundary to the east of TW4-24. Chloroform changes at TW4-22
and TW4-24 are likely in response to the start-up of nitrate pumping in the first quarter of 2013
and are affected by the presence of historically high chloroform concentrations at adjacent, cross-
gradient well TW4-20. MW-27, located west of TWN-2, and TWN-18, located north of TWN-3,
bound the nitrate plume to the west and north (See Figure I-1 under Tab I). In addition, the
southernmost (downgradient) boundary of the plume remains between MW-30/MW-31 and
MW-5/MW-11. Nitrate concentrations at MW-5 (adjacent to MW-11) and MW-11 have
historically been low (< 1 mg/L) or non-detect for nitrate (See Table 5). MW-25, MW-26, MW -
32, TW4-16, TW4-19, TW4-20, TW4-21 (outside the plume this quarter), TW4-25, TWN-1, and
TWN-4 bound the nitrate plume to the east.

As discussed above, the areal extent of the plume has been slightly reduced, with the plume
boundaries moving inward, primarily due to decreases in concentrations at wells within the
plume. Nitrate concentrations outside the nitrate plume exceed 10 mg/L. at a few locations:
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TW4-12 (13.0 mg/L), TW4-26 (10.8 mg/L), TW4-27 (27.0 mg/L), and TW4-28 (14.2 mg/L). All
these wells are located southeast of the nitrate plume as defined in the CAP and all are separated
from the plume by wells having nitrate concentrations that are either non-detect, or, if detected,
are less than 10 mg/L. Concentrations at TW4-26, TW4-27 and TW4-28 are within 20% of their
concentrations during the previous quarter, while the concentration at TW4-12 decreased more
than 20%, from approximately 17 mg/L to 13 mg/L. From the third quarter of 2013 through last
quarter, nitrate concentrations at TW4-10 and TW4-18 exceeded 10 mg/L. In the current quarter,
nitrate concentrations at both TW4-10 and TW4-18 decreased to 9.8 mg/L. Elevated nitrate
concentrations at these wells are associated with the chloroform plume, and both are within the
capture zone of the chloroform pumping system. Elevated nitrate at TW4-12, TW4-26, TW4-27,
and TW4-28 is likely related to former cattle ranching operations at the site.

Chloride concentrations are measured because elevated chloride (greater than 100 mg/L) is
associated with the nitrate plume. Chloride concentrations are within 20% of their respective
concentrations during the previous quarter except at one location within or adjacent to the nitrate
plume. Chloride concentrations at nitrate pumping well TW4-25 increased from 51.1 mg/L last
quarter, to 67.0 mg/L this quarter. Fluctuations in concentrations at pumping wells and wells
adjacent to pumping wells likely result in part from the effects of pumping. TW4-25 is also
located immediately downgradient of the northern wildlife ponds. Increases in concentrations at
wells near (and downgradient of) the northern wildlife ponds are anticipated as a result of
reduced dilution caused by cessation of water delivery to the northern wildlife ponds.

4.3  Estimation of Pumped Nitrate Mass and Residual Nitrate Mass within the Plume

Nitrate mass removed by pumping is summarized in Table 2, and includes mass removed by both
chloroform and nitrate pumping wells. Table 3 shows the volume of water pumped at each well
and Table 4 provides the details of the nitrate removal for each well. Mass removal calculations
begin with the third quarter of 2010 because the second quarter, 2010 data were specified to be
used to establish a baseline mass for the nitrate plume. As stated in the CAP, the baseline mass is
to be calculated using the second quarter, 2010 concentration and saturated thickness data
“within the area of the kriged 10 mg/L plume boundary.” The second quarter, 2010 data set was
considered appropriate because “the second quarter, 2010 concentration peak at TWN-2 likely
identifies a high concentration zone that still exists but has migrated away from the immediate
vicinity of TWN-2.”

As shown in Table 2, a total of approximately 1,065 Ib of nitrate has been removed from the
perched zone since the third quarter of 2010. Prior to the first quarter of 2013, all direct nitrate
mass removal resulted from operation of chloroform pumping wells MW-4, MW-26, TW4-4,
TW4-19, and TW4-20. During the current quarter:

e A total of approximately 93 1b of nitrate was removed by the chloroform pumping wells
and by nitrate pumping wells TW4-22, TW4-24, TW4-25, and TWN-2.

e Of the 93 Ib removed during the current quarter, approximately 82.7 Ib, (or 89 %), was
removed by the nitrate pumping wells.

Baseline mass and current quarter mass estimates (nitrate + nitrite as N) for the nitrate plume are
approximately 43,700 Ib and 24,140 1bs, respectively. Mass estimates were calculated within the
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plume boundaries as defined by the kriged 10 mg/L isocon by 1) gridding (kriging) the nitrate
concentration data on 50-foot centers; 2) calculating the volume of water in each grid cell based
on the saturated thickness and assuming a porosity of 0.18; 3) calculating the mass of
nitrate+nitrite as N in each cell based on the concentration and volume of water for each cell; and
4) totaling the mass of all grid cells within the 10 mg/L. plume boundary. Data used in these
calculations included data from wells listed in Table 3 of the CAP.

The nitrate mass estimate for the current quarter is lower than the baseline estimate by 13,080 Ib,
and this difference is greater than the amount of nitrate mass removed directly by pumping.
Changes in the quarterly mass estimates are expected to result primarily from 1) nitrate mass
removed directly by pumping, 2) natural attenuation of nitrate, and 3) changes in nitrate
concentrations in wells within the plume as a result of re-distribution of nitrate within the plume
and changes in saturated thicknesses. Redistribution of nitrate within the plume and changes in
saturated thicknesses will be impacted by changes in pumping and in background conditions
such as the decay of the perched water mound associated with the northern wildlife ponds.
Cessation of water delivery to the northern wildlife ponds is expected to result in reduced
saturated thicknesses and reduced dilution, which in turn is expected to result in increases in
concentrations.

The mass estimate during the current quarter (24,140 Ib) was smaller than the mass estimate
during the previous quarter (30,620 1b) by 6,480 Ib or 21 %. This difference results from lower
nitrate concentrations measured in wells within the plume and reduced areal extent this quarter
compared to last quarter.

Nitrate mass removal by pumping and natural attenuation (expected to result primarily from
pyrite oxidation/nitrate reduction) act to lower nitrate mass within the plume. Changes resulting
from redistribution of nitrate within the plume are expected to result in both increases and
decreases in concentrations at wells within the plume and therefore increases and decreases in
mass estimates based on those concentrations, thus generating ‘noise’ in the mass estimates.
Furthermore, because the sum of sampling and analytical error is typically about 20%, changes
in the mass estimates from quarter to quarter of up to 20% could result from typical sampling
and analytical error alone. Only longer-term analyses of the mass estimates that minimize the
impacts of these quarter to quarter variations will provide useful information on plume mass
trends. Over the long term, nitrate mass estimates are expected to trend downward as a result of
direct removal by pumping and through natural attenuation.

As specified in the CAP, once eight quarters of data have been collected (starting with the first
quarter of 2013), a regression trend line will be applied to the quarterly mass estimates and
evaluated. The trend line will then be updated quarterly and reevaluated as additional quarters of
data are collected. The evaluation will determine whether the mass estimates are increasing,
decreasing, or stable.
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5.0 LONG TERM PUMP TEST AT TWN-02, TW4-22, TW4-24, and TW4-
25 OPERATIONS REPORT

5.1 Introduction

Beginning in January 2013, EFRI began long term pumping of TW4-22, TW4-24, TW4-25, and
TWN-02 as required by the Nitrate CAP, dated May 7, 2012 and the SCO dated December 12,
2012.

In addition, as a part of the investigation of chloroform contamination at the Mill site, EFRI has
been conducting a Long Term Pump Test on MW-4, TW4-19, MW-26, and TW4-20, and, since
January 31, 2010, TW4-4. The purpose of the test is to serve as an interim action that will
remove a significant amount of chloroform-contaminated water while gathering additional data
on hydraulic properties in the area of investigation.

Because wells MW-4, TW4-19, MW-26, TW4-4 and TW4-20 are pumping wells that may
impact the removal of nitrate, they are included in this report and any nitrate removal realized as
part of this pumping is calculated and included in the quarterly reports.

The following information documents the operational activities during the quarter.
5.2  Pumping Well Data Collection
Data collected during the quarter included the following:

) Measurement of water levels at MW-4, TW4-19, MW-26, and TW4-20 and,
commencing regularly on March 1, 2010, TW4-4, on a weekly basis, and at
selected temporary wells and permanent monitoring wells on a monthly basis.

° Measurement of pumping history, including:

- pumping rates
- total pumped volume
- operational and non-operational periods.

. Periodic sampling of pumped water for chloroform and nitrate/nitrite analysis and
other constituents

° Measurement of water levels weekly at TW4-22, TW4-24, TW4-25, and TWN-02
commencing January 28, 2013, and on a monthly basis selected temporary wells
and permanent monitoring wells.

53 Water Level Measurements

Beginning August 16, 2003, water level measurements from chloroform pumping wells MW-4,
MW-26, and TW4-19 were conducted weekly. From commencement of pumping TW4-20, and
regularly after March 1, 2010 for TW4-4, water levels in these two chloroform pumping wells
have been measured weekly. From commencement of pumping in January 2013, water levels in
wells TW4-22, TW4-24, TW4-25, and TWN-02 have been measured weekly. Copies of the
weekly Depth to Water monitoring sheets for MW-4, MW-26, TW4-19, TW4-20, TW4-4, TW4-
22, TW4-24, TW4-25 and TWN-02 are included under Tab C.
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Monthly depth to water monitoring is required for all of the chloroform contaminant
investigation wells and non-pumping wells MW-27, MW-30, MW-31, TW4-21, TWN-1, TWN-
3, TWN-4, TWN-7, and TWN-18. Copies of the monthly depth to Water monitoring sheets are
included under Tab C.

5.4  Pumping Rates and Volumes

The pumping wells do not pump continuously, but are on a delay device. The wells purge for a
set amount of time and then shut off to allow the well to recharge. Water from the pumping
wells is either transferred to the Cell 1 evaporation pond or is used in the Mill process.

The pumped wells are fitted with a flow meter which records the volume of water pumped from
the well in gallons. The flow meter readings shown in Tab C are used to calculate the gallons of
water pumped from the wells each quarter as required by Section 7.2.2 of the CAP. The average
pumping rates and quarterly volumes for each of the pumping wells are shown in Table 3. The
cumulative volume of water pumped from each of the wells is shown in Table 4.

No operational problems were observed with the wells or pumping equipment during the quarter.
6.0 CORRECTIVE ACTION REPORT

Necessary corrective actions identified during the current monitoring period are discussed below.
6.1 Identification and Definition of the Problem

One DIFB sample contained a low level nitrate detection at 0.01 mg/L which is mostly likely the
result of laboratory contamination.

6.2  Assignment of Responsibility for Investigation of the Problem
The issue has been investigated by the QA Manager.
6.3 Investigation and Determination of Cause of the Problem

Since the rinsate collected for the quarter is non-detect, EFRI believes the nitrate present in the
DIFB is due to laboratory contamination and does not represent actual nitrate contamination in
the DI water system at the Mill. EFRI had to use an alternative laboratory, CTF, during the
quarter, because the Mill’s usual contract laboratory, AWAL, suffered a catastrophic fire and
could not accept samples.

6.4 Determination of a Corrective Action to Eliminate the Problem

EFRI has implemented corrective actions for low level detections in rinsates and DIFBs in the
past by changing the rinsate requirements in the currently approved QAP and by changing
laboratories to AWAL in the first quarter of 2013. This corrective action has proven to be
successful as all of the AWAL data for rinsates and DIFBs have been reported as non-detect to
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date. EFRI anticipates the low level detections will be eliminated once AWAL’s analytical
capabilities are restored.

6.5 Assigning and Accepting Responsibility for Implementing the Corrective Action

It will be the responsibility of the QA manager to review the data for the quarter after AWAL’s
analytical capabilities are restored to determine if any further investigation is required.

6.6 Implementing the Corrective Action and Evaluating Effectiveness

The corrective action will be implemented and evaluated after AWAL’s analytical capabilities
are restored. EFRI anticipates this will occur during either the fourth quarter of 2014 or the first
quarter of 2015 sampling events.

6.7  Verifying That the Corrective Action Has Eliminated the Problem

Verification that low level detections in the DIFBs have been eliminated will occur during the
assessment of the data collected for the quarter after AWAL’s analytical capabilities are restored.
If contamination persists, EFRI will research and investigate additional sources causing the
contamination.

6.8 Assessment of Previous Quarter’s Corrective Actions

There were no corrective actions in the 2nd quarter 2014 nitrate sampling event.

7.0 CONCLUSIONS AND RECOMMENDATIONS

As per the CAP, the current quarter is the fourth quarter that hydraulic capture associated with
nitrate pumping wells TW4-22, TW4-24, TW4-25, and TWN-2 was evaluated. Water level
monitoring indicates that the apparent combined capture of the nitrate and chloroform pumping
systems is similar to last quarter. Capture associated with nitrate pumping wells is developing
and is expected to increase over time as water levels decline due to pumping and to cessation of
water delivery to the northern wildlife ponds. Furthermore, the evaluation of the long term
interaction between nitrate and chloroform pumping systems will require more data to be
collected as part of routine monitoring. Slow development of hydraulic capture by the nitrate
pumping system is consistent with and expected based on the relatively low permeability of the
perched zone at the site. Definition of capture associated with the nitrate pumping system will
also be influenced by the perched groundwater mound and the apparently anomalously low water
level at TWN-7.

Current pumping is likely sufficient to eventually capture the entire nitrate plume upgradient of
TW4-22 and TW4-24. Pumping during the current quarter exceeds the estimated pre-pumping
(‘background’) rate of perched water flow through the nitrate plume by a factor between
approximately 1.1 and 2.4. Because the pre-pumping flow calculations likely overestimate the
new ‘background’ conditions caused by reduced recharge from the northern wildlife ponds, and
because the average plume hydraulic conductivity estimate from the low end of the calculated
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range is likely to be more representative of actual conditions, nitrate pumping may exceed flow
through the plume by a factor greater than 2.4.

Third quarter, 2014 nitrate concentrations at many of the wells within and adjacent to the nitrate
plume were within 20% of the values reported during the previous quarter, suggesting that
variations are within the range typical for sampling and analytical error. Changes in
concentration greater than 20% occurred in MW-26, MW-30, MW-31, TW4-10, TW4-18, TW4-
20, TW4-21, TW4-25, TWN-4, and TWN-7. Concentrations in all wells with increases greater
than 20% (TW4-25, TWN-4, and TWN-7) were less than or equal to 2 mg/I. The concentrations
in wells MW-11, MW-25, and MW-32 remained non-detect.

Of the wells showing changes in concentration greater than 20%, MW-26 and TW4-20 are
chloroform pumping wells and TW4-25 is a nitrate pumping well. TW4-10 is located adjacent to
chloroform pumping well MW-26; TW4-18 and TW4-21 are located adjacent to chloroform
pumping well TW4-19; TWN-4 is located between the northern wildlife ponds and nitrate
pumping wells TW4-25 and TWN-2; and TWN-7 is located adjacent to nitrate pumping well
TWN-2. Nitrate concentration fluctuations at pumping wells and adjacent wells likely result in
part from the effects of pumping. Concentrations at TW4-21 are also influenced by its location
near the eastern nitrate and northern chloroform plume boundaries. MW-30 and MW-31 are
located in the downgradient portion of the nitrate plume and are expected to be influenced by
changes in upgradient pumping at nitrate pumping wells TW4-22 and TW4-24 and chloroform
pumping wells MW-26, TW4-19 and TW4-20.

The nitrate concentration at TW4-21 decreased from 11.5 mg/L last quarter to 7.1 mg/L this
quarter, bringing it outside the nitrate plume boundary. The nitrate concentration in nitrate
pumping well TW4-25 increased from approximately 1.2 mg/L last quarter to 1.6 mg/L this
quarter. The nitrate concentrations in chloroform pumping wells MW-26 and TW4-20 decreased
from approximately 0.9 mg/L and 6.0 mg/L, respectively, to approximately 0.7 mg/L and 4.3
mg/L. The chloroform concentration at nitrate pumping well TW4-24 increased from 62.7 ug/L
to 76.3 pg/L this quarter. The increase at TW4-24 pushed the chloroform plume boundary back
to the west of TW4-24; last quarter, a chloroform concentration decrease from 78.5 pg/L to 62.7
ng/L. moved the chloroform plume boundary to the east of TW4-24. Chloroform changes at
TW4-22 and TW4-24 are likely in response to the start-up of nitrate pumping in the first quarter
of 2013 and are affected by the presence of historically high chloroform concentrations at
adjacent, cross-gradient well TW4-20

Decreases in nitrate concentrations at wells within the nitrate plume since the last quarter have
resulted in a slight shrinkage of the plume area. MW-27, located west of TWN-2, and TWN-18,
located north of TWN-3, bound the nitrate plume to the west and north (See Figure I-1 under Tab
I). In addition, the southernmost (downgradient) boundary of the plume remains between MW-
30/MW-31 and MW-5/MW-11. Nitrate concentrations at MW-5 (adjacent to MW-11) and MW-
11 have historically been low (< 1 mg/L) or non-detect for nitrate (See Table 5). MW-25, MW-
26, MW-32, TW4-16, TW4-19, TW4-20, TW4-21 (outside the plume this quarter), TW4-25,
TWN-1, and TWN-4 bound the nitrate plume to the east.

Nitrate concentrations at MW-30 and MW-31 continue to be relatively stable, suggesting that
plume migration is minimal or absent. Between the previous and current quarters, nitrate in MW-
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30 decreased from 17.9 mg/L to 13.8 mg/L and nitrate in MW-31 decreased from 23.3 mg/L to
15.2 mg/L. Based on the concentration data at MW-5, MW-11, MW-30, and MW-31, the nitrate
plume is under control.

Chloride has been relatively stable at MW-30 but is increasing at MW-31. The apparent increase
in chloride and relatively stable nitrate at MW-31 suggests a natural attenuation process that is
affecting nitrate but not chloride. A likely process that would degrade nitrate but leave chloride
unaffected is reduction of nitrate by pyrite. The likelihood of this process in the perched zone is
discussed in HGC, December 7 2012; Investigation of Pyrite in the Perched Zone, White Mesa
Uranium Mill Site, Blanding, Utah.

Nitrate mass removal by pumping and natural attenuation (expected to result primarily from
pyrite oxidation/nitrate reduction) act to lower nitrate mass within the plume. Changes resulting
from redistribution of nitrate within the plume are expected to result in both increases and
decreases in concentrations at wells within the plume and therefore increases and decreases in
mass estimates based on those concentrations, thus generating ‘noise’ in the mass estimates.
Furthermore, because the sum of sampling and analytical error is typically about 20%, changes
in the mass estimates from quarter to quarter of up to 20% could result from typical sampling
and analytical error alone. Only longer-term analyses of the mass estimates that minimize the
impact of these quarter to quarter variations will provide useful information on plume mass
trends. Over the long term, nitrate mass estimates are expected to trend downward as a result of
direct removal by pumping and through natural attenuation.

As specified in the CAP, once eight quarters of data have been collected (starting with the first
quarter of 2013), a regression trend line will be applied to the quarterly mass estimates and
evaluated. The trend line will then be updated quarterly and reevaluated as additional quarters of
data are collected. The evaluation will determine whether the mass estimates are increasing,
decreasing, or stable.

During the current quarter, a total of approximately 93 1b of nitrate was removed by the
chloroform pumping wells and by nitrate pumping wells TW4-22, TW4-24, TW4-25, and TWN-
2. Of the 93 Ib removed during the current quarter, approximately 82.7 Ib, (or 89 %), was
removed by the nitrate pumping wells.

The baseline nitrate (nitrate+nitrite as N) plume mass calculated as specified in the CAP (based
on second quarter, 2010 data) was approximately 43,700 Ib. The mass estimate during the
current quarter was calculated as 24,140 1b which was smaller than the mass estimate during the
previous quarter (30,620 1b) by 6,480 1b or 21%. This difference results from lower nitrate
concentrations measured in wells within the plume and reduced areal extent this quarter
compared to last quarter.

Nitrate concentrations outside the nitrate plume exceed 10 mg/L at a few locations: TW4-12
(13.0 mg/L), TW4-26 (10.8 mg/L), TW4-27 (27.0 mg/L), and TW4-28 (14.2 mg/L). All these
wells are located southeast of the nitrate plume as defined in the CAP and all are separated from
the plume by wells having nitrate concentrations that are either non-detect, or, if detected, are
less than 10 mg/L. Concentrations at TW4-26, TW4-27 and TW4-28 are within 20% of their
concentrations during the previous quarter, while the concentration at TW4-12 decreased more
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than 20%, from approximately 17 mg/L to 13 mg/L. From the third quarter of 2013 through last
quarter, nitrate concentrations at TW4-10 and TW4-18 exceeded 10 mg/L. In the current quarter,
nitrate concentrations at both TW4-10 and TW4-18 decreased to 9.8 mg/L. Elevated nitrate
concentrations at these wells are associated with the chloroform plume, and both are within the
capture zone of the chloroform pumping system. Elevated nitrate at TW4-12, TW4-26, TW4-27,
and TW4-28 is likely related to former cattle ranching operations at the site Increases in both
nitrate and chloride concentrations at wells near the northern wildlife ponds (for example TW4-
18) were anticipated as a result of reduced dilution caused by cessation of water delivery to the
northern wildlife ponds. Decreased nitrate concentrations in most wells near TW4-18 this quarter
(after a previously generally increasing trend that was interrupted in the first quarter of 2014)
suggests that conditions in this area are stabilizing or entering a downward trend. The increase in
chloride at nitrate pumping well TW4-25 from approximately 51 mg/L last quarter, to 67 mg/L
this quarter may result in part from reduced dilution.

Nitrate mass removal from the perched zone was increased substantially by the start-up of nitrate
pumping wells TW4-22, TW4-24, TW4-25, and TWN-2 during the first quarter of 2013.
Continued operation of these wells is therefore recommended. Pumping these wells, regardless
of any short term fluctuations in concentrations detected at the wells, helps to reduce
downgradient nitrate migration by removing nitrate mass and reducing average hydraulic
gradients, thereby allowing natural attenuation to be more effective. Continued operation of the
nitrate pumping system is expected to eventually reduce nitrate concentrations within the plume
and to further reduce or halt downgradient nitrate migration.

EFRI and its consultants have raised the issues and potential effects associated with cessation of
water delivery to the northern wildlife ponds in March, 2012 during discussions with DRC in
March 2012 and May 2013. While past recharge from the ponds has helped limit many
constituent concentrations within the chloroform and nitrate plumes by dilution, the associated
groundwater mounding has increased hydraulic gradients and contributed to plume migration.
Since use of the northern wildlife ponds ceased in March 2012, the reduction in recharge and
decay of the associated groundwater mound was expected to increase many constituent
concentrations within the plumes while reducing hydraulic gradients and rates of plume
migration.

The net impact of reduced wildlife pond recharge is expected to be beneficial even though it was
also expected to result in temporarily higher concentrations until continued mass reduction via
pumping and natural attenuation ultimately reduce concentrations. Temporary increases in nitrate
concentrations are judged less important than reduced nitrate migration rates. The actual impacts
of reduced recharge on concentrations and migration rates will be defined by continued
monitoring.

8.0 ELECTRONIC DATA FILES AND FORMAT

EFRI has provided to the Director an electronic copy of all laboratory results for groundwater
quality monitoring conducted under the nitrate contaminant investigation during the quarter, in
Comma Separated Values (“CSV”) format. A copy of the transmittal e-mail is included under
Tab L.
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9.0 SIGNATURE AND CERTIFICATION

This document was prepared by Energy Fuels Resources (USA) Inc. on November 11, 2014.

Energy Fuels Resources (USA) Inc.

<> o

Scott Bakken .
Director, Permitting & Environmental Affairs
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Certification:

I certify, under penalty of law, that this document and all attachments were prepared
under my direction or supervision in accordance with a system designed to assure that qualified
personnel properly gather and evaluate the information submitted. Based on my inquiry of the
person or persons who manage the system, or those persons directly responsible for gathering the
information, the information submitted is, to the best of my knowledge and belief, true, accurate,
and complete. I am aware that there are significant penalties for submitting false information,
including the possibility of fine and imprisonment for knowing violations.

Scott Bakken
Director, Permitting & Environmental Affairs

Energy Fuels Resources (USA) Inc.
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Table 1

Summary of Well Sampling and Constituents for the Period

Well Sample Collection Date Date of Lab Report
Piezometer 01 8/6/2014 9/15/2014
Piezometer 02 8/6/2014 9/15/2014
Piezometer 03 8/6/2014 9/15/2014

TWN-01 8/5/2014 9/15/2014
TWN-02 8/6/2014 9/15/2014
TWN-03 8/6/2014 9/15/2014
TWN-04 8/5/2014 9/15/2014
TWN-07 8/6/2014 9/15/2014
TWN-07R 8/5/2014 9/15/2014
TWN-18 8/5/2014 9/15/2014
- TW4-22 8/11/2014 9/15/2014
TW4-24 8/11/2014 9/15/2014
TW4-25 8/11/2014 9/15/2014
TWN-60 8/5/2014 9/15/2014
TW4-60 8/27/2014 9/18/2014
TWN-65 8/5/2014 9/15/2014

Note: All wells were sampled for Nitrate and Chloride.

TWN-60 is a DI Field Blank.
TWN-65 is a duplicate of TWN-01.

TW4-60 is the chloroform program DI Field Blank.

Continuously pumped well.




Table 2
Nitrate Mass Removal Per Well Per Quarter

MW-4 TW4-19 | TW4-20 | TW4-4 | TW4-22 | TW4-24 | TW4-25 | TWN-02| Quarter Totals
Quarter (Ibs.) |MW-26 (Ibs.)| (Ibs.) (Ibs.) (Ibs.) (Ibs.) (Ibs.) (Ibs.) (Ibs.) (Ibs.)
Q3 2010 32 0.3 5.8 1.7 4.7 NA NA NA NA 15.7
Q42010 3.8 0.4 17.3 1.4 5.1 NA NA NA NA 28.0
Q12011 29 0.2 64.5 1.4 43 NA NA NA NA 73.3
Q22011 3.5 0.1 15.9 2.7 4.7 NA NA NA NA 27.0
Q32011 3.5 0.5 3.5 3:9 5.4 NA NA NA NA 16.8
Q4 2011 3.8 0.8 6.2 2.5 6.4 NA NA NA NA 19.7
Q12012 3.6 0.4 0.7 5.0 6.0 NA NA NA NA 15.9
022012 3.7 0.6 34 2.1 5.2 NA NA NA NA 15.0
Q32012 3.8 0.5 3.6 2.0 4.7 NA NA NA NA 14.7
Q42012 32 0.4 5.4 1.8 4.2 NA NA NA NA 14.9
Q12013 2.3 0.4 14.1 1.4 3.6 8.1 43.4 7.5 14.8 95.7
Q22013 2:5 0.5 5.6 1.7 3.5 10.7 37.1 6.4 239 91.7
Q32013 3.0 0.4 48.4 1.4 3.8 6.3 72.8 6.9 33.4 176.5
Q42013 3.1 0.3 15.8 1.6 3.9 9.4 75.2 6.4 46.3 162.1
Q12014 27 0.4 4.1 1.2 3.6 11.2 60.4 23 17.2 103.1
Q22014 2.4 0.3 3.3 0.9 3.0 9.5 63.4 1.3 17.8 101.87
Q32014 2.3 0.1 4.1 0.6 3.1 8.5 56.2 1.6 16.5 93.00
Well Totals (pounds)| 53.6 6.7 221.8 334 75.1 63.7 408.5 32.5 169.8 1065.0




Table 3 Nitrate Well Pumping Rates and Volumes

Pumping Well Name

Volume of Water Pumped
During the Quarter (gals)

Average Pump Rate (gpm)

MW-4 74,788.2 4.39
MW-26 24,062 .4 10.08
TW4-4 69,229.4 8.12
TW4-19 309,742.0 13.04
TW4-20 17,237.9 8.75
TW4-22 24.610.9 17.91
TW4-24 213,652.5 17.75
TW4-25 119,663.9 17.66
TWN-2 46,927.2 18.44




Table 4

Table 4 Quarterly Calculation of Nitrate Removed and Total Volume of Water Pumped

MW-4 MW-26
Total
Total Total Pumped Total Total |[Total Pumped| Conc Conc Pumped Total Total
Quarter Pumped (gal)| Conc (mg/L) Conc (ug/L) (liters) Total (ug) (grams) (pounds) (gal) (mg/L) | (ug/L) (liters) Total (ug) | (grams) (pounds)
Total Gallons
pumped for Total
the quarter Total pumped Total grams/453.
Calculations from the Concentration | Concentration | gallons/3.785 | Concentration | ug/1000000 592 to
and Data Flow Meter from the in mg/LX1000 to| to conver to | in ug/L X total |to convert to| convert to
Origination data analytical data | convert to ug/L liters liters grams pounds
Q3 2010 79859.1 4.8 4800 302266.7 1450880129 1450.9 3.20 63850.0 0.6 600 241672.3 | 145003350 145 0.32
Q4 2010 90042.2 5 5000 340809.7 1704048635 1704.0 3.76 60180.0 0.7 700 227781.3 |159446910 159 0.35
Q12011 76247.6 4.6 4600 288597.2 1327546964 1327:5 2.93 55130.0 0.5 500 208667.1 | 104333525 104 0.23
Q2 2011 85849.3 4.9 4900 324939.6 1592204042 1592.2 351 55800.6 0.3 300 211205.3 63361581 63 0.14
Q3 2011 85327.7 4.9 4900 322965.3 1582530188 1582.5 3.49 65618.0 0.9 900 248364.1 | 223527717 224 0.49
Q4 2011 89735.0 5.1 5100 339647.0 1732199573 173232 3.82 50191.3 2 2000 189974.1 |379948141 380 0.84
Q12012 90376.4 4.8 4800 342074.7 1641958435 1642.0 3.62 31440.1 17 1700 119000.8 | 202301323 202 0.45
Q2 2012 90916.5 49 4900 344118.8 1686181940 1686.2 3.72 26701.2 2.5 2500 101064.1 | 252660294 253 0.56
Q3 2012 91607.0 5 5000 346732.5 1733662475 1733.7 3.82 25246.0 2.6 2600 95556.1 248445886 248 0.55
Q4 2012 78840.0 4.8 4800 298409.4 1432365120 1432.4 3.16 30797.0 1.46 1460 116566.6 | 170187302 170 0.38
Q12013 62943.7 4.78 4780 238241.9 1138796304 1138.8 2.51 22650.7 2.27 2270 85732.9 194613682 195 0.43
Q2 2013 71187.3 4.22 4220 269443.9 1137053387 1137.1 2,51 25343.4 211 2110 95924.8 202401263 202 0.45
Q3 2013 72898.8 4.89 4890 275922.0 1349258375 1349.3 2.97 25763.0 1.98 1980 97513.0 193075651 193 0.43
Q4 2013 70340.4 5.25 5250 266238.4 1397751674 1397.8 3.08 24207.6 1.38 1380 91625,8 126443557 126 0.28
Q1 2014 69833.8 4,7 4700 264320.9 1242308385 12423 2.74 23263.1 212 2120 88050.8 186667767 187 0.41
Q2 2014 71934.9 4.08 4080 272273.6 1110876274 1110.9 2.45 23757.5 1.42 1420 89922.1 | 127689435 128 0.28
Q3 2014 74788.2 37 3700 283073.3 1047371347 1047.4 231 24062.4 0.7 700 91076.2 63753329 64 0.14
Totals Since Q3
2010 1352727.85 53.59 634001.9 6.71

Highlighted cells are the total for the current quarter




Table 4
Table 4 Quarterly Calculation of Nitrate Removed and Total Volume of Water Pumped

TW4-19 TW4-20
[Total Pumped| Conc Conc | Total Pumped Total Total |Total Pumped| Conc Conc | Total Pumped Total Total
Quarter (gal) (mg/L) | (ug/L) (liters) Total (ug) | (grams) (pounds) (gal) (mglL) | (ug/L) (liters) Total (ug) | (grams) (pounds)
Calculations
and Data
Origination
Q3 2010 116899.2 5.9 5900 442463.5 2.611E+09 2611 5.76 39098.3 5.3 5300 147987.1 784331447 784 173
Q4 2010 767970.5 2.7 2700 2906768.3 7.848E+09 7848 17.30 36752.5 4.6 4600 139108.2 639897778 640 1.41
Q12011 454607.9 17 17000 1720690.9 2.925E+10 29252 64.49 37187.5 4.4 4400 140754.7 619320625 619 1.37
Q2 2011 159238.9 12 12000 602719.2 7.233E+039 7233 15.95. 67907.7 4.8 4800 257030.6 1.234E+09 1234 2.72
Q3 2011 141542.6 3 3000 535738.7 1.607E+09 1607 3.54 72311.2 6.5 6500 273697.9 1.779€E+09 1779 3.92
Q4 2011 147647.2 5 5000 558844.7 2.794E+09 2794 6.16 72089.3 4.2 4200 272858.0 1.146E+09 1146 2.53
Q12012 148747.0 0.6 600 563007.4 337804437 338 0.74 76306.0 7.9 7900 288818.2 2.282E+09 2282 5.03
Q2 2012 172082.0 2.4 2400 651330.5 1.563E+09 1563 3.45 22956.4 11 11000 86890.1 955790963 956 211
Q3 2012 171345.0 2.5 2500 648540.8 1.621E+09 1621 3.57 22025.0 10.8 10800 83364.6 900337950 900 1.98
Q4 2012 156653.0 4.1 4100 592931.6 2.431E+08 2431 5.36 20114.0 11 11000 76131.5 837446390 837 1.85
Q1 2013 210908.0 7.99 7990 758286.8 6.378E+09 6378 14.06 18177.0 9.07 9070 68799.9 624015501 624 1.38
Q2 2013 226224.0 2.95 2950 856257.8 2.526E+09 2526 5.57 20252.4 9.76 9760 76655.3 748156060 748 1.65
Q3 2013 329460.1 17.6 17600 1247006.5 2.195E+10 21947 48.39 19731.0 8.65 8650 74681.8 645997873 646 1.42
Q4 2013 403974.0 4,7 4700 1529041.6 7.186E+09 7186 15.84 19280.2 9.64 9640 72975.6 703484369 703 1.55
Ql2014 304851.0 1.62 1620 1153861.0 1.869E+09 1869 4,12 18781.6 7.56 7560 71088.4 537427971 537 1.18
Q2 2014 297660.0 1.34 1340 1126643.1 1.51E+09 1510 3.33 18462.4 5.95 5950 69880.2 415787095 416 0.92
Q3 2014 309742.0 1.6 1600 11723735 | 1.876E+09 1876 4.14 17237.9 4.3 4300 65245.5 280555441 281 0.62
Totals Since Q3
2010 4519552.4 221.76 598670.4 33.36

Highlighted cells are the total for the current quarter




Table 4
Quarterly Calculation of Nitrate Removed and Total Volume of Water Pumped

TW4-4 TW4-22
|
Total Total Total Total
Pumped Conc Conc Pumped Total Total Pumped Conc Conc Pumped Total Total
Quarter (gal) (mg/L) (ug/L) (liters) Total (ug) (grams) | (pounds) (gal) (mg/L) (ug/L) (liters) Total (ug) {grams) | (pounds)
Calculations
and Data
Origination
Q3 2010 76916.8 7.30 7300.00 291130.1 2.1E+09 2125.25 4.69 NA NA NA NA NA NA NA
Q4 2010 86872.1 7.10 7100.00 328810.9 2.3E+09 2334.56 535 NA NA NA NA NA NA NA
Q12011 73360.0 7.00 7000.00 277667.6 1.9E+09 1943.67 4.29 NA NA NA NA NA NA NA
Q2 2011 80334.6 7.00 7000.00 304066.5 2.1E+059 2128.47 4.69 NA NA NA NA NA NA NA
Q3 2011 97535.0 6.60 6600.00 369170.0 2.4E+09 2436.52 5.37 NA NA NA NA NA NA NA
Q4 2011 109043.5 7.00 7000.00 412729.6 2.9E+09 2889.11 6.37 NA NA NA NA NA NA NA
Q12012 101616.8 7.10 7100.00 384619.6 2.7E+09 2730.80 6.02 NA NA NA NA NA NA NA
Q2 2012 87759.1 7.10 7100.00 332168.2 2.4E+09 2358.39 5.20 NA NA NA NA NA NA NA
Q3 2012 80006.0 7.10 7100.00 302822.7 2.2E+09 2150.04 4.74 NA NA NA NA NA NA NA
Q4 2012 71596.0 7.00 7000.00 270990.9 1.9E+09 1896.94 418 NA NA NA NA NA NA NA
Q12013 58716.8 7.36 7360.00 222243.1 1.6E+09 1635.71 3.61 16677.4 58.0 58000.0 63124.0 3661189622.0 3661.2 8.07
Q2 2013 65603.4 6.30 6300.00 248308.9 1.6E+09 1564.35 3.45 25523.2 50.2 50200.0 96605.3 4849586662.4 4849.6 10.69
Q3 2013 63515.4 7.22 7220.00 240405.8 1.7E+09 1735.73 3.83 25552.9 29:7 25700.0 96869.1 2877013057.1 2877.0 6.34
Q4 2013 60233.6 7.84 7840.00 227984.2 1.8E+09 1787.40 3.94 24952.2 452 45200.0 94444.1 4268872280.4 4268.9 9.41
Q12014 58992.9 7.28 7280.00 223288.1 1.6E+09 1625.54 3.58 24532.0 54.6 54600.0 92853.6 5069807652.0 5069.8 11.18
Q2 2014 60235.3 591 5910.00 227990.6 1.3E+09 1347.42 2.97 24193.9 47.2 47200.0 91573.9 4322288622.8 4322.3 9.53
Q3 2014 69229.4 5.30 5300.00 262033.3 1.4E+09 1388.78 3.06 24610.9 415 41500.0 93152.3 3865818644.8 | 3865.8 8.52
Totals Since Q3
2010 1301566.7 75.13 166082.5 63.75

Highlighted cells are the total for the current quarter




Quarterly Calculation of Nitrate Removed and Total Volume of Water Pumped

Table 4

TW4-24 TW4-25
Total Total Total Total
Pumped Conc Conc Pumped Total Total Pumped Conc Conc Pumped Total Total
Quarter (gal) (mg/L) (ug/L) (liters) Total (ug) (grams) | (pounds) (gal) (mg/L) (ug/L) (liters) Total (ug) (grams) | (pounds)
Calculations
and Data
Origination
Q3 2010 NA NA NA NA NA NA NA NA NA NA NA NA NA NA
Q4 2010 NA NA NA NA NA NA NA NA NA NA NA NA NA NA
Q12011 NA NA NA NA NA NA NA NA NA NA NA NA NA NA
Q2 2011 NA NA NA NA NA NA NA NA NA NA NA NA NA NA
Q3 2011 NA NA NA NA NA NA NA NA NA NA NA NA NA NA
Q4 2011 NA NA NA NA NA NA NA NA NA NA NA NA NA NA
Ql 2012 NA NA NA NA NA NA NA NA NA NA NA NA NA NA
Q2 2012 NA NA NA NA NA NA NA NA NA NA NA NA NA NA
Q3 2012 NA NA NA NA NA NA NA NA NA NA NA NA NA NA
Q4 2012 NA NA NA NA NA NA NA NA NA NA NA NA NA NA
Q12013 144842.6 35.9 35500.0 548229.2 19681429751.9 19681.4 43.39 99369.9 9.0 5000.0 376115.1 | 3385035643.5 3385.0 7.46
Q2 2013 187509.3 23.7 23700.0 709722.7 16820428001.9 16820.4 37.08 147310.4 52 5240.0 557569.9 | 2921666087.4 2921.7 6.44
Q3 2013 267703.5 32.6 32600.0 1013257.7 | 33032202568.5 33032.2 72.82 145840.9 5.69 5690.0 552007.8 | 3140924419.0 3140.9 6.92
Q4 2013 260555.3 34.6 34600.0 986201.8 34122582643.3 34122.6 75.23 126576.5 6.10 6100.0 4790921 | 2922461520.3 29225 6.44
Q12014 229063.9 31.6 31600.0 867006.9 27397416823.4 27397.4 60.40 129979.2 2.16 2160.0 491971.3 | 1062657947.5 1062.7 2.34
Q2 2014 216984.1 35.0 35000.0 821284.8 28744968647.5 28745.0 63.37 124829.8 121 1210.0 472480.8 571701759.5 571.7 1.26
Q3 2014 213652.5 315 31500.0 808674.7 | 25473253443.8 25473.3 56.16 119663.9 1.60 1600.0 452927.9 724684578.4 724.7 1.60
Totals Since Q3
2010 1520311.2 408.46 893570.6 3247

Highlighted cells are the total for the current quarter




Table 4
Quarterly Calculation of Nitrate Removed and Total Volume of Water Pumped

TWN-02
Total
Removed
Total Total by All
Pumped Conc Conc Pumped Total Total Wells
Quarter (gal) (mg/L) (uglL) (liters) Total (ug) (grams) | (pounds) | (pounds)
Calculations
and Data
Origination
Q3 2010 NA NA NA NA NA NA NA 15.69
Q4 2010 NA NA NA NA NA NA NA 27.97
Q12011 NA NA NA NA NA NA NA 73.30
Q2 2011 NA NA NA NA NA NA NA 27.01
Q3 2011 NA NA NA NA NA NA NA 16.82
Q4 2011 NA NA NA NA NA NA NA 16.71
Q12012 NA NA NA NA NA NA NA 15.86
Q2 2012 NA NA NA NA NA NA NA 15.03
Q3 2012 NA NA NA NA NA NA NA 14.67
Q4 2012 NA NA NA NA NA NA NA 14.92
Q12013 31009.4 57.3 57300.0 | 117370.6 6725334176.7 6725.3 14,83 95.73
Q2 2013 49579.3 57.7 57700.0 187657.7 10827846433.9 | 10827.8 23.87 91.71
Q3 2013 50036.5 80.0 80000.0 189388.2 15151052200.0 | 15151.1 33.40 176.53
Q4 2013 49979.9 1110 | 111000.0 | 189173.9 20998305286.5 | 20998.3 46.29 162.07
Q1 2014 48320.4 42.6 42600.0 182892.7 7791229616.4 7791.2 17.18 103.14
Q2 2014 47611.9 447 44700.0 180211.0 8055433555.1 8055.4 17.76 101.87
Q3 2014 46927.2 42.0 42000.0 177619.5 7460016984.0 7460.0 16.45 92.99
Totals Since Q3
2010 323464.6 169.78 1065.01

Highlighted cells are the total for the current quarter



Table 5
Nitrate Data Over Time for MW-30, MW-31, MW-5, and MW-11

Q2 Q3 Q4 [ Qi Q2 | QG | o4 | Qi Q2 Q3 Q4 Ql Q2 Q3 Q4 Ql Q2 Q3
Location 2010 | 2010 | 2010 | 2011 | 2011 | 2011 | 2011 | 2012 | 2012 | 2012 | 2012 | 2013 | 2013 2013 | 2013 | 2014 | 2014 2014
MW-30 15.8 15 16 16 17 16 16 17 16 17 18.5 21.4 18.8 17.6 19.5 18.4 19.4 16.8
MW-31 22.5 21 20 21 22 21 21 21 20 21 236 19.3 23.8 21.7 239 20.6 23.1 18.9
MW-5 ND NS 0.2 NS 0.2 NS 0.2 NS 0.1 NS ND NS ND NS 0.279 NS ND NS

MW-11 ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND ND

ND = Not detected
NS = Not Sampled




TABLE 6
Slug Test Results
(Using KGS Solution and Automatically Logged Data)

Well (cr:lg) (fﬂ;v)
MW-30 1.0E-04 0.28
MW-31 7.1E-05 0.20
TW4-22 1.3E-04 0.36
TW4-24 1.6E-04 0.45
TW4-25 5.8E-05 0.16
TWN-2 1.5E-05 0.042
TWN-3 8.6E-06 0.024

Average 1 0.22
Average 2 0.15
Average 3 0.32
Average 4 0.31

Notes:

Average 1 = arithemetic average of all wells

Average 2 = geometric average of all wells

Average 3 = arithemetic average of MW-30, MW-31, TW4-22, and TW4-24

Average 4 = geometric average of MW-30, MW-31, TW4-22, and TW4-24
cm/s = centimeters per second
ft/day = feet per day
K = hydraulic conductivity
KGS = KGS Unconfined Slug Test Solution in Agtesolve ™.
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TABLE 7

Pre-Pumping Saturated Thicknesses

Depth to Depth to Water Saturated Thickness
Well Brushy Basin Fourth Quarter, 2012 | Above Brushy Basin
(ft) (ft) (ft)
TW4-22 112 53 58
TW4-24 110 55 55
Notes:
ft = feet
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TABLE 8
Pre-Pumping Hydraulic Gradients and Flow Calculations

Path Length Head Change | Hydraulic Gradient
Pathline Boundaries

(ft) (ft) (ft/ft)
TW4-25 to MW-31 2060 48 0.023
TWN-2 to MW-30 2450 67 0.027
average 0.025
" min flow (gpm) 1.31
2 max flow (gpm) 2.79

Notes:
ft = feet
fi/ft = feet per foot
gpm = gallons per minute

T assumes width = 1,200 ft; saturated thickness = 56 ft; K = 0.15 ft/day; and gradient = 0.025 ft/ft
2 assumes width = 1,200 ft; saturated thickness = 56 ft; K = 0.32 ft/day; and gradient = 0.025 ft/ft
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Tab A

Site Plan and Perched Well Locations White Mesa Site



perched chioroform or
nitrate pumping well

MwW-5
®

perched monitoring well

TW4-12
(@) temporary perched monitoring well

TWN-7 temporary perched nitrate monitoring

well

PIEZ-1
(=) perched piezometer

TW4-32  temporary perched monitoring well
installed September, 2013

TW4-35 temporary perched monitoring well
o) installed May, 2014

RUIN SPRING
) seep or spring

witdiife porid’

wildlife pgnd

~
>

wilditfe pond

WHITE MESA SITE PLAN SHOWING LOCATIONS OF
PERCHED WELLS AND PIEZOMETERS




Tab B

Order of Sampling and Field Data Worksheets



Nitrate Order

Rinsate Samples

Name Date

Sample

3rd Quarter 2014
Nitrate Samples
Nitrate
Mg/L
Previous
Name Qrt. Date/Purge  sample Depth Total Depth
TWN-7 0.564 R/alld OK2.« 105
TWN-4 155 &15714 09217 1257
TWN-1 163 K15/ 14 1004 1125
TWN-18 218 g/s5/ 1 (WA 145
TWN-3 23.6 &b/ |o838 96
— w1 |xe/d |zso | %
Duplicgse of
Rinsate WG/ H _ 1400
DI Sample
Plez 1 7.57 g/&/v  |092% _
Piez2 0736 | %6714 0400
Piez 3 179 |wb/d 0415

TWN-7R lg/sma | oz |

wN4r | [

TWN-1R

TWN-18R

TWN-3R

TWN-2R

Samplers:




Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Date: 06-06-12 Rev. 7.2 - Errata

ATTACHMENT 1-2

e‘ ENERGY FUELS

WHITE MESA URANIUM MILL

~~ See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: [ 37 Quacted Aitrate 20 ] |

Sampler Name

Location (well name): I Piez-0)

Field Sample ID [ Prez-01.0%067Z014

Date and Time for Purging [ %/6/zoM |

Well Purging Equip Used: @pump or @ bailer
@2 casings @3 casings
Sampling Event | Quoctecly Aitrate |
Specific Conductance | 19 Ip,MHOS/ cm
Depth to Water Before Purging

Purging Method Used:

pH Buffer 7.0 | 7.0

| and initials: [ Tanner Hollidas /70 |
and Sampling (if different) [ ~A |
Well Pump (if other than Bennet) [ ~M/A I
Prev. Well Sampled in Sampling Event P’CZ—‘ 03
pH Buffer 4.0 [ 4.0 I
Well Depth(0.01ft): [ © |
Casing Volume (V) 4" Well:| © (.653h)
3" Welli| © (.367h)

Weather Cond.

Sunm

Ext'l Amb. Temp. °C (prior sampling event)

Time Gal. Purged E}
(2266 | pH
Tomp.C [TEE5 ]

Redox Potential Eh (mV) EI

Turbidity (NTU) I

Conductance

e e R —
1 [ ]
—

Redox Potential Eh (mV) :

Turbidity (NTU) I |

Conductance

Temp. °C

Tme [ ] GalPuged ]
[ 1 e [ ]
Redox Potential Eh (mV) [ |
Turbidity (NTU) 1]

Conductance

Temp. °C

Tme [ GalPuged [
Conductnce ]  pH[ ]
Temp..c [

Redox Potential Eh (mV) [ ]
Turbidity (NTU) 1]

White Mesa Mill
Field Data Worksheet for Groundwater

1 of2



Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Volume of Water Purged | © | gallon(s)

Pumping Rate Calculation

Flow Rate (Q), in gpm. Time to evacuate two casing volumes (2V)
S/60 = | 0 | T=2V/IQ=|_ ©

Number of casing volumes evacuated (if other than two)
If well evacuated to dryness, number of gallons evacuated

Name of Certified Analytical Laboratory if Other Than Energy Labs

—
—

[Chemtech- Focd |

Date: 06-06-12 Rev. 7.2 - Errata

Sample Vol (indicate . .
Type of Sample Sumple Teken if other than as Filtered Preservative Type Fregeivalive sxdded
Y N specilied below) Y N Y N
VOCs | O 3x40 ml O O |HCL O O
Nutrients ¥l O [100 ml] O ¥l |H2S04 1] [m]
Heavy Metals O O [250 ml O O |HNO3 O O
All Other Non Radiologics O O 250 ml O O |No Preserv. O O
Gross Alpha ] O 1,000 ml [ O |HNO3 0 O
Other (specify) N O Sample volume O e a) ¥
Chlocide
If preservative is used, specify
Type and Quantity of Preservative:
Final Depth | ¢7.490 | Sample Time F()q 75 |
See instruction
Comment

Le‘?—‘ 5;4’6 0\% 0923

A(‘ri\)ea o0 Site ot 6923 Tanter and  Gotrin P(esen‘?’ To collect va)PJe\s.
Somples boled of 0928 \ader was Mosty Clear Witk Somc we0d chips ﬂoqlr.'n\ol.

| Piez-01 08-06-2014 | Do not touch this cell (SheetName)

White Mesa Mill
Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Date: 06-06-12 Rev. 7.2 - Errata

ATTACHMENT 1-2

e‘ ENERGY FU/ELS

WHITE MESA URANIUM MILL

~ See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: | 7% Quactes

MitCate ZOIH

Location (well name): Lﬁcz- 02

Sampler Name

| “Tanner Holliday /Y

Field Sample ID | Piez- 02_08062014

and initials:

|

Date and Time for Purging [ €/L /2014

Well Purging Equip Used: @pump or bailer
@2 casings @3 casings
)

Purging Method Used:

Sampling Event | Quorterla A)\trate

Specific Conductance | 999

Depth to Water Before Purging | 35.4%

pH Buffer 7.0 7.0

|uMHOS/ cm

and Sampling (if different) l_/\///‘] |
Well Pump (if other than Bennet) [ /A I
Prev. Well Sampled in Sampling Event TWA-O

pH Buffer 4.0 [ 4.0

|

|

(.653h)
(.367h)

Well Depth(0.01ft): | 0

Casing Volume (V) 4" Well:

3" Well:

0
0

Weather Cond.

Sumnﬁ

Ext'l Amb. Temp. °C (prior sampling event)

——

pH [$.02 |

Time |oz§1
7%%

Redox Potential Eh (mV) [Z76 |
Turbidity (NTU) e ]

Conductance

Temp. °C

Time [ ] GalPurged [ ]
1 ew[___]
I

Redox Potential Eh(mV) [ |

Turbidity (NTU) —

Conductance

Temp. °C

Time [ GalPuged [
Conductance [ pu [
Temp.c [

Redox Potential Eh (mV) [ |
Turbidity (NTU) =

Tme [ GalPumed [
Conductance ]  pH[__]
Temp.oc [

Redox Potential Eh (mV) [ |
Turbidity (NTU) ——

White Mesa Mill
Field Data Worksheet for Groundwater

1 of2



Mill - Groundwater Discharge Permit

Date: 06-06-12 Rev. 7.2 - Errata

Groundwater Monitoring Quality Assurance Plan (QAP)

Volume of Water Purged I

Pumping Rate Calculation

o J gallon(s)

Flow Rate (Q), in gpm.
SI60= | Z%L |

Number of casing volumes evacuated (if other than two)

If well evacuated to dryness, number of gallons evacuated

Time to evacuate two casing volumes (2V)

T=2viQ=| 0 |
[0 ]

Name of Certified Analytical Laboratory if Other Than Energy Labs [ Chemtedh~ Ford —I

Sample Vol (indicate ; :
Type of Sample Sample Taken ifpother than as Filtered Preservative Type Sl

Y N specified below) X N Y N
VOCs O O  [3x40 ml O 0O |HCL O ]
Nutrients X O [100 ml O H2S04 ] O
Heavy Metals O O [250 ml O O |[HNO3 O O
All Other Non Radiologics O O 250 ml O O [No Preserv. O O
Gross Alpha O O 1,000 ml O 0O |HNO3 (] =
Other (specify) 5 0 Sample volume O = 0

LM omde

Final Depth |34.43

Comment

If preservative is used, specify
Type and Quantity of Preservative:

Sample Time | 0400 |

See instruction

A(’r'\\)e_). on site at 0835 Tanner and  (raccin P"CSQT% Yo collect 5“"7?"55-
Samples bailed oF 0400
Lcﬂ S\'\'z: A)[ 040¢

vba"’cr waS mosHA Clear

| Piez-02 08-06-2014 | Do not touch this cell (SheetName)

White Mesa Mill

Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Date: 06-06-12 Rev. 7.2 - Errata

ATTACHMENT 1-2

e‘ ENERGY PFUELS

WHITE MESA URANIUM MILL

“" See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: | 7% Quarter Nitrate  zo1y

Sampler Name

Location (well name): | PrAez-03

[ Tanner Hallidas ATH

| and initials:

Field Sample ID [Picz-035_0%062014

Date and Time for Purging | 8/6/2°M [

Well Purging Equip Used: [0 |pump or [ ] bailer

@2 casings @3 casings

Sampling Event | Q‘-"*f:"‘f'l;} NifiaTe |

Purging Method Used:

pH Buffer 7.0

Specific Conductance | ik |MMHOS/ cm
Depth to Water Before Purging

70 ]

and Sampling (if different) 2Z

Well Pump (if other than Bennet) I /A

g5 ?;cz— 02

Prev. Well Sampled in Sampling Event

pH Buffer 4.0 [ H.0 |

Well Depth(0.01ft: [ 2 |

Casing Volume (V) 4" Well: S)
3" Welli| O

(.653h)
(.367h)

Weather Cond. S um:s Ext'l Amb. Temp. °C (prior sampling event)
Time 09N Gal. Purged E’ Time I I Gal. Purged | |
Conductance 2920 pH Conductance I:I pH [:I
Temp.oc [TSEZ ] Temp.C [

Redox Potential Eh (mV) [165 |
Turbidity (NTU) N

Redox Potential Eh (mV) [ ]
Turbidity (NTU) [ |

Tme [ GalPomed [ ]
Conductance [ ] po [
Temp.oc [

Redox Potential Eh (mV) [ 1]
Turbidity (NTU) .

Time [ ] GalPumed [
Conductnce [ ] pH[ ]
Temp.c [

Redox Potential Eh (mV) I:]
Turbidity (NTU) 1

White Mesa Mill
Field Data Worksheet for Groundwater

1 0of2



Mill - Groundwater Discharge Permit Date: 06-06-12 Rev. 7.2 - Errata
Groundwater Monitoring Quality Assurance Plan (QAP)

Volume of Water Purged o I gallon(s)

Pumping Rate Calculation

Flow Rate (Q), in gpm. Time to evacuate two casing volumes (2V)
S/60 = | 0 I T=2viQ=| © |

Number of casing volumes evacuated (if other than two) |I|

If well evacuated to dryness, number of gallons evacuated IE

Name of Certified Analytical Laboratory if Other Than Energy Labs | Chemtech - Ford |

Sample Vol (indicate ’ ) ;
Type of Sample £ames iRk if other than as S Preservative Type SESeVAlRe adHed

Y N specified below) Y N Y N
VOCs O O 3x40 ml O O |[HCL O O
Nutrients i O 100 ml ] N |H2504 O
Heavy Metals [} O 250 ml O O |HNO3 O |
All Other Non Radiologics O O 250 ml O O |[No Preserv. O o
Gross Alpha | O 1,000 ml O O |HNO3 O [
Other (specify) o 0 Sample volume . ) O

C \'\‘ s AC If preservative is used, specify
Type and Quantity of Preservative:

Final Depth [527,17 Sample Time | pq1% |

See instruction
Comment

Accived on site PR3 6410 “Tanner and  Garrin Pfcsm‘]' o collect Samples.

b«mylc_s ‘ bailc;\ aT 0415 water Was ”709”\"3 <lea with 4;"3 w;7i+ge,,cr,ﬁ,
LeSY site ol 049

[ Piez-03 08-06-2014  |Do not touch this cell (SheetName)

White Mesa Mill
Field Data Worksheet for Groundwater 2 of2



Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

MEIVERG YFUELS

Date: 06-06-12 Rev. 7.2 - Errata

ATTACHMENT 1-2
WHITE MESA URANIUM MILL

*+ See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: | 3¢ Ouwarted Nerate. 2014

Sampler Name

Location (well name): [ TWM-01

[ [ Tanner Hollday /it

and initials:

Field Sample ID [’T’DM— OlLLO%ORZON

|

Date and Time for Purging | §/5/2014 I

Well Purging Equip Used: I__EJ:Ipump or @ bailer
IEIZ casings @3 casings

Purging Method Used:

Sampling Event I@\kar'}efb Nitrote
Specific Conductance I T |pLMHOS/ cm
Depth to Water Before Purging

pH Buffer 7.0 | 7.0

and Sampling (if different) | MA

Well Pump (if other than Bennet) |GrundFos |

TWA-04

Prev. Well Sampled in Sampling Event

pH Buffer 4.0 [ 4.0

Well Depth(0.01ft): | W2,50

|

(.653h)
(.367h)

SHuS5H
o

4" Well:
3" Well:

Casing Volume (V)

Weather Cond.

Po\r*\& C\O\)Aj

Ext'l Amb. Temp. °C (prior sampling event)

Time Gal. Purged
[ %81 ] »u

Redox Potential Eh (mV)

Conductance

Temp. °C

Time 10677 Gal. Purged
Conductnce o [Z8_]
Temp.C  [5Z_]

Redox Potential Eh (mV)

Redox Potential Eh (mV) [E]
Turbidity (NTU) [ ]

Turbidity (NTU) (3 ] Turbidity (NTU) 77—

Time Gal. Purged | 43 | Time Gal. Purged
Conductance [¥7> | pH [E__] Conductance [%95 ] pH[ 797 ]
Temp. °C [ ] Temp. °C 57

Redox Potential Eh (mV)

Turbidity (NTU)

White Mesa Mill
Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit

Groundwater Monitoring Quality Assurance Plan (QAP)

Volume of Water Purged | 99

Pumping Rate Calculation

Flow Rate (Q), in gpm.
sio=| 1.0 |

gallon(s)

Time to evacuate two casing volumes (2V)

T=2V/Q=

Number of casing volumes evacuated (if other than two)

If well evacuated to dryness, number of gallons evacuated

Name of Certified Analytical Laboratory if Other Than Energy Labs

CI—
T—

Eﬂerﬁeck—- Foro ]

Date: 06-06-12 Rev. 7.2 - Errata

Sample Vol (indicate

Type of Sample S S if other than as Filtered Preservative Type SRR SuTE
Y N specified below) Y N Y N
VOCs O O 3x40 ml O O |[HCL O El
Nutrients _H O [100ml O T |H2S04 A O
Heavy Metals O O 250 ml ] O |HNO3 ] O
All Other Non Radiologics O O 250 ml O O  [No Preserv. O O
Gross Alpha O O 1,000 ml ] O |HNO3 O ]
Other (specify) 5 O Sample volume O K 0 ¥
Chlon a &

If preservative is used, specify

Type and Quantity of Preservative:
Final Depth | 10%.\/ | Sample Time | 1004 ]

See instruction

Comment

Accived on srte of 0957 —Tanner and Gocrm Pras«r} for pwrae and 5Amp15r5 ex)er\‘f’,
?\.\rﬁe be&é\n ot 100D, P“*"QCA well -ror' ~ Yotal oF 1 minwtes Waler was clear

R«r%e ended and Samples collecked st 1009 LY site oF 1012

[  TWN-0108-05-2014

White Mesa Mill
Field Data Worksheet for Groundwater

IDo not touch this cell (SheetName)
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Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan {QAP)

Date: 06-06-12 Rev. 7.2 - Errata

ATTACHMENT 1-2

e‘ ENERGY FUELS

WHITE MESA URANIUM MILL

-

» See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: | 37 Quocrter Nitrote 2014

Sampler Name

Location (well name): | TWA - OZ

[Fianner Holl-daa/R

| and initials:

Field Sample ID [TWA -0Z _530620T

Date and Time for Purging | 8/6/z0M

Well Purging Equip Used: @pump or @ bailer
@2 casings @3 casings
Sampling Event | Quarterly Aitrate |
Specific Conductance | 199 |uMHOS/ cm
Depth to Water Before Purging

Purging Method Used:

pH Buffer 7.0 7.0 |

and Sampling (if different) [ /A |
Well Pump (if other than Bennet) | Continuouns |
—
JWA- O3

PP~ sy
B

Prev. Well Sampled in Sampling Event

Well Depth(0.01£t): [ 946.00

pH Buffer 4.0 H.0 |

(.653h)
(.367h)

4" Well:
3" Well:

Casing Volume (V) 41,59

o]

Weather Cond. Ext'l Amb. Temp. °C (prior sampling event)
L =

Time [ 1244 Gal. Purged [ o | Time [ | GalPurged [ |

Conductance pH Conductance l:] pH :l

Temp. °C Temp. °C . Lt

Redox Potential Eh (mV)

Redox Potential En(mV) [ 1]

Redox Potential Eh (mV) [ |
Turbidity (NTU) 1]

Turbidity (NTU) o 1 Turbidity (NTU) 3 |
Time [ |  Gal Purged | | Time [ |  GalPurged [ |
Conductance [ | pH [ 1] Conductance [ | pH[ ]
Temp. °C I::] Temp. °C ‘:]

Redox Potential Eh (mV) [ ]
Turbidity (NTU) 1

White Mesa Mill
Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Volume of Water Purged |  © | gallon(s)

Pumping Rate Calculation

Flow Rate (Q), in gpm. Time to evacuate two casing volumes (2V)
si0=[ 18.0 I T=2vIQ=[©O K

Number of casing volumes evacuated (if other than two) [T:,

If well evacuated to dryness, number of gallons evacuated D

Name of Certified Analytical Laboratory if Other Than Energy Labs | ChemTech - Ford |

Date: 06-06-12 Rev. 7.2 - Errata

Sample Vol (indicate . :
Type of Sample Samplel Telleen if other than as SLRES Preservative Type i ——
Y N specified below) Y N Y N
VOCs | O 3x40 ml O 0 JHCL o) O
Nutrients ] O  [100 ml O ¥ [H2SO4 x O
Heavy Metals 0 O 250 ml O O [HNO3 0 O
All Other Non Radiologics O O (250 ml O O |No Preserv. O O
Gross Alpha O O 1,000 ml O O |[HNO3 I=} O
Other (specify) 4 o Sample volume O ® O
e
CM‘ SN Ac If preservative is used, specify
Type and Quantity of Preservative:
Final Depth | Y&, 5% [ Sample Time | 1250 |
See instruction
Comment
- . | =
Accived on aiYe ot Qi% “Tannec and Gacrin Prc.szn‘}’ Yo collect semples
Smﬂp] es  collected aF 1250 \,oﬂc}cr was clear

ch S \"'e. oﬁLPS‘ )252

Con‘}n‘nu\o\&g P\J‘MP;@ U\)e”

[  TWN-0208-06-2014 |Do not touch this cell (SheetName)

White Mesa Mill
Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Date: 06-06-12 Rev. 7.2 - Errata

ATTACHMENT 1-2

e‘ ENERGY FUELS

WHITE MESA URANIUM MILL

"+ See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: [ 37¢ Qua Fer P Feode 20N

Sampler Name

Location (well name): [ TWA-03

] [Frannce Hollidag 771

and initials:

Field Sample ID | TWAI~03.080620)Y

Date and Time for Purging | 8/5/2014 |

Well Purging Equip Used: IEpump or @ bailer
@2 casings @3 casings

Purging Method Used:

Sampling Event | Q\mr’Fu'];s N Trate

pH Buffer 7.0
Specific Conductance I i IpLMHOS/ cm
Depth to Water Before Purging

| 7o |

and Sampling (if different) [ 8/¢/7z01y |

Well Pump (if other than Bennet) [Crandtos

TWAL-)¥

Prev. Well Sampled in Sampling Event

pH Buffer 4.0 [ 5.0

Well Depth(0.01ft): | 16.00

(.653h)
(.367h)

37.4%
6

4" Well:
3" Well:

Casing Volume (V)

Weather Cond.

Po\r"\b Clow A 3

Ext'l Amb. Temp. °C (prior sampling event)IE

Conductance oH
Temp.oC [T5:15 ]

Redox Potential Eh (mV) [E

Time I:I Gal. Purged ':
L1 e[ ]
—

Redox Potential En(mV) [ ]

Conductance

Temp. °C

Redox Potential Eh (mV) [ |
Turbidity (NTU) i

Turbidity (NTU) (9 ] Turbidity (NTU) 1

Time Im- Gal.Purged [0 | Time [B839 |  Gal Purged [:
Conductance pH Conductance pH
Temp. °C Temp. °C

Redox Potential Eh (mV) [ ]
Turbidity (NTU) |

Before

White Mesa Mill
Field Data Worksheet for Groundwater

Afder
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Mill - Groundwater Discharge Permit Date: 06-06-12 Rev. 7.2 - Errata
Groundwater Monitoring Quality Assurance Plan (QAP)

Volume of Water Purged [ £S5 4' gallon(s)

Pumping Rate Calculation

Flow Rate (Q), in gpm. Time to evacuate two casing volumes (2V)

si60=[ 1.0 | T=2viQ=[6.€] — |
Number of casing volumes evacuated (if other than two) 1 4L
If well evacuated to dryness, number of gallons evacuated o5

Name of Certified Analytical Laboratory if Other Than Energy Labs Eh‘f” Tech- Ford |

Sample Vol (indicate . .
Type of Sample =aple Taken ifpother than as Filtorsd Preservative Type Breservalive added

Y N specified below) Y N Y N
VOCs 0 O 3x40 ml O O |HCL O O
Nutrients 3] O [100ml O B [H2504 a O
Heavy Metals O O [250ml O O [HNO3 ] O
All Other Non Radiologics O O [250mil O [0 |No Preserv. O |
Gross Alpha O O 1,000 ml O O |HNO3 O O
Other (specify) 3 O Sample volume O 5 O e

e WoriAc

If preservative is used, specify
Type and Quantity of Preservative:

Final Depth | [Eljtl I Sample Time | 083K I

See instruction
Comment r
Arrioca on site of 1320 “Taanes and Gucein Fre.sgn"’ Lor Purse. Pwac be@o\n «F 1322
ﬁAchA wel Yor o Yokl of S m’.”tA')'C-S. Pu\rﬁe,c) wel) ()ri'. woter Wos lear,
?vd'&\e ended oF 1327 LB site ot 1330

Arri\)cé\ on Sl"\'c oA— 06’55 Tonner ARD Garein PrCSCﬂ} +0 C.o”e,c.+ 547’)?)&, 51MP]C$ bqf'ga 4+ O0&38

LeR sde ot ogyo Depth o water el samples were daken was 38.60

[  TWN-03 08-05-2014 [Do not touch this cell (SheetName)

White Mesa Mill
Field Data Worksheet for Groundwater 2 of2



Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Date: 06-06-12 Rev. 7.2 - Errata

ATTACHMENT 1-2

e‘ ONERGY FUELS

WHITE MESA URANIUM MILL

<~ See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: | 3P Quarter Aiftate 2019

Sampler Name

Location (well name): | TWA~ o4

] [Faner Halldad 7 |

and initials:

Field Sample ID [ TWAN-0H_08052014

Date and Time for Purging [

8/5725M |

Well Purging Equip Used: @pump or IE bailer
@]2 casings @3 casings

Purging Method Used:

Sampling Event | Xar Ferldy A0 Trole

Specific Conductance | Kk luMHOS/ cm
Depth to Water Before Purging

pH Buffer 7.0 | /.0

and Sampling (if different) [ ~7A |
Well Pump (if other than Bennet) [Ceand¥os |
Prev. Well Sampled in Sampling Event "oy
pH Buffer 4.0 [ H.0 I
Well Depth(0.01ft): | 122.70 |
Casing Volume (V) 4" Wellif H%.15 (.653h)
3" Well] O (.367h)

Weather Cond.

ar‘)‘\é Clou%

Ext'l Amb. Temp. °C (prior sampling event)

Time |O‘12"l l Gal. Purged | f‘il |

Conductance pH
Temp.cc [TR8Z_]

Redox Potential Eh (mV) [301 1]

Time Gal. Purged
Conductance pH
Temp.oc [TE3T—]

Redox Potential Eh (mV) [366 ]

Redox Potential Eh (mV)

Turbidity (NTU)

Turbidity (NTU) L . Turbidity (NTU) [ ]

Time 0926 Gal. Purged | 14} Time [0O927 | Gal. Purged [13< |
Conductance pH [7Z5 ] Conductance  [1039 | pH[7ZT ]
Temp. °C Temp. °C M3 ]

Redox Potential Eh (mV) E}
Turbidity (NTU) [

White Mesa Mill
Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit Date: 06-06-12 Rev. 7.2 - Errata

Groundwater Monitoring Quality Assurance Plan (QAP)

Volume of Water Purged [ 132 gallon(s)

Pumping Rate Calculation

Flow Rate (Q), in gpm, Time to evacuate two casing volumes (2V)
si60= | 10 | T=2VIQ=[ .75 |

Number of casing volumes evacuated (if other than two) IT:_]

If well evacuated to dryness, number of gallons evacuated E:I

Name of Certified Analytical Laboratory if Other Than Energy Labs ~|&hemiech- Tocdh ]

Sample Vol (indicate ’ I
Type of Sample aemple Tden if other than as il e Preservative Type e
Y N specified below) Y N Y N
VOCs O O 3x40 ml O O |HCL O O
Nutrients Jic] O 100 ml O M |H2S04 [a] ]
Heavy Metals O O |250 ml O O |HNO3 O O
All Other Non Radiologics O O  [250 ml O O [No Preserv. O O
Gross Alpha O O 1,000 ml O O |HNO3 O O
Other (specify) % O Sample volume 0 b 0 >
Chloe Ac
If preservative is used, specify
Type and Quantity of Preservative:
Final Depth | 573,3D | Sample Time |[0427 |
See instruction
Comment

Areed on sk a\’]' 0913 “Tanner and Gorrin Fr&sen‘}' Tor ?ut‘Qc and 54/’]?7“% eenT
?uczf b%an oY 04l ‘nga) well tor a Fo¥yal or 12 anw‘}es, Water Was MOS‘}'U
clear. Purge ended and Samples collected «F 0427 LefF site a¥ o09z9

|  TWN-04 08-05-2014 |Do not touch this cell (SheetName)

White Mesa Mill
Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Date: 06-06-12 Rev. 7.2 - Errata

ATTACHMENT 1-2

e‘ ENEREY FUELS

WHITE MESA URANIUM MILL

<. See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: | 37 Quuac Tec

P¥rate zod |

Location (well name); l TwWA-07

Sampler Name

[ “Tanne Hollidau A1) |

Field Sample ID [ Twa-07_ 08062014

and initials:

Date and Time for Purging | &/% /Z0)4 —l

Well Purging Equip Used: @pump or IE bailer
2 casings @3 casings
|

Purging Method Used:

Sampling Event | @ xarterly

Specific Conductance | 114

Depth to Water Before Purging

pH Buffer 7.0 7.0

|uMHOS/ cm

and Sampling (if different) [ §/¢/z04 I
Well Pump (if other than Bennet) [ Gronddos I
Prev. Well Sampled in Sampling Event WA= 7R
pH Buffer 4.0 [ 4.0 I
Well Depth(0.01ft): | 105,00 |
Casing Volume (V) 4" Well:| 12,19 (.653h)
3" Well:{ 0 (.367h)

Weather Cond. PM HA C\owﬂ Ext'l Amb. Temp. °C (prior sampling event)
Time m Gal. Purged @ Time [:I Gal. Purged E
Conductance pH Conductance : pH |:
Temp. °C Temp. °C |_—_|

Redox Potential Eh (mV) Redox Potential Eh (mV) [::]

Turbidity (NTU) 16 ¢ Turbidity (NTU) T}

Time [03Z7 | Gal.Purged [ © ] Time Gal.Purged [ ]
Conductance 7 pH Conductance pH[ 752 ]
Temp. °C Temp. °C )5.97

Redox Potential Eh (mV) [ ] Redox Potential Eh (mV) [ |

Turbidity (NTU) ok Turbidity (NTU) =

Betore

White Mesa Mill
Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Volume of Water Purged | 16 .50 | gallon(s)

Pumping Rate Calculation

Flow Rate (Q), in gpm. Time to evacuate two casing volumes (2V)
S/I60 = | 11.0 | T=2VIQ=]| 2.21 |
Number of casing volumes evacuated (if other than two) 25

If well evacuated to dryness, number of gallons evacuated 16.50

Name of Certified Analytical Laboratory if Other Than Energy Labs [Chcm tech- Ford |

Date: 06-06-12 Rev. 7.2 - Errata

Sample Vol (indicate . B
Type of Sample Sample Taken if other than as Filtered Preservative Type SV ENE
Y N specified below) Y N Y N
VOCs O O 3x40 ml O O |HCL O O
Nutrients v O 100 ml O H2S04 Kl O
Heavy Metals O O 250 ml O O [HNO3 a O
All Other Non Radiologics O O [250ml O O |No Preserv. O O
Gross Alpha O O 1,000 ml O O [HNO3 O [5]
Other (specify) N O Sample volume O & O e
Ch ! el ae—‘ If preservative is used, specify
Type and Quantity of Preservative:
Final Depth | 103, z) Sample Time | 0428
. See instruction
Comment .

Acrived on site < 084D, Tanaee and Gacrin Freseat For purgs.

0as 9570 Samples baled of 0825 LS} sie ot 0820

Porae beaan at 084G ?uchc)‘ well fora Fatal of | minute and 30 Seconds.
Pu‘rse_a Well Af%\. water Wwas clepr, P\M&L’_ ended ¥ 0847 LeF¥ s/4e oF 0849

A(rll\)c()\ on 5'+< A‘}' 0325 Tanner and Garrin Preseﬂ')' +o (.o"ec+ .50\”]?]65. DCPH" ‘)‘o U\W:}tr

|  TWN-07 08-05-2014 |Do not touch this cell (SheetName)

White Mesa Mill
Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Date: 06-06-12 Rev. 7.2 - Errata

ATTACHMENT 1-2

%ﬂ@ YFAFUESLS

WHITE MESA URANIUM MILL

+ See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: I 3¢ 2 Quarter A)itrate 2014 l

Sampler Name "
Location (well name): UN’O -07TR ] and initials: [Tanner Holl day /A4 j
Field Sample ID WA - - 6
Date and Time for Purging r &/ 5/201M J and Sampling (if different) IN/A j
Well Purging Equip Used: E pump or @ bailer Well Pump (if other than Bennet) [Grund+os |
Purging Method Used: [EIIZ casings @3 casings
i DoacTerls AT i i il

Sampling Event I warTer A ATtate J Prev. Well Sampled in Sampling Event
pH Buffer 7.0 | 7.0 | pH Buffer 4.0 [ R0 B
Specific Conductance I 99 luMHOS/ cm Well Depth(0.01ft): I o 1
Depth to Water Before Purging II' Casing Volume (V) 4" Well: o (.653h)

3" Well| © (:367h)

Ext'l Amb. Temp. °C (prior sampling event)

Weather Cond. Pa r}\:) 23 U\éj
Time | 083Z | Gal. Purged I 132 | Time I:] Gal. Purged :]

Conductance [ 5.9 ] pH

Redox Potential Eh (mV) [-_—_TZT———_l
Turbidity (NTU) o 1

Temp. °C

I ]
N
Redox Potential Eh (mV) [ ]

Turbidity (NTU) :_

Conductance

Temp. °C

Tme [ ] GalPuged [
Conductance  [—] pH [____]
Temp..c  [___]

Redox Potential Eh (mV) [ |

Turbidity (NTU) T

Tme [ GalPuged [
Conductance [ ]  pH[_]
Temp.oc [

Redox Potential Bh (mV) [ ]
Turbidity (NTU) i 1

White Mesa Mill
Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit Date: 06-06-12 Rev. 7.2 - Errata
Groundwater Monitoring Quality Assurance Plan {QAP)

Volume of Water Purged I_\ 50 | gallon(s)

Pumping Rate Calculation

Flow Rate (Q). in gpm. Time to evacuate two ¢asing volumes (2V)
si0= [ 110 | T=2v/IQ=| ©
Number of casing volumes evacuated (if other than two) r:I

If well evacuated to dryness, number of gallons evacuated

Name of Certified Analytical Laboratory if Other Than Energy Labs  [ChemTech— ford |

Sample Vol (indicate . .
le Tak Fil
Type of Sample Sample Teken if other than as e Preservative Type SR Addad
Y N specified below) Y N Y N

VOCs O O 3x40 ml O O |HCL O O
Nutrients L] O [100ml O D |H2504 b O
Heavy Metals O O 250 ml O O |HNO3 O O
All Other Non Radiologics O O 250 ml O O |[No Preserv. O O
Gross Alpha O O 1,000 ml O O |HNO3 | O

; i le vol
Other (specify) oy 0 Sample volume O 4 0 e

CL\ sk C\t’ If preservative is used, specify

Type and Quantity of Preservative:

Final Depth | O Sample Time | O£33 I

See instruction
Comment

Atrived on site o, 0818, Rinsate E;cQAn xt 0820 Rurqed B0 Gallons of seap water
and 100 Gallons of DI water. Rinsate erwleA ,\,,a _SQMPI&S were <ollected ot 0833
LB s at os3m

B Rz

I TWN-07R 08-05-2014 |D0 not touch this cell (SheetName)

White Mesa Mill
Field Data Worksheet for Groundwater 2 of2



Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Date: 06-06-12 Rev. 7.2 - Errata

ATTACHMENT 1-2

e‘ ENERGY FUELS

WHITE MESA URANIUM MILL

~  See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: | 28 Quacter Aitrate 374 Quarter 2014 B
Sampler Name )
Location (well name): [TWA-13 |  and initials: [ Tanner Hollidas /A1 |
Field Sample ID [TWAR-18_0505 204 |
Date and Time for Purging [ /5/ZoM | and Sampling (if different) [ M2 |
Well Purging Equip Used: @pump or @ bailer Well Pump (if other than Bennet) Lﬁ'fuﬂtj‘%ﬁ |
Purging Method Used: @2 casings @3 casings
Sampling Event | Qwartecly Advbralle | Prev. Well Sampled in Sampling Event Twpd-0]
pH Buffer 7.0 | 7.0 | pH Buffer 4.0 [ 4.0 ]
Specific Conductance | 999 |uMHOS/ cm Well Depth(0.01f0): | 145,00 |
Depth to Water Before Purging | 59,46 Casing Volume (V) 4" Welli] 55.85 [(.653h)
3"Well{ O (.367h)

Weather Cond.

Po\(}\\)) C \OuAA

—

[(zz0 ]| o0 [z,00 ]

14.67
Redox Potential Eh (mV)

Time 249
Conductance

Temp. °C

Ext'l Amb. Temp. °C (prior sampling event)

Temp. °C

Redox Potential Eh (mV)

Turbidity (NTU) Turbidity (NTU) fz_é‘_:]___
Time [ 1251 ]  Gal Purged Time [1Z5Z ]  Gal. Purged
Conductance pH 02 Conductance 2207 pH
Temp. °C Temp. °C
Redox Potential Eh (mV) Redox Potential Eh (mV)
Turbidity (NTU) Turbidity (NTU)

White Mesa Mill

Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit Date: 06-06-12 Rev. 7.2 - Errata
Groundwater Monitoring Quality Assurance Plan {QAP)

Volume of Water Purged | 132 gallon(s)

Pumping Rate Calculation

Flow Rate (Q), in gpm. Time to evacuate two casing volumes (2V)
sio= | 1.0 | T=2V/Q=|10.15 |

Number of casing volumes evacuated (if other than two) ‘:]

If well evacuated to dryness, number of gallons evacuated I:I

Name of Certified Analytical Laboratory if Other Than Energy Labs | ChemTech- For: 7 |

Sample Vol (indicate . ;
Type of Sample SRk TR if other than as Hle=o Preservative Type LR adel

Y N specified below) Y N Y N
VOCs O O 3x40 ml O O [HCL O O
Nutrients ] O  [100 ml O B [H2504 [l O
Heavy Metals O O 250 ml O O [HNO3 O O
All Other Non Radiologics O O 250 ml O O |No Preserv. O O
Gross Alpha O O 1,000 ml O O [HNO3 O O
Other (specify) H O Sample volume 7 o [ M

‘ ¢
\h lori A = If preservative is used, specify
Type and Quantity of Preservative:

Final Depth | & 1. 15 Sample Time | 1252

See instruction

>

Comment

Arcived on side ot 123 Tanner and Garein Pre&en')’ Yor purde ond 'S“mf":'lﬂ event.
Pu{g}c beoan oF 12490 P""‘i}‘:& well Yor a Fotal oF 12 minutes . watee was a I Muf‘kﬁ
Pw@c ended and Samples sollected ot 1257 |5 site & 25y

[ TWN-18 08-05-2014 |Do not touch this cell (SheetName)

White Mesa Mill
Field Data Worksheet for Groundwater 2 of 2



Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

%—n& YIFUIELS

Date: 06-06-12 Rev. 7.2 - Errata

ATTACHMENT 1-2
WHITE MESA URANIUM MILL

See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: |

A oarter Chlorovotm 2.01Y |

Sampler Name

Location (well name): [“TW\-22

[ Tanner Ha”id‘a;jfm |

| and initials:

Ficld Sample ID [TwY-22_0%1120l4

|

Date and Time for Purging | %/11/29)4 ] |  and Sampling (if different) | ~724 I
Well Purging Equip Used: @ pump or @ bailer Well Pump (if other than Bennet) [Con-»i';n\AOus ]
Purging Method Used: @2 casings @3 casings
Sampling Event | Qroctecly Chlorororm | Prev. Well Sampled in Sampling Event TwH- 24
pH Buffer 7.0 | 7.0 I pH Buffer 4.0 [ 1.0 |
Specific Conductance | 111 [AMHOS/ cm Well Depth(0.01ft): | 113.59 |
Depth to Water Before Purging | 60.90 Casing Volume (V) 4" Well:{ 34.34 (.653h)

3" Well:] © (.367h)
Weather Cond. b wm\'x Ext'l Amb. Temp. °C (prior sampling event)
Time EI Gal. Purged |_°__:j Time l:l Gal. Purged :’
Conductance pH m Conductance I: pH L_—_]
Temp. °C 1L | Temp. °C 1

Redox Potential En (mV) [ zy37 ]
Turbidity (NTU) -

Redox Potential Eh(mV) [ ]

Tme [ GalPuged [ ]
Conductance [ ] pH [
Temp.oc [

Redox Potential En(mV) [ ]

Turbidity (NTU) ]

Tme [ ] GalPued [ ]
Conductance [ pH[ ]
Temp.cC [

Redox Potential Eh (mV) [ ]
Turbidity (NTU) 1

White Mesa Mill
Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit Date: 06-06-12 Rev. 7.2 - Errata
Groundwater Monitoring Quality Assurance Plan (QAP)

Volume of Water Purged | © ] gallon(s)

Pumping Rate Calculation

Flow Rate (Q), in gpm. Time to evacuate two casing volumes (2V)
S/60= | 17.90 | T=2VIQ=|2.43 |
Number of casing volumes evacuated (if other than two) LC]

If well evacuated to dryness, number of gallons evacuated

Name of Certified Analytical Laboratory if Other Than Energy Labs ~ |&herTech- Focd I

Sample Vol (indicate . o
Tiyie. of Sample Sample Taken ¥ e flidt 48 Filtered Preservative Tyge Preservative Added

Y N specified below) Y N Y N
VOCs B O [3x40 ml ] B [HCL a] ]
Nutrients 3] O [100ml O T [H2S04 ] O
Heavy Metals O O 250 ml O O [BNO3 O O
All Other Non Radiologics O O 250 ml O O [No Preserv. O O
Gross Alpha O | 1,000 ml | O |HNO3 O O
Other (specify) o O Sample volume O O

C/ h \ ot [l c If preservative is used, specify
Type and Quantity of Preservative:

Final Depth | 7277 ~ | Sample Time | 1256

05,75

See instruction
Comment

Accwed on site oF 1251 Taaner and Gocein present o collect samples
5“”"?’” ca”(C"'cA ot 1256 H.)O\—}Cr was C;)'Car

Lebr sHe of 259

C/orrllinuo% PU\MPI‘ﬂﬂ Well

[ TW4-2208-11-2014 | Do not touch this cell (SheetName)

White Mesa Mill
Field Data Worksheet for Groundwater 2 of2



Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan {(QAP)

Date: 06-06-12 Rev. 7.2 - Errata

ATTACHMENT 1-2

%RG YVFUELS

WHITE MESA URANIUM MILL

* See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: [ 32 Qlosacter

Chiorotorm 2614

Location (well name): | TW4-2Y

Sampler Name

[“Taanec Holl-de3 /A

Field Sample ID [TLH-25.0811Z01H

and inifials:

8/11/2o014 |

Date and Time for Purging |

Well Purging Equip Used: @pump or @ bailer

@2 casings @3 casings

Sampling Event |&duarter() £ Woratorm |
| |

Specific Conductance | 499

Depth to Water Before Purging | 64,50

Purging Method Used:

pH Buffer 7.0 7.0

[xMHOS/ cm

[

Iéon‘i‘inuaus

and Sampling (if different)

Well Pump (if other than Bennet)

Tw-25

|

Prev. Well Sampled in Sampling Event

pH Buffer 4.0 [| 4.0

|

(.653h)
(.367h)

Well Depth(0.01ft): [112-50

Casing Volume (V) 4" Well:

3" Well:

28,07
fo)

Weather Cond.

Sunnd

Ext'l Amb. Temp. °C (prior sampling event)

GalPurged [0 ]

Time | 1237 '

Conductance pH
Temp.C  [TSAT_]

Redox Potential Eh (mV) [[Z79 |
Turbidity (NTU) [0 1

[ 1 [ ]
S
Redox Potential Eh(mV) [ ]

Conductance

Temp. °C

Tme [ OalPueed [
Conductance [ ] pH [
Temp. o []

Redox Potential Eh (mV) [ 1
Turbidity (NTU) 1

Tme [ GalPuged [
Conduetance [ ]  pH[ ]
Temp.oc [

Redox Potential En(mV) [ |
Turbidity (NTU) C 1]

White Mesa Mill
Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Volume of Water Purged I e} | gallon(s)

Pumping Rate Calculation

Flow Rate (Q), in gpm. Time to evacuate two casing volumes (2V)
sio=| 18,0 | T=2viQ=[ =1 ]

Number of casing volumes evacuated (if other than two) ]E_I

If well evacuated to dryness, number of gallons evacuated [:l

Name of Certified Analytical Laboratory if Other Than Energy Labs Ehcrn-\‘ech— Focd —I

Date: 06-06-12 Rev. 7.2 - Errata

Sample Vol (indicate . N
Type of Sample Sample Taken if other than as Filtered Preservative Type Preservative Added
Y N specified below) Y N Y N
VOCs 0O  [3x40 ml O Fl |HCL O
Nutrients L] O |100ml O ® |H2SO4 >4 O
Heavy Metals O O 250 ml O O |HNO3 O O
All Other Non Radiologics O O |250 ml =] O [No Preserv, O O
Gross Alpha O O 1,000 ml O O |HNO3 O O
Other (specify) . Sample volume o 0 g
C }] ] il A - If preservative is used, specify
Type and Quantity of Preservative:
Final Depth | 73.48 | Sample Time | 1247 |
See instruction
Comment
Acei \).:A on oite of 1241 Taaner ond Garcin Pre.SC nT T collect SAM"J)CS_

Samples collected oF 1247 wuter Was ) S
Lt site at 1249

c Q{A’Iln\)\Ou\S U\MPI'O@ (/\)Q})

[  TW4-24 08-11-2014  |Do not touch this cell (SheetName)

White Mesa Mill
Field Data Worksheet for Groundwater
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Miil - Groundwater Discharge Permit

Grourjwater Munitoring Quality Assurance Plan {QAP)

I PN Cecm MMUTEENLIN

atn-[2048) - Pringedars(10f2033 ..

g

B2TIV.UAW OW-DIP I

ATTACHMENT 1-2

V ) Ay WHITE MESA URANIUM MILL .
FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: |: 208 (Daarter Chlofs Yorm 2014

Date: 06-06-12 Rev. 7.2 - Errata

n

Sampler Name
Location (well name): | ~rwq-25 _ | andinitials:  Frammer Hollidaw 14 |
FieldSample D [—Twid-25 0611 20MH N
Date and Time for Purging | X /11/zo 14 | and Sampling (if different) [~ ]
Well Purging Equip Used: pump or @ bailer Well Pump (if other than Bennet) [ Contin usunsS J

Purging Method Used: @2 casings @3 casings

Sampling Event | (Qu.octecls Chlocotorm | Prev. Well Sampled in Sampling Event |~/

pHBuffer70 | 7.0 1 PH Buffer 4.0 [ 40 |
Specific Conductance | 94 - |uMHOS/ cm Well Depth(0.0161): | 134,80 [
Depth to Water Before Purging | 2,70 Casing Volume (V) 4" Well{ 34.02 (.653h)
3" Welli] o (-367h)
Weather Cond. S Ext'l Amb. Temp. °C (prior sampling event)
Lx--f‘fl-'\

Time [1227 | GalPurged [ o | Time [ | GalPurged [ |
Conductance l Z.SE g [ pH l E . 95 | Conductance [__:_I pH l—_____—]
Temp. °C Temp.C [ ]

Redox Potential Eh (mV) Redox Potential Eh V) [ |
Turbidity (NTU) [ — Turbidity (NTU) | ——

Time [:j Gal. Purged [::i Time [ ] GalPurged [ |
Conductance [ | pH [ ] Conductance [ | pH[ 1
Temp. °C | Temp. °C 1

Redox Potential Eh (mV) [ | Redox Potential Eh (mV) [ |

Turbidity (NTU) = i Turbidity (NTU) Mo Ty

White Mesa Mill

Field Data Worksheet for Groundwater

10of2
capturx couransie wnu/dnpﬁ-—runnmnnun



Mill - Groundwater Discharge Permit Date: 06-06-12 Rev 7.2 - Errata
Groundwater Maonitoring Quality Assurance Plan {QAP)

Volume of Water Purged | © gallon(s)

Pumping Rate Calculation

Flow Rate (Q)), in gpm. Time io evacuale two casing volumes (2V)
si0=| )70 | T=2viQ=[ 4,00 |

Number of casing volumes evacuated (if other than two)

If well evacnated to dryness, number of gallons evacuated E}

Name of Certified Analytical Laboratory if Other Than Energy Labs [E‘r’l«sm'lff_ h~ For x ]

Sample Vol (indicate - -
Type of Sample g R if other than as E Preservative Type PrgservaliveAdded
Y N specified below) Y N Y N
VOCs 1] O |3x40 ml g B [HCL K] ]
Nutrients R O j100ml 0 H2S04 4] O
Heavy Metals O O 250 ml O 0O |HNO3 O O
All Other Non Radiologics O O |250ml a OO0 |No Preserv. (] O
Gross Alpha | O 1,000 ml = O [HNO3 O O
Other (specify) o a Sample volume O - o 3
C‘\n ]O i !AC If preservative is used, specify
Type and Quantity of Preservative:
{Final Depth | 104 1/ Sample Time | 1224 |
'
: See instruction
“‘Comment

Arr?deé on ’J“I'c oﬁ’ 1225 Taaner cmA Gacen pr.zswﬁ +» r_ojlcqlT Scw)olc's

5¢“"’_1P1¢5 (_otlec]?_.;\ at 1Z22%, waoter wias  Clear
LBt st af 123

J

Q_/C)V\‘}\YI\AOMS )MM{”"‘& U‘)d{

[ / ___|Do not touch this cell (SheetName)

WM SMLAD 2l L i G

#3720272

White Mesa Mill
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Mil! - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Date: 06-06-12 Rev. 7.2 - Errata

ATTACHMENT 1-2

e‘ ENERGY FL/IELS

WHITE MESA URANIUM MILL

“ See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: | 3% Waarjer

Chiorosorm 2019

Sampler Name

Location (well name): | T WH-6O

[TTanter Holld 779

|  and initials:

Field Sample ID [TWY-60_0827204 |
Date and Time for Purging | $/27/ 20!'-} | and Sampling (if different) [ ~7A |
Well Purging Equip Used: [Epump or IE bailer Well Pump (if other than Bennet) I /A I
Purging Method Used: @2 casings |I:]:]3 casings
Sampling Event | Quar:rc cl4 Chlocotorm | Prev. Well Sampled in Sampling Event T"‘)L'I’Sé’
pHBuffer 7.0 | 70 | pH Buffer 4.0 [ H.© |
Specific Conductance | 199 |[WMHOS/ cm Well Depth(0.01ft): | © |
Depth to Water Before Purging IZI Casing Volume (V) 4" Wellif © (.653h)
3" Wellf O (.367h)

Weather Cond.

| P«rﬂj Clouéj

Conductance pH
Temp. °C

Redox Potential Eh (mV) [ Z70 |
Turbidity (NTU) 3L 1]

T e T —
1 w[___]
1

Redox Potential En (mV) [ ]

T W —

Conductance

Temp. °C

Tme [ GolPuged [
Conductance [ ] pH [
Temp.oc [

Redox Potential Ehn(mV) [ ]
Turbidity (NTU) ]

Tme [ ] Gl Puged [ ]
Conductance [ pH[ ]
Temp.cc [

Redox Potential Eh (mV) [ |
Turbidity (NTU) ]

White Mesa Mill
Field Data Worksheet for Groundwater

Ext'l Amb. Temp. °C (prior sampling event)
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Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Volume of Water Purged | O | gallon(s)

Pumping Rate Calculation

Flow Rate (Q), in gpm. Time to evacuate two casing volumes (2V)
S/60= | o ] T=2V/IQ=| ©

Number of casing volumes evacuated (if other than two) E}

If well evacuated to dryness, number of gallons evacuated D

Name of Certified Analytical Laboratory if Other Than Energy Labs  |Chenttech- Ford |

Date: 06-06-12 Rev. 7.2 - Errata

Sample Vol (indicate . g
Type of Sample Sample Taken if other than as FIlErEd Preservative Type Eresermatiog Adosy
Y N specified below) Y N Y N

VOCs [ O  |3x40 ml O B |HCL 4] O
Nutrients B O [100ml O 0O [H2504 Jad O
Heavy Metals [ O 250 ml | O |HNO3 | O
All Other Non Radiologics O O 250 ml O O |No Preserv. | O
Gross Alpha O O 1,000 ml O O |HNO3 O O
Other (specify) S 0 Sample volume O ¥ o ¥

If preservative is used, specify

Type and Quantity of Preservative:
Final Depth | O Sample Time | 0645

Comment

See instruction

DI B\ Qﬂk

Sample collected &F lob & 6eHE

[ TW4-6008-27-2014 |Do not touch this cell (SheetName)

White Mesa Mill
Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit (
Groundwater Mohitoring Quality Assurance Plan (QAP)

Date: 06-06-12 Rev. 7.2 - Errata

—

ATTACHMENT 1-2

& ......

WHITE MESA URANIUM MILL

14 - %
r_,.[ See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event; | 2.3 Guacter Aditrate Zow i |
Sampler Name
Location (well name): | -TAWA) - 60 | andinitials: | “Tonnec Hollidad TH ]
Field Sample D [wa)-¢O_O5 0%2.0]4 B
Date and Time for Purging | 5/%/204 |  and Sampling (if different) [ ~sa L |
Well Purging Equip Used: pump or [O] bailer Well Pumnp (if other than Bennet) linzzs |
Purging Method Used: @2 casings @3 casings
Sampling Event | Quactecly A) idrate ]  Prev. Well Sampled in Sampling Event | v Piez-Ol
Piez-ol
pHBuffer7.0 | 7.0 | pH Buffer 4.0 [ 4.0 |
Specific Conductance | 9499 |uMHOS/ cm Well Depth(0.01R): | © |
Depth to Water Before Purging Casing Volume (V) 4" Well}| © (.653h)
3" Wellf ., (.367h)

‘Weather Cond.

Clea(
Time GalPuged [ o |
pH
Ligzd 1
Redox Potential Eh(mV) [ 32 | 142
Turbidity (NTU) Bl
T — T —
= ]
Temp. °C =
Redox Potential Eh (mV) [ |
Turbidity (NTU) =%

Conductance

Temp. °C

Conductance

83,2927 10 254  ON-OAP rev? 2 ©4,21°1) - afrata  Towplace [2147) Princod (. 38/2018 1 18 MM [rom DROSTRINOIE

White Mesa Mill
Field Data Worksheet for Groundwater

Ext'i Amb. Temp. °C (prior sampling cvent)

Time I:I Gal. Purged :j
[ Rl [
=

Redox Potential En(mV) [ |

Turbidity (NTU) ==

Time [T 5057 Gal Purged L= )
= =
==

Redox Potential Eh(mV) [ |

Turbidity (NTU) [ |

Conductance

Temp. °C

Conductance

Temp. °C

10f2
Capturx’ COMPATIBLE wnu/ﬁtmtﬁ—mn:ﬂomourv



Mill - Groundwater Discharge Permit (
= % |
Groundwater Monitoring Quality Assurance Plan (QAP)

Volume of Water Purged | O

Pumping Rate Calculation

Flow Rate (Q), ir} £pm.
S/60 = | (¥ ]

gallon(s)

[ Date: 06-06-12 Rev. 7.2 - Errata

Time to evacuate two casing volumes (2V)
T=2vQ=[ ©

Number of casing volumes evacuated (if other than two)

If well evacuated to dryness, number of gallons evacuated

Name of Certified Analytical Laboratory if Other Than Energy Labs | AwAL |
Sample Vol (indicate . .
Type of Sample sampleTawen if other than as Silfaed Preservative Type g R G
Y N specified below) Y N Y N
VOCs O O  |3x40ml O O |HCL a O
Nutrients = O 100 ml O H2S04 4] ]
Heavy Metals O O [250ml O O [HNO3 i O
All Other Non Radiologics O O [250mi (] O |No Preserv. O O
Gross Alpha (] 0O (1,000 m! O 0O |HNO3 =] a
Other (specify) O Sample volume - = O B
(/% ‘0(' : ﬂ\c If preservative is used, specify
Type and Quantity of Preservative:
§
Final Depth [ O ] Sample Time [ 673C
1
: See instruction
‘Comment -

Df B)a\ﬂk

51.252% 10 258 . (37 QAP rav? 1 06 21 i

White Mesa Mill
Field Data Worksheet for Groundwater

|Do not touch this cell (SheetName)
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Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Date: 06-06-12 Rev. 7.2 - Errata

ATTACHMENT 1-2

e‘ ENERGY FUELS

WHITE MESA URANIUM MILL

<" See instruction

FIELD DATA WORKSHEET FOR GROUNDWATER

Description of Sampling Event: [ 234 QuacYer Aidate ZoM

Sampler Name

Location (well name): | WA~ 65

I | “Tannec Hol)f&u HH

and initials:

Field Sample ID [TWA- 65 _ 08052014

Date and Time for Purging [ L/5/z0]4

Well Purging Equip Used: pump or @ bailer
2 casings @3 casings
|

Purging Method Used:

Sampling Event E@aar'}'crlj A rate

il

pHBuffer 7.0 | 7,0

Specific Conductance | 994 |uMHOS/ ¢cm

Depth to Water Before Purging

and Sampling (if different) L/\//A ]
Well Pump (if other than Bennet) [ Grundtos l
Prev. Well Sampled in Sampling Event TWA-0Y

pH Buffer 4.0

| _H6

Well Depth(0.01ft): | 112,50

(.653h)
(.367h)

34,54
D

4" Well:
3" Well:

Casing Volume (V)

Weather Cond.

?o\{"}lﬁ C IOU-éS

Ext'l Amb. Temp. °C (prior sampling event)

Time [ ] GalPuged [ ]
1 = ]

Redox Potential Bh(mV) [ |
Turbidity (NTU) ]

Conductance

Temp. °C

[ 1 e[ ]
—
Redox Potential Eh (mV) [ ]

Turbidity (NTU) m——

Conductance

Temp. °C

Timo [ OalPuged [
Conductance ] po [
Temp..c [

Redox Potential En(mV) [ |
Turbidity (NTU) [

Tme [ GalPuged [
Conductance [ pH[__]
Temp.c [

Redox Potential Eh (mV) [:]
Turbidity (NTU) Sa—

White Mesa Mill
Field Data Worksheet for Groundwater
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Mill - Groundwater Discharge Permit
Groundwater Monitoring Quality Assurance Plan (QAP)

Date: 06-06-12 Rev. 7.2 - Errata

Volume of Water Purged rqq

| gallon(s)

Pumping Rate Calculation

Flow Rate (Q), in gpm.

S/60 =

Number of casing volumes evacuated (if other than two)
If well evacuated to dryness, number of gallons evacuated

Name of Certified Analytical Laboratory if Other Than Energy Labs

[ 1.0 ]

Time to evacuate two casing volumes (2V)
T=2V/Q= |

[SET—
e ___)

[ ShemTech- Foca |

Sample Vol (indicate : o
Type of Sample S A if other than as Rllsered Preservative Type Freservaive Adaed
Y N specified below) Y N Y N
VOCs O O 3x40 ml O 0O |HCL O O
Nutrients X O 100 ml O A |[H2S04 O
Heavy Metals O O 250 ml O 0O |HNO3 O O
All Other Non Radiologics O O 250 ml O O |No Preserv. O O
Gross Alpha O O |1,000 ml O O |HNO3 O O
Other (specity) X O Sample volume O 0 o
éM lo it ) 4 If preservative is used, specify
Type and Quantity of Preservative:
Final Depth | 10%. 11 | Sample Time | 1009 |
See instruction
Comment

D\)\?\:La e OP TWA) - 6)

TWN-65 08-05-2014

White Mesa Mill

Field Data Worksheet for Groundwater

]Do not touch this cell (SheetName)

2 of 2



Tab C

Kriged Current Quarter Groundwater Contour Map, Capture Zone Map, Capture Zone Details Map, and
Weekly, Monthly and Quarterly Depth to Water Data



NAME: Garrin Palmer, Tanner Holliday

DATE: 9/25/14

Depth to Depth to Depth to Depth to

TIME WELL Water (ft)  TIME WELL Water (ft)  TIME WELL Water (ft.) TIME WELL Water (ft.)
1253 MW-1 64.14 1249 MW-4 70.10 1235 PIEZ-1 63.90 NA DR-1 Abandoned
1305 MW-2 109.69 1247 TW4-1 67.45 1229 PIEZ-2 35.80 NA DR-2 Abandoned
1447 MW-3 83.30 1250 TW4-2 67.63 1227 PIEZ-3 46.97 1334 DR-5 83.13
1448 MW-3A 85.05 1257 TW4-3 54.64 1237 PIEZ-4 54.54 1337 DR-6 94.35
1311 MW-5 106.22 1245 TW4-4 69.82 1234 PIEZ-5 53.45 1037 DR-7 92.2
1056 MW-11 86.58 1302 TW4-5 63.55 1211 TWN-1 59.94 1347 DR-8 51.24
1309 MW-12 108.33 1244 TW4-6 70.09 1208 TWN-2 39.02 1345 DR-9 86.58
1049 MW-14 103.45 1248 TW4-7 68.11 1219 TWN-3 38.20 1342 DR-10 78.07
1046 MW-15 106.35 1252 TW4-8 66.58 1224 | TWN-4 5223 1442 DR-11 98.2
1455 MW-17 72.45 1259 TW4-9 61.35 NA TWN-5 | Abandoned 1444 DR-12 90.35
1250 MW-18 71:26 1304 TW4-10 61.05 1248 TWN-6 7120 1453 DR-13 69.9
1232 MW-19 59.65 1254 TW4-11 60.10 1256 TWN-7 86.20 1357 DR-14 76.41
1327 MW-20 85.66 1224 TW4-12 43.74 NA TWN-8 | Abandoned 1353 DR-15 93
1320 MW-22 66.93 1223 TW4-13 48.90 NA TWN-9 | Abandoned NA DR-16 Abandoned
1030 MW-23 117.71 1213 TW4-14 82.99 NA TWN-10 | Abandoned 1401 DR-17 65.05
1027 MW-24 113.69 1150 TW4-15 71.40 NA TWN-11 | Abandoned NA DR-18 Abandoned
1054 MW-25 74.88 1307 TW4-16 65.66 NA TWN-12 | Abandoned 1405 DR-19 63.11
1150 MW-26 71.40 1309 TW4-17 75.95 NA TWN-13 | Abandoned 1416 DR-20 55.57
1206 MW-27 53.58 1213 TW4-18 64.49 1239 | TWN-14 61.77 1433 DR-21 101.3
1025 MW-28 75.65 1001 TW4-19 68.72 NA TWN-15 | Abandoned 1440 DR-22 DRY
1315 MW-29 101.18 1148 TWwW4-20 68.50 1241 TWN-16 47.60 1430 DR-23 70.61
1317 MW-30 75.31 1215 TWw4-21 66.15 NA TWN-17 | Abandoned 1410 DR-24 4418
1312 MW-31 68.21 1147 | TW4-22 59.00 1221 | TWN-18 59.43 NA DR-25 | Abandoned
1309 MW-32 75.95 1242 | TW4-23 66.72 1400 | TWN-19 53.25
1036 MW-33 DRY 1146 TW4-24 64.40
1043 MW-34 107.90 1210 | TW4-25 60.96
1032 MW-35 112.44 1240 TW4-26 64.35
1035 MW-36 110.55 1202 TW4-27 80.46
1045 MW-37 114.80 1226 | TW4-28 38.16

1204 TW4-29 72.51

1209 TW4-30 76.81

1211 Tw4-31 81.94

1228 | TW4-32 49.94

1200 TW4-33 71.00

1207 | TW4-34 70.40

1220 | TW4-35 74.35

1215 TW4-36 57.45




estimated dry area

perched monitoring well showing
elevation in feet amsl

temporary perched monitoring well
showing elevation in feet amsl

temporary perched nitrate monitoring
well showing elevation in feet amsl

. : v, “a..< ! =
leVAOR I fa8t Sl NOTE: MW-4, MW-26, 4-4, TW4-19 nd TW4-20 ae chloroform pumping wellg; TW4-. TW4-24 TW4-25 and TWN-2 are nitrate --; wells

temporary perched monitoring well = KRlGED 3rd QUARTE R, 201 4 WATER LEVELS

installed May, 2014 showing

elevation in feet amsi WH'TE MESA SlTE
RUIN SPRING ' CHEM, INC.

4 seep or spring showing fAPFROVED DATE REFERENGE FIGURE
5380 .
elevation in feet amsl| H:/718000 : =

Tk » o

perched piezometer showing




el AB

=3

estimated nitrate capture
zone boundary stream tubes
resulting from pumping

estimated chloroform capture

zone boundary stream tubes
resulting from pumping

estimated dry area

MW-5 perched monitoring well showing
@5503 elevation in feet ams!

TW4-12  temporary perched monitoring well
(5580 showing elevation in feet amsl

TWN-7 temporary perched nitrate monitoring
€ 5553 well showing elevation in feet amsl

3 : e R V" ‘K, ." “‘h' » ‘4. - -
© 5592 elevation in feet amsl ping wells; TW4-22, TW4-24, TW4-25, and TWN-2 are nitrate pumping wells

TOAAE  temparn werhed moritor el o KRIGED 3rd QUARTER, 2014 WATER LEVELS
Y5506 installed May, 2014 showing AND ESTIMATED CAPTURE ZONES

PIEZ-1  perched piezometer showing

elevation in feet amsl

WHITE MESA SITE
RUIN SPRING

&, A seeor spring showing APPROVED DATE REFERENCE FIGURE
5380 oo firteet ame] H:/718000/nov14/Uwl0914NTcz2.sr C




MW-4
@562

TW4-1

O 551
PIEZ-2

© 5543

TwW4-35

X¢ 5t

estimated nitrate capture
zone boundary stream tubes
resulting from pumping

estimated chloroform capture
zone boundary stream tubes
resulting from pumping

perched monitoring well showing
elevation in feet amsl

temporary perched monitoring well
showing elevation in feet amsl

perched piezometer showing
elevation in feet amsl

temporary perched monitoring well
installed May, 2014 showing
elevation in feet amsl

f.v"' Hm

‘h.—l- -y

11‘!/'

NOTE: MW-4, MW-26, TW4-4, TW4-19, and TW4-20 are chloroform pumping wells;

TW4-22, TW4-24, TW4-25, and TWN-2 are nitrate p

HYDRO
GEO
CHEM, INC.

g wellsC
KRIGED 3rd QUARTER, 2014 WATER LEVELS
AND ESTIMATED CAPTURE ZONES
WHITE MESA SITE




Weekly Inspection Form

Date 7/7/z014 Name 4\an uaHIc\q.,(
System Operational (If no note
Time Well Depth* Comments any problems/corrective actions)
zeq  |MW-4 7725 |Flow 4y 4pM < Yes No
Meter 420301, )2 CYes )No
125% |MW-26 |7/.04 Flow (0.2 4P (/ YEQ No
Meter 4z 220  Yes) No

e

o4 |TW4-19 | 7584 |Flow 8.2 GPM

Meter 206L02.01

CYes No
Q/es) No
<~

250 |TW4-20 | 429 |Flow 104 &PM

( Yas Ko

Meter 3;47g7

(_Yes No

| 203 |[TW4-4 1945 |Flow g0 &P

es) No

Meter 3723743

Yes )No

z4d [TWN-2 [2178  |Flow |§5 ¢-PM

—

Meter zgpoa26

(_Yes )No
(__Yes No

247 [TW4-22 [¢0.35 [Flow 150 GPM

Yes ) No

Meter 452264

( Yes) No

¢ |TW4-24 | ez Flow |¢y 6PN CYes ‘No
Meter 223404 ¢ CYes >No
23y [TW4-25 [g740  |Flow )45 P ¢ Yes) No
Meter 763252 3 C Yes) No

Operational Problems (Please list well number):

Corrective Action(s) Taken (Please list well number):

* Depth is measured to the nearest 0.01 feet.

“ege4as




Weekly Inspection Form

Date lefi ll:l Name el Y i

System Operational (if no note

Time Well Depth* Comments any problems/corrective actions)
1229 |MW-4 69.94 Flow 4.4 gean Aes HNo
Meter uzsq7¢.08 es JNo
e
1225 |MW-26 73219 |Flow 16 q e (legQNo
Meter 137413 37 (Yes> No
1257[TW4-19 | 71 vo|Flow  jo.. gre Xes No
Meter 2423203100 ¥es> No
1220[TW4-20 | ¢4.41 |Flow 42 rpu Yes No
Meter ucgy.z9 (jes ) No
124y [TW4-4 | za.7¢|Flow 8 o g %s‘)No
Meter 27776230 fes) No
1219 [TWN-2 | 24 70 [Flow 196 gen (Yes> No
Meter 5434499, 01 Yes> No
1226 [TW4-22 | 4o 4 |Flow 131 gemt (Yes.) No
Meter  14s414.30 No
1223 [TW4-24 | g yz|Flow 2 6 com (Yes\ No
Meter 3yp131.22 es) No
*Y\
1214 |TW4-25 | \2p ay [Flow g ¢ zom Yes No
Meter 242654 o4 (Yes, No

Operational Problems (Please list well number):

Corrective Action(s) Taken (Please list well number):

* Depth is measured to the nearest 0.01 feet.




Weekly Inspection Form

Date 24 Name . ... 5ol /Teore noliday
System Operational (if no note
Time Well Depth* Commenis any problems/corrective actions)
1230 [MW-4 70.04 [Flow  y g goa es) No
Meter yzi£79.%0 es) No
1226 |MW-26 7276 |Flow 10.6 &GP No
Meter u3qugs. 68| es’ No
1148 [TW4-19 | ¢6.94 [Flow 1 5 apm (Yes) No
1722 |TW4-20 | £q.52 [Flow 4o  spen es’s No
Meter 158)1\.372. @ No
vz2y | TW4-4 £4.8€ Flow ¢ 3 (e ﬁeé) No
Meter 2g32.5]. 22 (Yes) No
1208 [TWN-2 | 54 31 |Flow (g3 (4pen Yes /No
Meter z¢7257. 50 7Yes) No
vzo |TWA-22 | ko 72 [Flow 10 g (Yes)No
Meter 47p7¢.50 (Yes’No
217 |TW4-24 | £g.uo |Flow (»g gbaa (Yes >No
Meter z54779.30 _(Yes >No
1zod |TW4-25 | 9¢ 20 |Flow ¢ o £pu es) No
Meter a5 1453 40 esy No

Operational Problems (Please list well number):

Corrective Action(s) Taken (Please list well number):

* Depth is measured to the nearest 0.01 feet.

w3315



Date )20 {1y
Time Well
1244 MW-4
247 TW4-1
\256 TW4-2
243 TW4-3
13073 TW4-4
41 TW4-5
130 TW4-6
1244 TW4-7
1246 TW4-8
[242 TW4-9
1238 TW4-10
k52 TW4-11
307 TW4-12
31l TW4-13
151 TW4-14
U0 TW4-15
(255 TW4-16
33 TW4-17
222 TW4-18
L0 TW4-19
1128 TW4-20
12253 TW4-21
1251 TW4-22
(25) TW4-23
1250 TW4-24
12.24 TW4-25
1259 TW4-26
1325 _ TW4-27

Monthly Depth Check Form

Name ¢, Colocer | Tawoe o dellichoy

Depth* Time Well Depth*
6198 (219 TWN-1 59, 5|
A zg 78 _ 1225 TWN-2 20.10

67. 1\ 1216 TWN-3 38.65
5414 L2 TWN-4 651.%0
64.89 1224 TWN-7 3424
63.00 1213 TWN-18 59,498
£9.90 12.Z7 MW-27 5’355
£7.40 124 MW-30 75.10
I ZE O MW-31 g5
LOK0 130% TW4-28  agoo
60.55 1523 TW4-29 7z .44
59.7% 12417 TW4-30 74.99
H3IMY 1314 TW4-31 $2.25
4£.70 1269 TW4-32 14,74
342 1326 TW4-33 70.%71
27.\% 1322 TWA4-34 70.24
65.\6 (9 TW4-35 a3z
555 ax . TW4-36 5800
£4.00

£7.40

69.48
_£€5.74

$4.472

L6 D2

£6.30
W A ] R N —

£4.10

30. 6\

Comments: (Please note the well number for any comments)

* Depth is measured to the nearest 0.01 feet

q73L41D



Weekly Inspection Form

Date 2{2g||ﬂ Name ‘Eﬁ:ria &melfh&r Hjunb‘(h?f
System Operational (if no note
Time Well Depth* Comments any problems/corrective actions
) 324 MW-4 7,_1‘-( Flow Yy u GO A _Qé No
Meter 14373947l (Yes) No
(320 |MW-26 | 7147 |Flow (). s ge /fes) No
Meter uog7%.48 /Yes) No
1400 [TW4-19 | gagq [Flow (4.8 con (Yes) No
Meter 2669654.00 (Vag) No
121 [TW4-20 | 4q.24 |Flow (5.0 Gem (Yeg No
Meter | 7(yg 48 (es) No
1327|TW4-4 | pq. 72 |[Flow ¢ 2 e Yes, No
Meter 38€7¢4.7z0 es) No
1304 |TWN-2 | =215 [Flow |5 ( pem (Yes) No
Meter -4,v25.90 Yes) No
1315 |TW4-22 | 4. 75|Flow 8.0 spa Xes \No
Meter yu4475 00 es’ No
312 [TW4-24 | £7.4( [Flow 177 4em (Yes>No
Meter (273046.70 (Yes >No
1260 [TW4-25 | z2uo [Flow 1372 rae ﬁes No
Meter 21003770 (Yes) No

Operational Problems (Please list well number):

Corrective Action(s) Taken (Please list well number);

* Depth is measured to the nearest 0.01 feet.




Weekly Inspection Form

Date g/4/z614 Name “Tonanes He.ﬂ\'aim{
- ~/
System Operational (if no note
Time Well Depth* Comments any problems/corrective actions)
g |[MW-4 s7¢.74 |Flow 9.3 ) @_gj No
Meter Jyz 01z.57 ) (es’) No
soc IMW-26 | 7150 [Flow (04 /~ Yes No
Meter 442405.27 7 Yeg’ No
122z |[TW4-19 | g76¢| |Flow 00 @(&_SDNO
Meter 264477202 7 Yes JNo
mos  |TW4-20 | £9.60 [Flow g0 Yes ) No
Meter g4l q+ (YesONo
2y |TW4-4  |7444  |Flow gp C%No
Meter 941353 No
1245 |[TWN-2 | 2130 [Flow ¢,50 %7@9\'0
Meter 294367,5 Yes No
1396 |TW4-22 | .. 5p [Flow 7.0 (Ves )No
Meter 150571,% Q’BS/\NO
1256 |[TW4-24 | (§.30 |Flow (g4 (P ﬁes;,b\lo
| Meter }389836.4 NYes—Ko
45 |[TW4-25 | 65,80  [Flow &880 &  Yes) No
Meter ¢20197.4  Yes No

Operational Problems (Please list well number}:

Corrective Action(s) Taken (Please list well number):

* Depth is measured to the nearest 0.01 feet.



Monthly Depth Check Form

Date 3]/ 7]1Y4 Name (3. i Polier
Time Well Depth* Time Well Depth*
0416 MwW-4 £7.02 1250 TWN-1 50,50
0Aa13 TW4-1 66.90 o747  TWN-2 30.86
Dag  TW4a-2 61 1A 124t TWN-3 2849
0909 TW4-3 __5Y4.10 1224 TWN-4 51.80
0934  TW4-4 68.90 1207 TWN-7 G2.40
Oans  TW4-5 63.00 1233 TWN-18 59.29
093l TW4-6 £9.78 1204 MW-27 .
0Aais TW4-7 6£7.42 95| MW-30 16.85
0411 TW4-8 £6.12 o3z MW-31 £4%.35
o906  TW4-9 5@. o 1 loiz TW4-28 27,95
e9ol TW4-10 687 oo TW4-29 72.35
69276 TW4-11 59,17 1031 TW4-30 75.30
L0077 TW4-12 43.40 0954 TW4-31 32.07
0957 TW4-13 Yg.45 locy  TW4-32 4q, &7
5957 TW4-14 33.25 oave TW4-33 J0.%6
0 859 TW4-15 21,44 _oaqe  TW4-34 70.18
0azz2 TW4-16 65.21 0444 TW4-35 14.30
0424 TW4-17 95.55 0956 TW4-36 57.80
124§ TW4-18 6Y.od
1058 TW4-1 9 70.85
AgoY TW4-20 69,50
1245 TW4-21 65,76
08z TwW4-22 5%.80
0924 TW4-23 66,2\
_Ogoo  TW4-24 65 72
o5  TWA4-25 _A4.02
04937 TW4-26 64,06
~u? TW4-27 80.47

Comments: (Please note the well number for any comments)

* Depth is measured to the nearest 0.01 feet



Weekly Inspection Form

Date 8'\\“5

Name (Gooiin Qaliner

System Operational (if no note

Time Well Depth* Comments any problems/corrective actions
1220 [MW-4 | 52 2q |Flow  yu pomn (7D No
Meter yuys7s1.9¢ ?@ No
iz [MW26 | o) 4y [Flow a4y gem ifes> No
Meter yuyuy79z 79 (Yes> No
oo [TW4-19 | 94 40 |Flow (o5 gemn (Yes) No
Meter 2-1g¢61.00 @ No
1303 TW4-20 69.55 |Flow 2.2 GPAA @ NO
Meter 1ag¢7.00 es) No
1324 [TW4-4 | g0 [Flow gy zom ge@? No
Meter  zqg4y47.12 No
1233 [TWN-2 | 22.30 |Flow 2. cen % No
Meter zq74s¢.20 No
1264 [TW4-22 | co.qp [Flow 174 gem e No
Meter :2052- 30 esy No
{245 Tw4-24 69.50 Flow 17.£ GO @ No
Meter yuossse.10 (YesH)No
=
1224 [TW4-25 | ¢ 90 [Flow 95 gom es» No
Meter gzayzs.¢o (Yes) No

Operational Problems (Please list well number):

Corrective Action(s) Taken (Please list well number):

* Depth is measured to the nearest 0.01 feet.



Weekly Inspection Form

Date ¢/ ¢]iu Name /... 0.l .
System Operational (If no note
Time Well Depth* Comments any problems/corrective actions)
i [MW-4 20.71 [Flow  4u  gPm e No
Meter ysys6a. g4 (Ye No
vl {MW-26 | 9o.4) [Flow 5 0 gomm (Yes) No
Meter .uesq3.47 (Yes No
gy |TW4-19 | £gq.g4 [Flow 2.0 semn (Ye No
Meter 27uzi58 0o (es) No
tuog |TW4-20 | 572q |Flow g gpen % No
Meter 201 0¢ Yes No
w7 [TW4-4 | 0up [Flow ez Lo (Yes' No
Meter wou g4l oo {es) No
3sy [TWN-2 | zi.90 |Flow e cemn (Yes) No
Meter  2p1ue0.70 @eTSB No
| |yps [TW4-22 Q4.0 |Flow 18.2 LOAA (Y)%NO
Meter |sugq4.i0 Qes No
\uoo [TW4-24 | se up [Flow (7.4 gema <Y%e‘ No
Meter juzsou7.00 (Yes) No
Y
1350 |[TW4-25 | £1.38 [Flow g\ gen QQ\QNO
Meter g=zgsga.an Yes No

_ Operational Problems (Please list well number):

Corrective Action(s) Taken (Please list well number):

* Depth is measured to the nearest 0.01 feet.




Weekly Inspection Form

Date QIZSHﬂ Name é‘o.rrf./s Poluner
System Operational (If no note
Time Well Depth* Comments any problems/gorrective actions)
1728 |MW-4 ~0.2q |FIOW 4. 4 o es’No
Meter 460134,42 (Yes) No
1226 |MW-26 23.75 |FIOW  1p . gem (Ye\§> No
Meter «yezss g0 des) No
o [TW4-19 | ge uy |Flow .5 gem (Yes) No
Meter 2765804 .00 es) No
1225 |[TW4-20 | 4a.q90 |Flow 2.5 ce es ONo
Meter 22474 .40 Ke%?) No
z3y |[TW4-4 | Lq.47 |Flow g 2 zow ’7es) No
Meter yipig72.40 Yes) No
1202 | TWN-2 48.7( Flow g1 €83 P é(_e,é)No
Meter zp50p7. 40 (Yes) No
1ezz |[TWA-22 | fnG7 [Flow 185 gem /%NO
Meter | sss68.00 es) No
(21 [TW4-24 | cg.uo [Flow g5 cem (es No
Meter 4343q1.00 (Yes) No
uga |TW4-25 | s0.75 |Flow g5 sem @ No
Meter gy77uo.éo (Yes) No

Operational Problems (Please list well number):

Corrective Action(s) Taken (Please list well number):

* Depth is measured to the nearest 0.01 feet.




Weekly Inspection Form

Date ﬂ‘zhﬂ

System Operational (If no note

Time Well Depth* Comments any problems/corrective actions)
1zuy [MW-4 204 [Flow g v e @ No
Meter wgiuap, g2 ¥ed No
1242 [MW-26 | 55,95 [FIOW 1p o gomn g@ No
Meter uyso27s5.02 esy No
1222 | TW4-19 67.8% |FIOW |\ & oA (Zesy No
Meter 274148200 @es) No
1224 |TW4-20 | 70.44 |Flow g.7 ge (Yes' No
Meter 22g44.40 es] No
1247 |TW4-4 46.92 |Flow g6 spn es) No
Meter 418637.41 Qeg No
1222 [TWN-2 | 24.2¢ [Flow g5 gom Yes No
Meter 3049200. 30 @) No
1226 |[TW4-22 | 422 |Flow g0 gom (Yeg No
Meter |sgsaq.70 C%?SK) No
123z [TW4-24 | (507 |Flow 5.4 cem Gesg No
Meter |ysa¢pi.go Yf., No
(zz0 |[TW4-25 | zq.up |Flow 8.0 gemn {es) No
Meter ¢sgios.co (es/ No

Operational Problems (Please list well number):

Carrective Action(s) Taken (Please list well number):

* Depth is measured to the nearest 0.01 feet.




Weekly Inspection Form

Date _q/g/iy Name g.crin Potner
System Operational (If no note
Time Well Depth* Comments any problems/corrective actions)
lwi7_|[MW-4 210 [Flow  u.u cem i No
Meter uqi420. 94 &es) No
("\
i IMW-26 | 706.57 [FloW (5.5 goan ‘%%No
Meter usisep. oo es) No
505 |TWA-19 | 22,6 |Flow 0.2 czpm ¥es) No
Meter 2giusug.0q des> No
N\
ju |TW4-20 | vs4a |Flow 8.7 gem (Yes) No
Meter 25014.71 (YeS No
luzo |TW4-4 | £q.ag9 [Flow g, gomn /Yes\ No
Meter y,n427 10 es) No
135 | TWN-2 2.2 |FIOW 1@ 7 gem @ No
Meter zi1213¢ 40 CZes) No
taox |[TW4A-22 | 9544 |Flow 192 spa %es} No
Meter |¢pagq,uo No
Luos [TW4-24 | ca.o [FloW 7.4 szpen (Yes No
Meter 1u7i1guz. 20 /?eQNo
1262 [TW4-25 | 4150 |FIOW 7.2 gpen (Yes No
Meter gss258.20 No

Operational Problems (Please list well number):

Corrective Action(s) Taken (Please list well number);

* Depth is measured to the nearest 0.01 feet,




Weekly Inspection Form

Name (4. .. gz!::,_,-zl:g eer Halliloy

System Operational (If no note

Date 2“5“.':|

Time Well Depth* Comments any problems/corrective actions)
pth —
(221 [MW-4 70.‘?§F|0W .50 (s /(ES) No
Meter u274¢0.72 @ No
1Z 26 MW-26 74. 21 Flow 10.0 (P~ é@sbNo
Meter ysaysr,50 (YesDNo
1200|TW4-19 | 0.1z |Flow 12 ~ gpsan Yes) No
Meter 2¢3anez. o5 ded No
1225 | TW4-20 0.5 |Flow g u  com @% No
Meter 24307, 38 ( YGS) No
1234 |TW4-4 0.0 |FIOW @ p &par % No
Meter udzgi1zo. 10 es No
1zip |[TWN-2 | 24,40 [Flow g4 gean (YesD No
Meter 215046, Yo es) No
22y [TW4-22 | 4z |FIOW  jg.o sem (?@NO
Meter 42124, 40 esy No
zig |[TWA-24 | 4qup [FloWw 7.0 gean N%Né 0
Meter 148794 8. 20 [‘?'GS No
1zos [TW4-25 | ;17¢ |Flow 8.0 eom (;eib No
Meter g75236.00 es No

Operational Problems (Please list well number);

Corrective Action(s) Taken (Please list well number):

* Depth is measured to the nearest 0.01 feet.



Weekly Inspection Form

Date _ g/)e2 /4 Name—Trnne~ Z/o//.'J«f

~
System Operational (if no note

Time Well Depth?* Comments any problems/corrective actions
1217 |(MW-4 7083 |Flow 43 &GPM es) No
- Meter sz qysuiz 20 (Yes) No
24 [MW-26 [ 7£.17 |Flow Y GPM es YNo
Meter 4gss63. 84 ZYes ONo
lzoz |TW4-19 | 7502 |Flow 1.0 &PM @No
Meter 23¢2052.03 (Yes) No
128 | TW4-20 | 76,45 Flow ¢.3 ;P4 ﬂeé No
Meter 2742x.22 Yes No
12z) | TW4-4 £4.4l Flow &) &pM Qfe’sDNo
Meter 431323 | (Yes>No
53 |TWN-2 [z27.35  |Flow 3. 4pPM @No
Meter =z,4¢ j5.7 QYes]No
1202 |TW4-22 | 614y Flow 15| ¢PM @NO
Meter igyoz42 (Yes) No
nsg |TW4-24 | c4.32 |Flow |82 CPN % No
Meter s04014.2 No
nso [TW4-25 | ¢i.12  |Flow  jg.50 ¢Pm Qés) No
) Meter gzuz202z.7 Q@ No

~Operational Problems (Please list well number):

Carrective Action(s) Taken (Please list well number):

* Depth is measured to the nearest 0.01 feet.




Weekly Inspection Form

Date 24/ Name Goprvn Policier
System Operational (if no note
Time Well Depth* Comments any problems/corrective actions)
1512 |[MW-4 76.85 [Flow U4 gee (Yés No
Meter wgsuga, g (Ye3 No
1507 |MW-26 75,0 |Flow 10.0 P es) No
Meter ys7614.77 /fe3 No
iuzg [TW4-19 | gg uolFlow |, o gesn No
Meter 285455100 &BS) No
1563 [TWA-20 | 70.35 |Flow g ¢ o /7edy No
Meter zapeo.z¢ ’7eS No
1515 [TW4-4 7608 |Flow 8 o sp~ /Yes) No
Meter yzss526.90 Nes> No
lyug |TWN-2 20.zz. |FIOW 125 rom (YEé\No
Meter zz34q4u 4p /7es\ No
1ysq |TW4-22 | £y z¢ [Flow 5 9 rom (Ye® No
Vel oo o 7o Ne
sy [TW4-24 | (5 co |Flow og pom (Yes) No
Meter sz021.20 es\ No
gt [TW4-25 | 4o g5 [Flow ;9. zem Xeés, No

Meter g42570.¢0

Operational Problems (Please list well number):

Corrective Action(s) Taken (Please list well number):

* Depth is measured to the nearest 0.01 feet.




Tab D

Kriged Previous Quarter Groundwater Contour Map
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EXPLANATION

@@ estimated dry area

Tw4-35  temporary perched monitoring well
5526 installed May, 2014 showing
elevation in feet amsl

MW-5  perched monitoring well showing
@5502 elevation in feet amsl
TWa-12 temporary perched monitoring well
Ossegt showing elevation in feet amsl

Tvg‘;ses temporary perched nitrate monitoring
well showing elevation in feet amsl ‘ e A e S S Y - o
iy — | b 2 T A R o
S ) . - : o e g
& perched plezometer showing NOTE: MW-4, MW-26, TW4-4, TW4-19, and TW4-20 are chloroform pumping wells; TW4-22, TW4-24, TW4-25, and TWN-2 are nitrate pumping wells
5592 elevation in feet amsl
TW4-32  temporary perched monitoring well

e e g ) HYDRO KRIGED 2nd QUARTER, 2014 WATER LEVELS

elevation in feet amsl 55 WH'TE MESA SlTE
RUIN SPRING y CHEM, INC.

& 5380 seep or spring showing : AFFROVED PATE REFERENGE FIGURE
elevation in feet amsl H:/71 g14/Uwl0614.srf D-1

o : ' ' e : - O |
> s . > " . e
I [ = “ N P




Tab E

Hydrographs of Groundwater Elevations Over Time for Nitrate Monitoring Wells
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Tab F

Depths to Groundwater and Elevations Over Time for Nitrate Monitoring Wells



Water Levels and Data over Time
White Mesa Mill - Well TWN-1

Total or

Measuring Measured  Total

Water Land Point Depthto  Depth to Total

Elevation Surface  Elevation Length Of Date Of Water Water  Depth Of

(WL) (LSD) (MP) Riser (L) Monitoring (blw.MP) (blw.LSD) Well

5,646.96  5,648.09 1.13 112.5
5,600.38 02/06/09 47.71 46.58
5,599.99 07/21/09 48.10 46.97
5,600.26 09/21/09 47.83 46.70
5,601.10 10/28/09 46.99 45.86
5,602.59 12/14/09 45.50 4437
5,600.55 03/11/10 47.54 46.41
5,600.66 05/11/10 47.43 46.30
5,599.18 09/29/10 48.91 47.78
5,598.92 12/21/10 49.17 48.04
5,598.29 02/28/11 49.80 48.67
5,597.80 06/21/11 50.29 49.16
5,597.32 09/20/11 50.77 49.64
5,597.15 12/21/11 50.94 49.81
5,596.54 03/27/12 51.55 50.42
5,596.52 06/28/12 51.57 50.44
5,595.03 09/27/12 53.06 51.93
5,596.62 12/28/12 51.47 50.34
5,593.54 03/28/13 54.55 53.42
5,592.38 06/27/13 55.71 54.58
5,591.65 09/27/13 56.44 55.31
5,590.34 12/20/13 57.75 56.62
5,590.03 03/27/14 58.06 56.93
5,589.09 06/25/14 59.00 57.87

5,588.15 09/25/14 59.94 58.81



Water Levels and Data over Time
White Mesa Mill - Well TWN-2

Total or

Measuring Measured  Total
Water Land Point Depth to  Depth to Total
Elevation  Surface Elevation Length Of Date Of Water Water  Depth Of

(WL) (LSD) (MP) Riser (L) Monitoring (bilw.MP) (blw.LSD) Well
5,625.75 5,626.69 0.94 95

5,611.37 02/06/09 15.32 14.38
5,610.63 07/21/09 16.06 15.12
5,609.73 09/21/09 16.96 16.02
5,607.08 11/02/09 19.61 18.67
5,606.57 12/14/09 20.12 19.18
5,612.45 03/11/10 14.24 13.30
5,612.78 05/11/10 13.91 12.97
5,611.37 09/29/10 15.32 14.38
5,610.24 12/21/10 16.45 15.51
5,610.64 02/28/11 16.05 15.11
5,609.78 06/21/11 16.91 15.97
5609.79 09/20/11 16.90 15.96
5609.72 12/21/11 16.97 16.03
5,605.69 03/27/12 21.00 20.06
5,605.67 06/28/12 21.02 20.08
5,603.03 09/27/12 23.66 22.72
5,605.76 12/28/12 20.93 19.99
5,598.28 03/28/13 28.41 27.47
5,594.32 06/27/13 32.37 31.43
5,594.38 09/27/13 32.31 31.37
5,594.68 12/20/13 32.01 31.07
5,597.79 03/27/14 28.9 27.96
5,595.80 06/25/14 30.89 29.95
5,587.67 09/25/14 39.02 38.08



Water Levels and Data over Time
White Mesa Mill - Well TWN-3

Total or
Measuring Measured  Total
Water Land Point Depth to  Depth to Total
Elevation Surface Elevation Length Of Date Of Water Water  Depth Of
(WL) (LSD) (MP) Riser (L) Monitoring (blw.MP) (blw.LSD)  Well
5,633.64  5,634.50 0.86 110

5,603.77 02/06/09 30.73 29.87
5,602.37 07/21/09 32.13 31.27
5,602.34 09/21/09 32.16 31.30
5,602.60 10/28/09 31.90 31.04
5,603.12 12/14/09 31.38 30.52
5,602.90 03/11/10 31.60 30.74
5,603.23 05/11/10 31.27 30.41
5,602.86 09/29/10 31.64 30.78
5,603.35 12/21/10 31.15 30.29
5,602.89 02/28/11 31.61 30.75
5,602.75 06/21/11 31.75 30.89
5,602.40 09/20/11 32.10 31.24
5,602.40 12/21/11 32.10 31.24
5,601.70 03/27/12 32.80 31.94
5,601.67 06/28/12 32.83 31.97
5,600.50 09/27/12 34.00 33.14
5,601.74 12/28/12 32.76 31.90
5,598.60 03/28/13 35.90 35.04
5,597.18 06/27/13 37.32 36.46
5,597.36 09/27/13 37.14 36.28
5,597.60 12/20/13 36.90 36.04
5,598.00 03/27/14 36.50 35.64
5,596.34 06/25/14 38.16 37.30
5,596.30 09/25/14 38.20 37.34



Water Levels and Data over Time
White Mesa Mill - Well TWN-4

Total or
Measuring Measured  Total
Water Land Point Depth to Depth to Total
Elevation Surface Elevation Length Of Date Of Water Water  Depth Of
(WL) (LSD) (MP) Riser (L) Monitoring (blw.MP) (blw.LSD) Well
5,641.04  5,641.87 0.83 136

5,601.47 02/06/09 40.40 39.57
5,604.26 07/21/09 37.61 36.78
5,605.02 09/21/09 36.85 36.02
5,605.87 10/28/09 36.00 35.17
5,605.81 12/14/09 36.06 35.23
5,605.31 03/11/10 36.56 35.73
5,605.36 05/11/10 36.51 35.68
5,604.59 09/29/10 37.28 36.45
5,604.42 12/21/10 37.45 36.62
5,603.69 02/28/11 38.18 37.35
5,603.36 06/21/11 38.51 37.68
5,602.82 09/20/11 39.05 38.22
5,602.79 12/21/11 39.08 38.25
5,600.82 03/27/12 41.05 40.22
5,600.84 06/28/12 41.03 40.20
5,598.47 09/27/12 43.40 42.57
5,600.86 12/28/12 41.01 40.18
5,595.57 03/28/13 46.30 45.47
5,594.12 06/27/13 47.75 46.92
5,593.33 09/27/13 48.54 47.71
5,591.92 12/20/13 49.95 49.12
5,591.85 03/27/14 50.02 49.19
5,590.49 06/25/14 51.38 50.55
5,589.64 09/25/14 52.23 51.40



Water Levels and Data over Time
White Mesa Mill - Well TWN-6

Total or
Measuring Measured  Total
Water Land Point Depthto  Depth to Total
Elevation Surface Elevation Length Of Date Of Water Water  Depth Of
(WL) (LSD) (MP) Riser (I.) Monitoring (blw.MP) (blw.LSD) Well
5,663.03  5,664.94 1.91 135

5,589.52 08/25/09 75.42 73.51
5,589.46 09/22/09 75.48 73.57
5,589.61 11/03/09 75.33 73.42
5,589.92 12/14/09 75.02 73.11
5,590.24 03/11/10 74.70 72.79
5,590.40 05/11/10 74.54 72.63
5,590.24 09/29/10 74.70 72.79
5,590.49 12/21/10 74.45 72.54
5,590.16 02/28/11 74.78 72.87
5,590.44 06/21/11 74.50 72.59
5,590.35 09/20/11 74.59 72.68
5,590.67 12/21/11 74.27 72.36
5,590.34 03/27/12 74.60 72.69
5,590.32 06/28/12 74.62 72.71
5,589.77 09/27/12 75.17 73.26
5,589.67 12/28/12 75.27 73.36
5,589.45 03/28/13 75.49 73.58
5,589.01 06/27/13 75.93 74.02
5,588.99 09/27/13 75.95 74.04
5,588.15 12/20/13 76.79 74.88
5,588.50 03/27/14 76.44 74.53
5,588.03 06/25/14 76.91 75.00
5,587.74 09/25/14 77.20 75.29



Water Levels and Data over Time
White Mesa Mill - Well TWN-7

Total or
Measuring Measured  Total
Water Land Point Depth to  Depth to Total
Elevation Surface  Elevation Length Of Date Of Water Water  Depth Of
(WL) (LSD) (MP) Riser (L) Monitorii (blw.MP) (blw.LSD) Well
5,647.39 5,649.26 1.87 120

5,552.56 08/25/09 96.70 94.83
5,558.34 09/21/09 90.92 89.05
5,558.82 11/10/09 90.44 88.57
5,558.96 12/14/09 90.30 88.43
5,559.54 03/11/10 89.72 87.85
5,559.60 05/11/10 89.66 87.79
5,559.83 09/29/10 89.43 87.56
5,559.00 12/21/10 90.26 88.39
5,559.68 02/28/11 89.58 87.71
5,560.43 06/21/11 88.83 86.96
5,560.46 09/20/11 88.80 86.93
5,560.78 12/21/11 88.48 86.61
5,560.92 03/27/12 88.34 86.47
5,560.87 06/28/12 88.39 86.52
5,561.40 09/27/12 87.86 85.99
5,561.50 12/28/12 87.76 85.89
5,562.01 03/28/13 87.25 85.38
5,562.21 06/27/13 87.05 85.18
5,562.41 09/27/13 86.85 84.98
5,562.23 12/20/13 87.03 85.16
5,562.85 03/27/14 86.41 84.54
5,562.95 06/25/14 86.31 84.44
5,563.06 09/25/14 86.20 84.33



Water Levels and Data over Time
White Mesa Mill - Well TWN-14

Total or
Measuring Measured  Total
Water Land Point Depth to  Depth to Total
Elevation Surface  Elevation Length Of Date Of Water Water  Depth Of
(WL) (LSD) (MP) Riser (L) Monitoring (blw.MP) (blw.LSD) Well
5,647.80 5,649.53 1.73 135
5,586.18 11/04/09 63.35 61.62 )
5,586.51 12/14/09 63.02 61.29
5,586.71 03/11/10 62.82 61.09
5,586.72 05/11/10 62.81 61.08
5,586.53 09/29/10 63.00 61.27
5,586.80 12/21/10 62.73 61.00
5,586.74 02/28/11 62.79 61.06
5,586.84 06/21/11 62.69 60.96
5,586.73 09/20/11 62.80 61.07
5,586.98 12/21/11 62.55 60.82
5,587.07 03/27/12 62.46 60.73
5,587.10 06/28/12 62.43 60.70
5,587.07 09/27/12 62.46 60.73
5,587.33 12/28/12 62.20 60.47
5,587.43 03/28/13 62.10 60.37
5,587.43 06/27/13 62.10 60.37
5,587.72 09/27/13 61.81 60.08
5,587.22 12/20/13 62.31 60.58
5,587.91 03/27/14 61.62 59.89
5,587.74 06/25/14 61.79 60.06
5,587.76 09/25/14 61.77 60.04



Water Levels and Data over Time
White Mesa Mill - Well TWN-16

Total or
Measuring Measured  Total
Water Land Point Depth to  Depth to Total

Elevation Surface Elevation Length Of Date Of Water Water  Depth Of
(WL) (LSD) (MP) Riser (L) Monitoring (blw.MP) (blw.LSD) Well

5,651.07  5,652.70 1.63 100
5,603.34 11/04/09 49.36 47.73
5,603.56 12/14/09 49.14 47.51
5,603.84 03/11/10 48.86 47.23
5,604.31 05/11/10 48.39 46.76
5,604.28 09/29/10 48.42 46.79
5,604.39 12/21/10 48.31 46.68
5,604.20 02/28/11 48.50 46.87
5,604.55 06/21/11 48.15 46.52
5,604.74 09/20/11 47.96 46.33
5,604.94 12/21/11 47.76 46.13
5,604.84 03/27/12 47.86 46.23
5,604.85 06/28/12 47.85 46.22
5,604.99 09/27/12 47.71 46.08
5,605.10 12/28/12 47.60 45.97
5,605.22 03/28/13 47.48 45.85
5,605.11 06/27/13 47.59 45.96
5,605.39 09/27/13 47.31 45.68
5,604.99 12/20/13 47.71 46.08
5,605.71 03/27/14 46.99 45.36
5,605.16 06/25/14 47.54 45.91

5,605.10 09/25/14 47.60 45.97



Water Levels and Data over Time
White Mesa Mill - Well TWN -18

Total or
Measuring Measured  Total
Water Land Point Depth to  Depth to Total
Elevation  Surface Elevation Length Of Date Of Water Water  Depth Of
(WL) (LSD) (MP) Riser (L) Monitoring (blw.MP) (blw.LSD) Well
5.643.95 5.645.45 1.50 100

5,586.85 11/02/09 58.60 57.10
5,600.14 12/14/09 45.31 43.81
5,587.36 03/11/10 58.09 56.59
5,587.71 05/11/10 57.74 56.24
5,587.50 09/29/10 57.95 56.45
5,607.66 12/21/10 37.79 36.29
5,587.35 02/28/11 58.10 56.60
5,587.71 06/21/11 57.74 56.24
5,587.65 09/20/11 57.80 56.30
5,587.95 12/21/11 57.50 56.00
5,587.05 03/27/12 58.40 56.90
5,587.05 06/28/12 58.40 56.90
5,587.50 09/27/12 57.95 56.45
5,587.50 12/28/12 57.95 56.45
5,587.32 03/28/13 58.13 56.63
5,586.95 06/27/13 58.50 57.00
5,587.02 09/27/13 58.43 56.93
5,586.26 12/20/13 59.19 57.69
5,586.87 03/27/14 58.58 57.08
5,586.23 06/25/14 59.22 57.72
5,586.02 09/25/14 59.43 57.93



Water Levels and Data over Time
White Mesa Mill - Well TWN-19

Total or
Measuring Measured  Total
Water Land Point Depth to  Depth to Total
Elevation Surface Elevation Length Of Date Of Water Water  Depth Of
(WL) (LSD) (MP) Riser (L) Monitoring (blw.MP) (blw.LSD) Well
5.659.59 5,661.36 1.77 110

5,606.17 11/02/09 55.19 53.42
5,606.70 12/14/09 54.66 52.89
5,607.22 03/11/10 54.14 52.37
5,607.89 05/11/10 53.47 51.70
5,607.98 09/29/10 53.38 51.61
5,608.41 12/21/10 52.95 51.18
5,608.49 02/28/11 52.87 51.10
5,608.60 06/21/11 52.76 50.99
5,609.17 09/20/11 52.19 50.42
5,608.90 12/21/11 52.46 50.69
5,608.87 03/27/12 52.49 50.72
5,608.86 06/28/12 52.50 50.73
5,608.86 09/27/12 52.50 50.73
5,608.86 12/28/12 52.50 50.73
5,609.17 03/28/13 52.19 50.42
5,608.88 06/27/13 52.48 50.71
5,608.92 09/27/13 52.44 50.67
5,608.46 12/20/13 52.90 51.13
5,608.88 03/27/14 52.48 50.71
5,608.33 06/25/14 53.03 51.26
5,608.11 09/25/14 53.25 51.48



Water Levels and Data over Time
White Mesa Mill - Well MW-30

Total or
Measuring Measured  Total
Water Land Point Depthto  Depth to Total

Elevation Surface Elevation Length Of Date Of Water Water  Depth Of
(WL) (LSD) (MP) Riser (L) Monitoring (biw.MP) (blw.LSD)  Well

5,613.34  5,614.50 1.16 110

5.534.92 10/24/2006 79.58 78.42
5,535.09 3/16/2007 79.41 78.25
5,535.46 8/27/2007 79.04 77.88
5,535.06 10/15/2007 79.44 78.28
5,535.78 3/15/2008 78.72 77.56
5,536.26 6/15/2008 78.24 77.08
5,536.35 9/15/2008 78.15 76.99
5,536.68 11/15/2008 77.82 76.66
5,535.42 3/15/2009 79.08 77.92
5,537.11 6/30/2009 77.39 76.23
5,536.93 9/10/2009 71.57 76.41
5,537.23 12/11/2009 7127 76.11
5,537.59 3/11/2010 76.91 185
5,537.85 5/11/2010 76.65 75.49
5,538.37 9/29/2010 76.13 74.97
5537.70 12/21/2010 76.8 75.64
5537.67 2/28/2011 76.83 75.67
5538.31 6/21/2011 76.19 75.03
5538.15 9/20/2011 76.35 75.19
5538.42 12/21/2011 76.08 74.92
5538.54 3/27/2012 75.96 74.8

5538.60 6/28/2012 75.9 74.74
5538.68 9/27/2012 75.82 74.66
5538.99 12/28/2012 75.51 74.35
5539.25 3/28/2013 75.25 74.09
5539.05 6/27/2013 75.45 74.29
5539.60 9/27/2013 74.90 73.74
5539.67 12/20/2013 74.83 73.67
5539.77 3/27/2014 74.73 13.57
5539.40 6/25/2014 75.10 73.94

5539.19 9/25/2014 75.31 74.15



Water Levels and Data over Time
White Mesa Mill - Well MW-31

Total or
Measuring Measured  Total
Water Land Point Depthto  Depth to Total
Elevation Surface Elevation Length Of Date Of Water Water  Depth Of
(WL) (LSD) (MP) Riser (L) Monitoring (blw.MP) (blw.LSD)  Well
5,615.26  5.616.40 1.14 130

5,544.07 10/24/2006 72.33 71.19
5,544.45 3/16/2007 71.95 70.81
5,536.94 8/27/2007 79.46 78.32
5,544.62 10/15/2007 71.78 70.64
5,545.37 3/15/2008 71.03 69.89
5,544.50 6/15/2008 71.90 70.76
5,545.94 9/15/2008 70.46 69.32
5,546.42 11/15/2008 69.98 68.84
5,546.03 3/15/2009 70.37 69.23
5,546.65 6/30/2009 69.75 68.61
5,546.45 9/10/2009 69.95 68.81
5,546.75 12/11/2009 69.65 68.51
5,547.09 3/11/2010 69.31 68.17
5,547.41 5/11/2010 68.99 67.85
5,547.28 9/29/2010 69.12 67.98
5547.45 12/21/2010 68.95 67.81
5547.37 2/28/2011 69.03 67.89
5547.96 6/21/2011 68.44 67.3
5547.65 9/20/2011 68.75 67.61
5548.34 12/21/2011 68.06 66.92
5548.30 3/27/2012 68.10 66.96
5548.40 6/28/2012 68.00 66.86
5548.59 9/27/2012 67.81 66.67
554891 12/28/2012 67.49 66.35
5549.14 3/28/2013 67.26 66.12
5548.90 6/27/2013 67.50 66.36
5549.25 9/27/2013 67.15 66.01
5549.16 12/20/2013 67.24 66.10
5548.95 3/27/2014 67.45 66.31
5548.60 6/25/2014 67.80 66.66
5548.19 9/25/2014 68.21 67.07



Tab G

Laboratory Analytical Reports
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Certificate of Analysis

CHEMTECH-FORD

LABORATORIES

Lab Sample No.: 1408071-09

-
Name: Energy Fuels Sample Date: 8/6/2014 9:28 AM
Sample Site: Piez-01_08062014 Recelpt Date: 8/8/2014 9:20 AM
Comments: White Mesa Mill Sampler: Tanner Holliday
Sample Matrix: Water Project: White Mesa Mill - Nitrate Program
L PO Number: Project Number: White Mesa Mill - Groundwater
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Tnorganic
Chloride 55 1 mg/L EPA 300.0 08/08/2014 16:30 8/8/2014 16:30
Nitrate + Nitrite, Total 5.1 1.0 mg/L EPA 353.2 08/26/2014 07:40 8/26/2014 7:40
www_chemtechford. com Page 10 of 15 9632 South 500 West

Sandy, UT 84070
MainReport-no surr rpt 801-262-7289 Office




CHEMTECH-FORD

LABORATORIES

Certificate of Analysis

Page 14 of 23

Lab Sample No.: 1408071-10

Name: Energy Fuels Sample Date: 8/6/2014 9:00 AM
Sample Site: Piez-02_08062014 Recelpt Date: 8/8/2014 9:20 AM
Comments: White Mesa Mill Sampler: Tanner Holliday
Sample Matrix: Water Project: White Mesa Mill - Nitrate Program
PO Number: Project Number: White Mesa Mill - Groundwater
N
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Inorganic
Chloride 12 | mg/L EPA 300.0 08/0872014 16:30 8/8/2014 16:30
Nitrate + Nitrite, Total 0.8 0.1 mg/L EPA 353.2 08/26/2014 07:40 8/26/2014 7:40

www.chemtechford com

MainReport-no sur rpt

Page 11 of 156

9632 South 500 West
Sandy, UT 84070
801-262-7299 Office




CHEMTECH-FORD

LABORATORIES

Certificate of Analysis

Page 15 of 23

Lab Sample No.: 1408071-11

-
Name: Energy Fuels Sample Date: 8/6/2014 9:15 AM
Sample Site: Piez-03_08062014 Receipt Date: 8/8/2014 9:20 AM
Comments: White Mesa Mill Sampler: Tanner Holliday
Sample Matrix: Water Project: White Mesa Mill - Nitrate Program
PO Number: Project Number: White Mesa Mill - Groundwater
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Inorganic
Chloride 26 1 mg/L EPA 300.0 08/08/2014 16:30 8/8/2014 16:30
Nitrate + Nitrite, Total 1.7 0.1 mg/L EPA 353.2 08/26/2014 07:40 8/26/2014 7:40

www.chemtechford com

MainReport-no sum rpt

Page 12 of 15

9632 South 500 West
Sandy, UT 84070
801-262-7299 Office



CHEMTECH-FORD

LABORATORIES

Certificate of Analysis

Page 7 of 23

Lab Sample No.: 1408071-03

( 2
Name: Energy Fuels Sample Date: 8/5/2014 10:09 AM
Sample Site: TWN-01_08052014 Receipt Date: 8/8/2014 9:20 AM
Comments: White Mesa Mill Sampler: Tanner Holliday
Sample Matrix: Water Project: White Mesa Mill - Nitrate Program
PO Number: Project Number: White Mesa Mill - Groundwater
I ==
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Inorganic
Chloride 1 mg/L EPA 300.0 08/08/2014 16:30 £/8/2014 16:30
Nitrate + Nitrite, Total 0.1 mg/L EPA 353.2 08/26/2014 07:40 8/26/2014 7:40
www chemtechford com Page 4 of 15 9632 South 500 West

MainRepart-no surr rpt

Sandy, UT 84070
801-262-7299 Office



CHEMTECH-FORD

LABORATORIES

Certificate of Analysis

Page 10 of 23

Lab Sample No.: 1408071-06

MainReport-no surr.rpt

-
Name: Energy Fuels Sample Date: 8/6/2014 12:50 PM
Sample Site: TWN-02_08062014 Recelpt Date: 8/8/2014 9:20 AM
Comments: White Mesa Mill Sampler: Tanner Holliday
Sample Matrix: Water Project: White Mesa Mill - Nitrate Program
PO Number: Project Number: White Mesa Mill - Groundwater
.
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Inorganic
Chloride 80 1 mg/L EPA 3000 08/08/2014 16:30 8/8/2014 16:30
Nitrate + Nitrite, Total 42.0 10.0 mg/L EPA 353.2 08/26/2014 07:40 8/26/2014 7:40
www chemtechford.com Page 7 of 15 9632 South 500 West

Sandy, UT 84070
801-262-7299 Office




CHEMTECH-FORD

LABORATORIES

Certificate of Analysis

Page 9 of 23

Lab Sample No.: 1408071-05

Name: Energy Fuels Sample Date: 8/6/2014 8:38 AM
Sample Site: TWN-03_08062014 Recelpt Date: 8/8/2014 9:20 AM
Comments: White Mesa Mill Sampler: Tanner Holliday
Sample Matrix: Water Profect: White Mesa Mill - Nitrate Program
PO Number: Project Number: White Mesa Mill - Groundwater
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Inorganic
Chloride 174 2 mg/L EPA 300.0 08/08/2014 16:30 £/8/2014 16:30
Nitrate + Nitrite, Total 19.5 5.0 mg/L EPA 353.2 08/26/2014 07:40 8/26/2014 7:40
www chemtechford com Page 6 of 15 9632 South 500 West

MainReport-no surr rpt

Sandy, UT 84070
801-262-7299 Office




CHEMTECH-FORD

LABORATORIES

Certificate of Analysis

Page 6 of 23

Lab Sample No.: 1408071-02

Name: Energy Fuels

Sample Site: TWN-04_08052014

Comments: White Mesa Mill
Sample Matrix: Water

Sample Date: 8/5/2014 9:27 AM

Recelpt Date: 8/8/2014 9:20 AM

Sampler: Tanner Holliday

Project: White Mesa Mill - Nitrate Program

MainReport-no surr rpt

PO Number: Project Number: White Mesa Mill - Groundwater
\
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Inorganic
Chloride 28 1 mg/L EPA 300.0 08/08/2014 16:30 8/8/2014 16:30
Nitrate + Nitrite, Total 2.0 0.1 mg/L EPA 353.2 08/26/2014 07:40 8/26/2014 7:40
www chemntechford com Page 3of 15 8632 South 500 West

Sandy, UT 84070
801-262-7299 Office




CHEMTECH-FORD

LABORATORIES

Certificate of Analysis

Page 5 of 23

Lab Sample No.: 1408071-01

MainReport-no surr.rpt

£ N
Name: Energy Fuels Sample Date: 8/6/2014 8:28 AM
Sample Site: TWN-07_08062014 Receipt Date: 8/8/2014 9:20 AM
Comments: White Mesa Mill Sampler: Tanner Holliday
Sample Matrix: Water Project: White Mesa Mill - Nitrate Program
PO Number: Project Number: White Mesa Mill - Groundwater
=
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Inorganic
Chloride 6 | mg/L EPA 300.0 08/0872014 16:30 8/8/2014 16:30
Nitrate + Nitrite, Total 0.9 0.1 mg/L EPA 353.2 08/26/2014 07:40 8/26/2014 7:40
www.chemtechford com Page 2 of 15 9632 South 500 West

Sandy, UT 84070
801-262-7299 Office




CHEMTECH-FORD

LABORATORIES

Certificate of Analysis

Page 16 of 23

Lab Sample No.: 1408071-12

e ™
Name: Energy Fuels Sample Date: 8/5/2014 8:33 AM
Sample Site: TWN-07R_08052014 Receipt Date: 8/8/2014 9:20 AM
Comments: White Mesa Mill Sampler: Tanner Holliday
Sample Matrix: Water Project: White Mesa Mill - Nitrate Program
PO Number: Project Number: White Mesa Mill - Groundwater
.
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Inorganic
Chloride ND | mg/L EPA 300.0 08/08/2014 16:30 8/8/2014 16:30
Nitrate + Nitrite, Total ND 0.1 mg/L EPA 353.2 08/26/2014 07:40 8/26/2014 7:40

www chemtechford com

MainReport-no surr rpt

Page 13 of 15

9632 South 500 West
Sandy, UT 84070
801-262-7299 Office
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Certificate of Analysis

CHEMTECH-FORD

LABORATORIES

Lab Sample No.: 1408071-04

h &
Name: Energy Fuels Sample Date: 8/5/2014 12:52 PM
Sample Site: TWN-18_08052014 Recelpt Date: 8/8/2014 9:20 AM
Comments: White Mesa Mill Sampler: Tanner Holliday
Sample Matrix: Water Project: White Mesa Mill - Nitrate Program
PO Number: Project Number: White Mesa Mill - Groundwater
\ J
Mipimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Inorganic
Chloride 70 | mg/L EPA 300.0 08/08/2014 16:30 8/872014 16:30
Nitrate + Nitrite, Total 1.8 0.1 mg/L EPA 353.2 08/26/2014 07:40 8/26/2014 7:40

9632 South 500 West
Sandy, UT 84070
801-262-7299 Office

www chemtechford.com Page 5 of 15

MainReport-no surm rpt



CHEMTECH-FORD

LABORATORIES

Certificate of Analysis

Page 33 of 60

Lab Sample No.: 1408496-25

J

MainReport-no surr. rt

Sandy, UT 84070
801-262-729¢ Office

Name: Energy Fuels Sample Date: 8/11/2014 12:56 PM
Sample Site: TW4-22 08112014 Receipt Date: 8/15/2014 9:35 AM
Comments: White Mesa Mill Sampler: Tanner Holliday
Sample Matrix: Water Project: White Mesa Mill - Chloroform
PO Number: Project Number: White Mesa Mill - Groundwater J
L
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Inorganic
Chionde 540 10 mg/L EPAJ00.0 (8/15/2014 17:00 B/1572014 17:00
Nitrate + Nitrite, Total 41.5 5.0 mg/L EPA 353.2 08/28/2014 10:18 8/28/2014 10:18
Volatile Organic Compounds
Carbon Tetrachlonide 1 1.0 ug/L EPA 82608 087242014 14:43 82472014 14:43
Chloroform 12400 1.0 ug/L EPA 8260B 08/24/2014 14:43 8/24/2014 14:43
Chloromethane 40.0 1.0 ug/L EPA 8260B 08/24/2014 14:43 8/24/2014 14:43
Methylene Chloride ND 1.0 ug/L EPA 8260B 08/24/2014 14:43 8/24/2014 14:43
www chemtechford com Page 27 of 32 9632 Soulh 500 West



CHEMTECH-FORD

LABORATORIES

Certificate of Analysis

Page 28 of 60

Lab Sample No.: 1408496-20

Name: Energy Fuels
Sample Site: TW4-24 08112014
Comments: White Mesa Mill

Sample Matrix: Water

)

Sample Date: 8/11/2014 12:47 PM
Receipt Date: 8/15/2014 9:35AM

Sampler: Tanner Holliday

Project: White Mesa Mill - Chloroform

MainReport-na surr rpt

PO Number: Project Number: White Mesa Mill - Groundwater J
\
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag

Inorganic

Chlaride 1150 20 mg/L EPA 300.0 08/15/2014 17:00 871572014 17:00

Nitrate + Nitrite, Total 315 5.0 mg/L EPA 353.2 08/28/2014 10:18 8/28/2014 10:18

Volatile Organic Compounds

Carbon Tetruchloride ND 1.0 ug/L EPA 5260B 08222014 16:30 872272014 16:30

Chloroform 763 1.0 ug/L EPA 8260B 08/22/2014 16:30 8/22/2014 16:30
Chloromethane ND 1.0 ug/L EPA 8260B 08/22/2014 16:30 8/22/2014 16:30

Methylene Chloride ND 1.0 ug/L EPA 8260B 08/22/2014 16:30 8/22/2014 16:30

www chemtechford com Page 22 of 32 9632 South 500 West

Sandy, UT 84070
801-262-7299 Office



CHEMTECH-FORD

LABORATORIES

Certificate of Analysis

Page 22 of 60

Lab Sample No.: 1408496-14

'S ~
Name: Energy Fuels Sample Date: 8/11/2014 12:28 PM
Sample Site: TW4-25 08112014 Receipt Date: 8/15/2014 9:35 AM
Comments: White Mesa Mill Sampler: Tanner Holliday
Sample Matrix: Water Project: White Mesa Mill - Chloroform
PO Number: Project Number: White Mesa Mill - Groundwater
E J
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Inorganic
Chloride 67 1 mg/L EPA 300.0 08/15/2014 13:00 R/15/2014 13:00
Nitrate + Nitrite, Total 1.6 0.1 mg/L EPA 3532 08/28/2014 10:18 8/28/2014 10:18
Volatile Organic Compounds
Carbon Tetrachloride ND Lo ug/L EPA 8260B 08222014 14:26 87222014 14:26
Chloroform ND 1.0 ug/L EPA 8260B 08/22/2014 14:26 8/22/2014 14:26
Chloromethane ND 1.0 ug/L EPA 8260B 08/22/2014 14:26 8/22/2014 14:26
Methylene Chloride ND 1.0 ug/L EPA 8260B 08/22/2014 14:26 8/22/2014 14:26

www. chemntechford.com

MainReport-no surr rpt

Page 16 of 32

9632 South 500 West
Sandy, UT 84070
801-262-7299 Office



CHEMTECH-FORD

LABORATORIES

Certificate of Analysis

Page 19 of 36

Lab Sample No.: 1409251-14

"o L
Name: Energy Fuels Sample Date: 8/27/2014 6:45 AM
Sample Site: TW4-60_08272014 Receipt Date: 8/28/2014 9:50 AM
Comments: White Mesa Mill Sampler: Tanner Holliday
Sample Matrix: Water Project: White Mesa Mill - Groundwater
PO Number: Project Number: White Mesa Mill - Groundwater
\ J
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Inorganic
Chloride ND 1 my/L EPA 300.0 08/29/2014 06:00 8/29/2014 6:00
Nitrate + Nitrite, Total ND 0.1 mg/L. EPA 353.2 09/12/2014 14:02 9/12/2014 14:02
Volatile Organic Compounds
Carbon Tetrachloride ND 1.0 ug/L EPA 8260B 09/05/2014 01:04 9/512014 1:04
Chloroform ND 1.0 ug/L EPA 8260B 09/05/2014 01:04 9/5/2014 1:04
Chloromethane ND 1.0 ug/L EPA 8260B 09/05/2014 01:04 9/5/2014 1:04
Methylene Chloride ND 1.0 ug/L EPA 8260B 09/05/2014 01:04 9/5/2014 1:04

www chemtechford com

MainReport-no surr rpt

Page 15 of 19

9632 South 500 West
Sandy, UT 84070
801-262-7299 Office



CHEMTECH-FORD

LABORATORIES

Certificate of Analysis

Page 12 of 23

Lab Sample No.: 1408071-08

-
Name: Energy Fuels Sample Date: 8/6/2014 2:00 PM
Sample Site: TWN-60_08062014 Recelpt Date: 8/8/2014 9:20 AM
Comments: White Mesa Mill Sampler: Tanner Holliday
Sample Matrix: Water Project: White Mesa Mill - Nitrate Program
t PO Number: Project Number: White Mesa Mill - Groundwater
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Inorganic
Chloride ND 1 mg/L EPA 300.0 08/08/2014 16:30 8/8/2014 16:30
Nitrate + Nitrite, Total 0.1 0.1 mg/L EPA 353.2 08/26/2014 07:40 8/26/2014 7:40
www chemtechford com Page 9 of 15 9632 South 500 West

MainReport-no surr rpt

Sandy, UT 84070
801-262-7299 Office
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Certificate of Analysis

CHEMTECH-FORD

LABORATORIES

Lab Sample No.: 1408071-07

- )
Name: Energy Fuels Sample Date: 8/5/2014 10:09 AM
Sample Site: TWN-65_08052014 Recelpt Date: 8/8/2014 9:20 AM
Comments: White Mesa Mill Sampler: Tanner Holliday
Sample Matrix: Water Project: White Mesa Mill - Nitrate Program
PO Number: Project Number: White Mesa Mill - Groundwater J
2
Minimum
Sample Reporting Analytical Preparation Analysis
Parameter Result Limit Units Method Date/Time Date/Time Flag
Inorganic
Chloride 28 1 mg/L. EPA 300.0 08/08/2014 16:30 8/8/2014 16:30
Nitrate + Nitrite, Total 1.4 0.1 mg/L EPA 353.2 08/26/2014 07:40 8/26/2014 7:40
www chemtechford.com Page 8 of 15 9632 South 500 West

Sandy, UT 84070
MainReport-no surr mpt 801-262-7299 Office



CHEMTECH-FORD

LABORATORIES

9/15/2014

Work Order: 1408071

Energy Fuels

Attn: Garrin Palmer
6425 South Highway 191
Blanding, UT 84511

Client Service Contact: 801.262.7299

The analyses presented on this report were performed in accordance with the
National Environmental Laboratory Accreditation Program (NELAP) unless
noted in the comments, flags or case narrative. If the report is to be used for
regulatory compliance, it should be presented in its entirety, and not be
altered.

-
Approved By: Q\m\— ‘

Dave Gayer, Labor@ry Director

Page 1 of 23

9632 South 500 West

Sandy, Utah 84070 801.262.7289 Main 866.792.0093 Fax

www.chemtechford.com

Serving the Intermountain West since 1953




0

CHEMTECH-FORD

SamplelD
1408071-01

1408071-02
1408071-03
1408071-04
1408071-05
1408071-06
1408071-07
1408071-08
1408071-09
1408071-10
1408071-11
1408071-12

Page 2 of 23

Case Narrative for Sample Delivery Group - 1408071

SampleName
TWN-07_08062014

TWN-04_08052014
TWN-01_08052014
TWN-18_08052014
TWN-03_08062014
TWN-02_08062014
TWN-65_08052014
TWN-60_08062014
Piez-01_08062014
Piez-02_08062014
Piez-03_08062014
TWN-07R_08052014

Energy Fuels

Matrix
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water

Sampled Received

08/06/2014 08/08/2014
08/05/2014 08/08/2014
08/05/2014 08/08/2014
08/05/2014 08/08/2014
08/06/2014 08/08/2014
08/06/2014 08/08/2014
08/05/2014 08/08/2014
08/06/2014 08/08/2014
08/06/2014 08/08/2014
08/06/2014 08/08/2014
08/06/2014 08/08/2014
08/05/2014 08/08/2014

Method Blanks
All method blanks were below the Minimum Reporting Limit (MRL).

Laboratory Control Samples

All Laboratory Control Sample (LCS) recoveries were within laboratory control limits.

Holding Times

All preparations and analyses were performed within holding times

Matrix Spike/Matrix Spike Duplicate

All Matrix Spike/Matrix Spike Duplicate (MS/MSD) recoveries were within control except for those mentioned in the QC

report.
Surrogates

All surrogates were within laboratory control limits.



Lab ID: 1408071-01
Client ID: TWN-07_08062014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2

Lab ID: 1408071-02
Client ID: TWN-04_08052014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2

Analytical Summary - 1408071

Page 3 of 23

Lab ID: 1408071-03
Client ID: TWN-01_08052014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2

Lab ID: 1408071-04
Client ID: TWN-18_08052014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2

Lab ID: 1408071-05
Client ID: TWN-03_08062014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2

Lab ID: 1408071-06
Client ID: TWN-02_08062014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2




Lab ID: 1408071-07
Client ID: TWN-65_08052014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2

Page 4 of 23

Lab ID: 1408071-08
Client ID: TWN-60_08062014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2

Lab ID: 1408071-09
Client ID: Piez-01_08062014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2

Lab ID: 1408071-10
Client ID: Piez-02_08062014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2

Lab ID: 1408071-11
Client ID: Piez-03_08062014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2

Lab ID: 1408071-12
Client ID: TWN-07R_08052014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2



QC Summary for Sample Delivery Group - 1408071

Page 17 of 23

Qcib Analvte % Rec RPD LCL ucL RPD ng Result QC Source Source Conc Spk Value Surr? Batch Sampled Prepared Analvzed MDL MRL DF
Calibration Blank - Method EPA 300.0

4H09001-CCB1 Chloride 0 4H09001 08/08/14  08/08/14 1

4H09001-CCB2 Chloride 0 4H09001 08/08/14  08/08/14 1

4H.09001-CCBS Chloride 0 4H09001 08/08/14  08/08/14 1

4Hv09001-cc34 Chloride 0 4H09001 08/08/14  08/08/14 1

Calibration Check - Method EPA 300.0

4H09001-CCV1 Chloride 105 90 110 21 20.0 4H09001 08/08/14  08/08/14 i

4H-09001-ccv2 Chloride 100 90 110 20 20.0 4H09001 08/08/14  08/08/14 1

4H.09001-ccv3 Chloride 100 90 110 20 20.0 4H09001 08/08/14  08/08/14 1

4H.09001—CCV4 Chloride 105 90 110 21 20.0 4HD9001 08/08/14  08/08/14 1

LCSW - Method EPA 300.0

B408251-BS1 Chloride 98.0 90 110 49 50.0 B408251 08/08/14  08/08/14 0.07 1 1

B4-08251-BSZ Chloride 100 90 110 50 50.0 B408251 08/08/14  08/08/140.07 1 1

B4-08251»BS3 Chloride 104 90 110 52 50.0 B408251 08/08/14  08/08/140.07 1 1

LCSW Dup - Method EPA 300.0

B408251-BSD1 Chloride 104 594 90 110 20 52 50.0 B408251 08/08/14  08/08/14 0.07 1 1

B408251-BSD2 Chloride 102 198 90 110 20 51 50.0 B408251 08/08/14  08/08/14 0.07 1 1

5468251-3503 Chloride 102 194 90 1106 20 51 50.0 B408251 08/08/14  08/08/140.07 1 1

Matrix Spike - Method EPA 300.0

B408251-MS1 Chloride 90.0 80 120 15 1408071-01 6 10.0 B408251 08/08/14  08/08/140.07 1 1

B468251—M52 Chloride 94.0 80 120 100 1408071-01 6 100 BA08251 08/08/14  08/08/140.7 10 10

B408251-MS3 Chloride 100 80 120 10 1408071-12 0O 10.0 B408251 08/08/14  08/08/140.07 1 1
Chloride 100 80 120 100 1408071-12 0 100 BA08251 08/08/14  08/08/140.7 10 10

B408251-MS4

Page 1of4

Matrix Spike Dup - Method EPA 300.0
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acib Analvte % Rec RPD LCL UCL  RPDMax Result QCSource  Source Conc SpkValue Surr? Batch Sampled Prepared Analvzed MDL MRL DF
B408251-MSD1 Chloride 100  6.45 80 120 20 16 1408071-01 6 10.0 B408251 08/08/14  08/08/140.07 1 1
B4;)8251—MSDZ Chloride 94.0 0.00 80 120 20 100 1408071-01 6 100 B408251 08/08/14 08/08/140.7 10 10
B4-08251-MSD3 Chloride 100 0.00 80 120 20 10 1408071-12 0O 10.0 8408251 08/08/14  08/08/140.07 1 1
B408251-MSD4 Chloride 100 0.00 80 120 20 100 1408071-12 0 100 B408251 08/08/14  08/08/140.7 10 10
PBW - Method EPA 300.0
B408251-BLK1 Chloride 0 B408251 08/08/14  08/08/140.07 1 1
B408251-BLK2 Chloride 0 B408251 08/08/14  08/08/14 0.07 1 1
B408251-BLK3 Chloride 0 B408251 08/08/14  08/08/140.07 1 1
Chloride 0 B408251 08/08/14  08/08/140.07 1 1

B408251-BLK4
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Qcip Analvte % Rec RPD LCL ucL RPD Max Result QCSource Source Conc Spk Value Surr? Batch Sampled Prepared Analvzed MDL MRL DF
Blank - Method EPA 353.2

B408777-BLK1 Nitrate + Nitrite, Total 0.06 B408777 08/26/14 08/26/140.03 0.1 1

Calibration Blank - Method EPA 353.2

4H26014-CCB1 Nitrate + Nitrite, Total 0.05 4H26014 08/26/14 08/26/14 1
4H26014-CCB2 Nitrate + Nitrite, Total 0.04 4H26014 08/26/14 08/26/14 1
4H26014-CCB3 Nitrate + Nitrite, Total 0.04 4H26014 08/26/14 08/26/14 1
4H‘26014-CCB4 Nitrate + Nitrite, Total 0.06 4H26014 08/26/14 08/26/14 i
4H26014-CCBS Nitrate + Nitrite, Total 0.06 4H26014 08/26/14 08/26/14 1
4H26014-CCB6 Nitrate + Nitrite, Total 0.04 4H26014 08/26/14 08/26/14 1
Calibration Check - Method EPA 353.2
4H26014-CCV1 Nitrate + Nitrite, Total 100 90 110 1.0 1.00 4H26014 08/26/14 08/26/14 i
4H.26014-CCV2 Nitrate + Nitrite, Total 102 Q0 110 1.0 1.00 4H26014 08/26/14 08/26/14 i
4H.26014-CCV3 Nitrate + Nitrite, Total 103 30 110 1.0 1.00 4H26014 08/26/14 08/26/14 1
4H-26014-CCV4 Nitrate + Nitrite, Total 107 90 110 1.1 1.00 4H26014 08/26/14 08/26/14 1
4H26014-CCV5 Nitrate + Nitrite, Total 105 30 110 1.0 1.00 4H26014 08/26/14 08/26/14 1
4HV26014~CCV6 Nitrate + Nitrite, Total 106 90 110 o 8 1.00 4H26014 08/26/14 08/26/14 1
Initial Cal Blank - Method EPA 353.2

4H26014-ICB1 Nitrate + Nitrite, Total 0.05 4H26014 08/26/14  08/26/14 1

Initial Cal Check - Method EPA 353.2

4H26014-iCV1 Nitrate + Nitrite, Total 95.0 90 110 1.0 1.00 4H26014 08/26/14  08/26/14 i
LCS - Method EPA 353.2
B408777-BS1 Nitrate + Nitrite, Total 102 90 110 2.0 2.00 B408777 08/26/14 08/26/140.03 0.1 1
Matrix Spike - Method EPA 353.2
B408777-MS1 Nitrate + Nitrite, Total 76.0 80 120 0.8 XXXXXXX-XX  0.08 1.00 B408777 08/26/14 08/26/140.03 0.1 1
QM-010 - The MS recovery was outside acceptance limits but passed Duplicate Spike acceptance limits. The batch was accepted based on the acceptability of the MSD as the batch Spike.

B408777-MS2 Nitrate + Nitrite, Total 91.0 80 120 0.9 XXXXXXX-XX 0 1.00 B408777 08/26/14 08/26/140.03 0.1 1
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aclip Analvte % Rec RPD LCL ucL RPD Max Result QCSource  Source Conc SpkValue Surr? Batch Sampled Prepared Analvzed MDL MRL DF

B408777-MS3 Nitrate + Nitrite, Total 75.0 80 120 17 1408071-01 0.9 1.00 B408777 08/26/14  08/26/140.03 0.1 1
QM-05 - The spike recovery was outside acceptance limits for the MS and/or MSD due to matrix interference. The analytical batch was accepted based on the acceptable data provided by the Laboratory Contral Sample(s) [LCS]
and/or LCS Duplicates.

Matrix Spike Dup - Method EPA 353.2

B408777-MsD1 Nitrate + Nitrite, Total 89.0 144 80 120 20 1.0 XXXXXXX-XX  0.08 1.00 B408777 08/26/14  08/26/140.03 0.1 1
B408777-MSD2 Nitrate + Nitrite, Total 100 9.42 80 120 20 1.0 XXXXXXX-XX 0 1.00 B408777 08/26/14 08/26/140.03 0.1 1

B408777-MSD3 Nitrate + Nitrite, Total 86.0 6.38 80 120 20 18 1408071-01 0.9 1.00 B408777 08/26/14 08/26/140.03 01 1

Page 4 of 4
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Certificate of Analysis

CHEMTECH-FORD

LABORATORIES

Report Footnotes

Abbreviations

ND = Not d d at the corresponding Minimum Reporting Limit,

1 mg/L = one milligram per liter or 1 mg/Kg = one ruilligram per kilogram = 1 part per million.
1 ug/L = one microgram per liter or 1 ug/Kg = one microgram per kilogram = 1 part per billion,
1 ng/L = one nanogram per liter or 1 ng/Kg = one nanogram per kilogram = 1 part per trillion.

Flag Descriptions

www.chemtechford com Page 15 of 15 9632 South 500 West

Sandy, UT 84070
801-262-7299 Office

MainReport-no surr.pt



CHEMTECH-FORD

LABORATORIES

9/18/2014

Work Order: 1409251

Energy Fuels
Attn: Garrin Palmer
6425 South Highway 191
Blanding, UT 84511

Client Service Contact: 801.262.7299

The analyses presented on this report were performed in accordance with the
National Environmental Laboratory Accreditation Program (NELAP) unless
noted in the comments, flags or case narrative, If the report is to be used for
regulatory compliance, it should be presented in its entirety, and not be
altered.

Approved By: QWMV\— '

Dave Gayer, Laborigory Director
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Case Narrative for Sample Delivery Group - 1409251

SampleName

1409251-01
1409251-02
1409251-03
1409251-04
1409251-05
1409251-06
1409251-07
1409251-08
1409251-09
1409251-10
1409251-11
1409251-12
1409251-13
1409251-14
1409251-15
1409251-16

Method Blanks

TW4-33R_08252014
MW-32_08262014
TW4-33_08272014
TW4-08_08272014
TW4-21_08272014
TW4-29_ 08272014
TW4-11_08272014
TW4-07_08272014
TW4-01_08272014
TwW4-10_08272014
TW4-02_08272014
TwW4-35_08272014
TW4-36_08272014
TW4-60_08272014
TW4-70_08272014
Trip Blank

Energy Fuels

All method blanks were below the Minimum Reporting Limit (MRL).

Laboratory Control Samples

All Laboratory Control Sample (LCS) recoveries were within laboratory control limits.

Holding Times
All preparations and analyses were performed within holding times

Matrix Spike/Matrix Spike Duplicate

Matrix
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water

Sampled
08/25/2014

08/26/2014
08/27/2014
08/27/2014
08/27/2014
08/27/2014
08/27/2014
08/27/2014
08/27/2014
08/27/2014
08/27/2014
08/27/2014
08/27/2014
08/27/2014
08/27/2014
08/25/2014

Received

08/28/2014
08/28/2014
08/28/2014
08/28/2014
08/28/2014
08/28/2014
08/28/2014
08/28/2014
08/28/2014
08/28/2014
08/28/2014
08/28/2014
08/28/2014
08/28/2014
08/28/2014
08/28/2014

All Matrix Spike/Matrix Spike Duplicate (MS/MSD) recoveries were within control except for those noted in the QC report.

Surrogates

All surrogates were within laboratory control limits.
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Lab ID: 1409251-12
Client ID: TwW4-35_08272014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2
EPA 82608

Lab ID: 1409251-13
Client ID: TW4-36_08272014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2
EPA 82608B

Lab ID: 1409251-14
Client ID: TW4-60_08272014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2
EPA 8260B

Lab ID: 1409251-15
Client ID: TW4-70_08272014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2
EPA 8260B

Lab ID: 1409251-16
Client ID: Trip Blank
Matrix: Water

Analyses
EPA 8260B




QC Summary for Sample Delivery Group - 1409251
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Qcip Analyte % Rec RPD LCL ucL RPD Max Result QCSource  Source Conc Spk Value Surr? Batch Sampled Prepared  Analvzed MDL WMIRL DF
Calibration Blank - Method EPA 300.0

4H31004-CCB1 Chloride o 4H31004 08/29/14  08/29/14 |

4H‘31004-CCBZ Chloride 0 4H31004 08/29/14  08/29/14 1 §

4H.31004-CC83 Chloride 0 4H31004 08/29/14  08/29/14 1

4H‘31004-CCB4 Chloride [0} 4H31004 08/29/14  08/29/14 1
Calibration Check - Method EPA 300.0

4H31004-CCV1 Chloride 100 90 110 20 20.0 4H31004 08/29/14  08/29/14 1

4H.31004-CCV2 Chloride 100 90 110 20 20.0 4H31004 08/29/14  08/29/14 1

4H31004-CCV3 Chloride 100 90 110 20 20.0 4H31004 08/29/14  08/29/14 1

4Hv31004—CCV4 Chloride 100 90 110 20 20.0 4H31004 08/29/14  08/29/14 1

LCSW - Method EPA 300.0

B408924-BS1 Chloride 98.0 90 110 49 50.0 B408924 08/29/14  08/29/140.07 1 1

5468924-B52 Chloride 98.0 90 110 49 50.0 B408924 08/29/14 08/29/140.07 1 1

8468925-851 Chloride 98.0 90 110 49 50.0 B408925 08/29/14  08/29/140.07 1 1

LCSW Dup - Method EPA 300.0

B408924-BSD1 Chloride 98.0 0.00 90 110 20 49 50.0 B408924 08/29/14
B8408924-8SD2 Chloride 100 2.02 90 110 20 50 50.0 B408924 08/29/14
B408925-BSD1 Chloride 98.0 0.00 90 110 20 49 50.0 B408925 08/29/14

Matrix Spike - Method EPA 300.0

B408924-MS1 Chloride -130 80 120 217 1409251-05 230 10.0 B408924 08/29/14
QM-4X - The spike recovery was outside of QC acceptance limits for the MS and/or MSD due to analyte concentration at 4 times or greater the spike concentration, The QC batch was accepted based on
recoveries within the acceptance limits.

B408924-MS2 Chloride 80.0 80 120 310 1409251-05 230 100 B408924 08/29/14
B408924-MS3 Chioride 80.0 80 120 42 1409251-12 34 10.0 B408924 08/29/14
B468924-MS4 Chloride 96.0 80 120 130 1409251-12 34 100 B408324 08/29/14
B4‘08925-M51 Chloride 100 80 120 10 1409251-14 0 10.0 B408925 08/29/14

Page 1 of 9

08/29/14 0.07 1 i

08/29/14 0.07 1 1l

08/29/140.07 1 1

08/29/140.07 1 1
LCS and/or LCSD

08/29/140.7 10 10

08/29/140.07 1 1

08/29/140.7 10 10

08/29/140.07 1 il
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Qclip Analvte % Rec RPD LCL ucL RPD Max Result QC 3ource Source Conc  Sbk Value Surr? Batch Sampled Prepared  Analvzed MDL MRL

B408925-MS2 Chloride 100 80 120 100 1409251-14 © 100 B408925 08/29/14  08/29/140.7 10

Matrix Spike Dup - Method EPA 300.0

B408924-MSD1 Chloride -150 0926 80 120 20 215 1409251-05 230 10.0 B408924 08/29/14  08/29/140.07 1
QM-4X - The spike recovery was outslde of QC acceptance limits for the MS and/or MSD due to analyte concentration at 4 times or greater the splke concentration, The QC batch was accepted based on LCS and/or LCSD
recoveries within the acceptance limits.

B408924-MSD2 Chloride 80.0 0.00 80 120 20 310 1409251-05 230 100 B408924 08/29/14  08/29/140.7 10
B4;)8924-MSD3 Chloride 80.0 0.00 80 120 20 42 1409251-12 34 10.0 B408924 08/29/14  08/29/140.07 1
B408924-MSD4 Chloride 96.0 0.00 80 120 20 130 1409251-12 34 100 B408924 08/29/14 08/29/140.7 10
B408925-M5D1 Chloride 100 0.00 80 120 20 10 1409251-14 0 10.0 B408925 08/29/14  08/29/140.07 1
B4-08925-MSD2 Chloride 100  0.00 80 120 20 100 1409251-14 0 100 B408925 08/29/14  08/29/140.7 10
PBW - Method EPA 300.0
B408924-BLK1 Chioride 0 B408924 08/29/14  08/29/140.07 1
B408924-BLK2 Chloride 0 B408924 08/31/14  08/31/140.07 1

B408925-BLK1 Chloride 0 B408925 08/29/14  08/29/140.07 1

Page 2 of 9
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Analvte

% Rec RPD LCL UcCL RPD Max Resuit QC Source Source Conc Spok Value Surr? Batch

Sampled Prepared

Page 24 of 36
Analyzed MDL MRL DF

B405365-BLK1
B409368-BLK1

B409502-BLK1

4110023-CCB1
4110023-CCB2
4110023-CCB3
411‘0023—CCB4
4Ii2022—CCBl
4112023-CCB1

4117023-CCB1

4110023-CCV1
4!1-0023-CCV2
4l]:0023»CCV3
4I1-0023-CCV4
411-2022-CCV 1
4I1‘2023-CCV1

4/17023-CCV1

4110023-1CB1
4112022-1CB1
4112023-ICB1

4117023-ICB1

Page 3 of 9

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite.

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Total

Total

Total

Total

Total

Total

Total

Total

Total

Total

Total

Total

Total

Total

Total

Total

Total

Total

Total

Total

Nitrate + Nitrite, Total

Blank - Method EPA 353.2

0.08
0.1

0.01

Calibration Blank - Method EPA 353.2

0.04

0.02

0.02

0.01

0.04

0.06

0.01

Calibration Check - Method EPA 353.2

90 110 1.0
90 110 0.9
90 110 1.0
90 110 0.9
90 110 0.9
90 110 0.9
90 110 1.0

1.00

1.00

1.00

1.00

1.00

1.00

1.00

Initial Cal Blank - Method EPA 353.2

0.04

0.03

0.05

0.02

Initial Cal Check - Method EPA 353.2

B409365

B409368

B409502

4110023

4110023

4110023

4110023

4112022

4112023

4117023

4110023

4110023

4110023

4110023

4112022

4112023

4117023

4110023

4112022

4112023

4117023

09/12/14

09/12/14

09/17/14

09/10/14

09/10/14

09/10/14

09/10/14

09/12/14

09/12/14

09/17/14

09/10/14

09/10/14

09/10/14

09/10/14

09/12/14

09/12/14

09/17/14

09/10/14

09/12/14

09/12/14

09/17/14

09/12/14003 01 1

09/12/140.03 0.1 1

09/17/140.03 01 1

09/10/14 il
09/10/14 1
09/10/14 1
09/10/14 i
09/12/14 3
09/12/14 1
09/17/14 1
09/10/14 1
09/10/14 1
09/10/14 1
09/10/14 1
09/12/14 1
09/12/14 1
09/17/14 1
09/10/14 1
09/12/14 1
09/12/14 i
09/17/14 1
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Qcip Anaiyte % Rec RPD LCL ucCL RPD Max Result QCSource Source Conc  Spk Value Surr? Batch Sampled Prepared  Analvzed MDL MRL DF
4110023-ICV1 Nitrate + Nitrite, Total 92.0 90 110 0.9 1.00 4110023 09/10/14  09/10/14 1
4112022-1CV1 Nitrate + Nitrite. Total 92.0 S0 110 0.9 1.00 4112022 09/12/14  09/12/14 1
4112023-ICV1 Nitrate + Nitrite, Total 90.0 90 110 0.8 1.00 4112023 09/12/14  09/12/14 1
4117023-ICV1 Nitrate + Nitrite, Total 98.0 90 110 1.0 1.00 4117023 09/17/14  09/17/14 1
LCS - Method EPA 353.2
B409365-BS1 Nitrate + Nitrite, Total 95.0 90 110 19 2.00 B403365 09/12/14 09/12/140.03 0.1 1
B409368-BS1 Nitrate + Nitrite, Total 91.0 90 110 1.8 2.00 B409368 09/12/14  09/12/140.03 0.1 1
B409502-BS1 Nitrate + Nitrite, Total 93.0 90 110 1.9 2.00 B409502 09/17/14 09/17/14003 0.1 1
Matrix Spike - Method EPA 353.2
B409277-MS1 Nitrate + Nitrite, Total 92.0 80 120 1.6 1409251-04 0.6 1.00 B409277 09/10/14  09/10/140.03 0.1 1
B409365-MS1 Nitrate + Nitrite, Total 71.0 80 120 0.7 1409251-14 O 1.00 B409365 09/12/14  09/12/14003 0.1 1

QM-05 - The spike recovery was outside acceptance limits for the MS and/or MSD due to matrix interference. The analytical batch was accepted based on the acceptable data provided by the Laboratory Control Sample(s) [LCS]
and/or LCS Duplicates.

B409368-MS1
B409502-MS1
B409277-MSD1

B409365-MSD1

Nitrate + Nitrite

Nitrate + Nitrite

Nitrate + Nitrite

Nitrate + Nitrite

, Total

, Total

, Total

, Total

Matrix Spike Dup - Method EPA 353.2

82.0
95.0
90.0 1.29
740 4.14

80 120 1.1 1409251-12 0.2 1.00

80 120 1.0 XEXXXXX-XX O 1.00

80 120 20 15 1409251-04 0.6 1.00

80 120 20 0.7 1409251-14 0 1.00

B409368

B403502

B409277

B409365

09/12/14

09/17/14

09/10/14

09/12/14

09/12/14 0.03

09/17/14 0.03

09/10/14 0.03

09/12/14 0.03

0.1

0.1

0.1

0.1

1

1

1

1

QM-05 - The spike recovery was outside acceptance limits for the MS and/or MSD due to matrix interference. The analytical batch was accepted based on the acceptable data provided by the Laboratory Control Sample(s) [LCS]
and/or LCS Duplicates,

B409368-MSD1

B405502-MSD1

Page 4 of 9

Nitrate + Nitrite

Nitrate + Nitrite,

, Total

. Total

800 1.90

97.0 2.08

80 120 20 1.0 1409251-12 0.2 1.00

80 120 20 1.0 XXXXXU XX O 1.00

B409368

B409502

09/12/14

09/17/14

09/12/14 0.03

09/17/14 0.03

01

0.1

1,

1
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Certificate of Analysis
CHEMTECH-FORD

LABORATORIES

Report Footnotes

Abbreviations
ND=Notd d at the ding Mini

‘4

Reporting Limit,

1 mg/L. = ane milligmm per liter or 1 mg/Kg = one milligram per kilogram= 1 part per million
1 ug/L = otie micragram per liter or | ug/Kg = one microgram per kilogram = 1 past per billion.
1 ng/l. = one nanogram per liter of 1 ng/Kg = one nanogram per kilogram = | part per trillion,
Flag Descriptions

www.chemtechford.com

Page 18 of 19 9632 South 500 West

Sandy, UT 84070
801-262-7299 Office

MainReport-no surm.ipt
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CHEMTECH-FORD

LABORATORIES

9/15/2014

Work Order: 1408496

Energy Fuels
Attn: Garrin Palmer
6425 South Highway 191
Blanding, UT 84511

Client Service Contact: 801.262.7299

The analyses presented on this report were performed in accordance with the
National Environmental Laboratory Accreditation Program (NELAP) unless
noted in the comments, flags or case narrative. If the report is to be used for
regulatory compliance, it should be presented in its entirety, and not be

altered.
spproveany: L\ g dllpsger
Dave Gayer, Laborhtory Director
9632 South 500 West Sandy, Utah 84070 801.262.7299 Main 866.792.0093 Fax www.chemtechford.com

Serving the Intermountain West since 1953
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Case Narrative for Sample Delivery Group - 1408496

SamplelD SampleName
1408496-01 TwW4-03R_08122014
1408496-02  TW4-03_08132014
1408496-03 TWA4-12_08132014
1408496-04 TW4-28_08132014
1408496-05 TW4-32_08132014
1408496-06 TW4-13_08132014
1408496-07 TW4-14_08132014
1408496-08 TW4-27_08132014
1408496-09 TwW4-30_08132014
1408496-10 TW4-31_08132014
1408496-11 TwW4-34_08132014
1408496-12 TW4-23_08132014
1408496-13 TW4-09_08142014
1408496-14 TwW4-25_08112014
1408496-15 TW4-26_08142014
1408496-16  TW4-06_08142014
1408496-17  Tw4-05_08142014
1408496-18 TW4-16_08142014
1408496-19 TwW4-18 08142014
1408496-20 Tw4-24 08112014
1408496-21  TwW4-19_08112014
1408496-22 TW4-04_08112014
1408496-23  MW-04_08112014
1408496-24 MW-26_08112014
1408496-25 TwW4-22_ 08112014
1408496-26 TW4-20_08112014
1408496-27 TW4-65_08132014
1408496-28  TRIP BLANK
Method Blanks

Energy Fuels

Matrix
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water
Water

Sampled
08/12/2014

08/13/2014
08/13/2014
08/13/2014
08/13/2014
08/13/2014
08/13/2014
08/13/2014
08/13/2014
08/13/2014
08/13/2014
08/13/2014
08/14/2014
08/11/2014
08/14/2014
08/14/2014
08/14/2014
08/14/2014
08/14/2014
08/11/2014
08/11/2014
08/11/2014
08/11/2014
08/11/2014
08/11/2014
08/11/2014
08/13/2014
08/11/2014

Received

08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014
08/15/2014

All method blanks were below the Minimum Reporting Limit (MRL).

Laboratory Control Samples

All Laboratory Control Sample (LCS) recoveries were within laboratory control limits.

Holding Times

All preparations and analyses were performed within holding times

Matrix Spike/Matrix Spike Duplicate

All Matrix Spike/Matrix Spike Duplicate (MS/MSD) recoveries were within control except for those mentioned in the QC

report.
Surrogates
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All surrogates were within laboratory control limits.
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Lab ID: 1408496-12

Client ID: TW4-23_08132014
Matrix: Water

Analyses

EPA 300.0

EPA 353.2

EPA 8260B
Lab ID: 1408496-13
Client ID: TW4-09_08142014
Matrix: Water

Analyses

EPA 300.0

EPA 353.2

EPA 82608
Lab ID: 1408496-14
Client ID: TW4-25_08112014
Matrix: Water

Analyses

EPA 300.0

EPA 353.2

EPA 8260B
Lab ID: 1408496-15
Client ID: TW4-26_08142014
Matrix: Water

Analyses

EPA 300.0

EPA 353.2

EPA 8260B
Lab ID: 1408496-16
Client ID: TW4-06_08142014
Matrix: Water

Analyses

EPA 300.0

EPA 353.2

EPA 82608B
Lab ID: 1408496-17
Client ID: TW4-05_08142014
Matrix: Water

Analyses

EPA 300.0

EPA 353.2
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EPA 8260B

Lab ID: 1408456-18
Client ID: TW4-16_08142014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2
EPA 8260B

Lab ID: 1408496-19
Client ID: TW4-18 08142014
Matrix: Water

Analyses

EPA 300.0

EPA 353.2

EPA 8260B

Lab ID: 1408496-20
Client ID: TW4-24_08112014
Matrix: Water

Analyses

EPA 300.0

EPA 353.2

EPA 8260B

Lab ID: 1408496-21
Client ID: TW4-19_08112014
Matrix: Water

Analyses
EPA 300.0

EPA 353.2
EPA 8260B

Lab ID: 1408496-22
Client ID: TW4-04_08112014
Matrix: Water

Analyses

EPA 300.0

EPA 353.2

EPA 8260B

Lab ID: 1408496-23
Client ID: MW-04_08112014
Matrix: Water

Analyses
EPA 300.0
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EPA 353.2

EPA 82608
Lab ID: 1408496-24
Client ID: MW-26_08112014
Matrix: Water

Analyses

EPA 300.0

EPA 353.2

EPA 8260B
Lab ID: 1408496-25
Client ID: TW4-22_08112014
Matrix: Water

Analyses

EPA 300.0

EPA 353.2

EPA 8260B
Lab ID: 1408496-26
Client ID: TW4-20_08112014
Matrix: Water

Analyses

EPA 300.0

EPA 353.2

EPA 82608
Lab ID: 1408496-27
Client ID: TW4-65_08132014
Matrix: Water

Analyses

EPA 300.0

EPA 353.2

EPA 8260B
Lab ID: 1408496-28
Client ID: TRIP BLANK
Matrix: Water

Analyses

EPA 82608B



QC Summary for Sample Delivery Group - 1408496
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Qcip Analvte % Rec RPD ECL UCL RPD Max Result QCSource  Source Conc Spk Value Surr? Batch Sampled Prepared  Analvzed MDL MRL DF
Calibration Blank - Method EPA 300.0
4H15019-CCB1 Chloride 0 4H15019 08/14/14  08/14/14 1
4!-;15019~CCBZ Chloride 0.3 4H15019 08/14/14  08/14/14 1
4H15019-CCB3 Chloride 0 4H15019 08/14/14  08/14/14 1
4H15019-CCB4 Chloride 0 4H15019 08/14/14  08/14/14 1
4H.15019-CCBS Chloride o} 4H15019 08/14/14  08/14/14 1
4H15019-CCB6 Chloride 0 4415019 08/14/14  08/14/14 1
4H‘17004—CCBl Chloride o} 4H17004 08/14/14  08/14/14 1
4H17004-CCB2 Chloride 0 4H17004 08/14/14  08/14/14 hl
4H-17004—CCB3 Chloride 0 4H17004 08/14/14  08/14/14 I
4H17004-CCB4 Chloride 0 4H17004 08/14/14  08/14/14 1
4H‘17004-CCBS Chloride 0.2 4H17004 08/14/14  08/14/14 1
4H-17004—CCBG Chloride 0 4H17004 08/14/14  08/14/14 4
4H717004-CCB7 Chloride 0 4H17004 08/14/14  08/14/14 1
4H>17004—CCBS Chloride 0 4H17004 08/14/14  08/14/14 1
4H17004-CCB9 Chloride 0 4H17004 08/14/14 08/14/14 1
Calibration Check - Method EPA 300.0
4H15019-CCV1 Chloride 105 90 110 21 20.0 4H15019 08/14/14  08/14/14 1
4H15019-CCV2 Chloride 105 90 110 21 200 4H15019 08/14/14  08/14/14 1
4HA15019-CCV3 Chloride 100 90 110 20 20.0 4H15018 08/14/14  08/14/14 1
4H‘15019-CCV4 Chloride 100 90 110 20 20.0 4H15019 08/14/14  08/14/14 1
4H-15019—CCV5 Chloride 100 90 110 20 20.0 4H15019 08/14/14  08/14/14 1
4H15019-CCVv6 Chloride 100 90 110 20 20.0 4H15018 08/14/14  08/14/14 1
4H17004-CCV1 Chloride 105 90 110 21 20.0 4H17004 08/14/14  08/14/14 1

Page 1 of 15
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An3a

acip Analvte % Rec RPD LCL ucL RPD Max Result QCSource  Source Conc Spk Vaiue Surr? Batch Sampled Prepared vzed MDL MRL DF
4H17004-CCV2 Chloride 105 90 110 21 20.0 4H17004 08/14/14  08/14/14 1
4H-17004—CCV3 Chloride 100 90 110 20 20.0 4H17004 08/14/14  08/14/14 1
4H-17004-CCV4 Chloride 100 90 110 20 20.0 4H17004 08/14/14  08/14/14 1
4H17004-CCV5 Chloride 105 920 110 21 20.0 4H17004 08/14/14  08/14/14 1
4H17004-CCV6 Chloride 100 90 110 20 20.0 4H17004 08/14/14  08/14/14 1
4H17004-CCV7 Chloride 105 90 110 21 20.0 4H17004 08/14/14  08/14/14 1
4H17004-CCV8 Chloride 100 90 110 20 20.0 4H17004 08/14/14  08/14/14 1
4H17004-CCV9 Chloride 100 20 110 20 20.0 4H17004 08/14/14  08/14/14 1
Initial Cal Blank - Method EPA 300.0
4H15019-ICB1 Chloride 0 4H15019 08/14/14  08/14/14 1
4H17004-ICB1 Chloride 0 4H17004 08/14/14  08/14/14 1
Initial Cal Check - Method EPA 300.0
4H15019-ICV1 Chloride 100 90 110 20 200 4H15019 08/14/14  08/14/14 1
4H17004-1CV1 Chloride 100 90 110 20 20.0 4H17004 08/14/14  08/14/14 1

LCSW - Method EPA 300.0

B408469-BS1 Chloride 100 90 110 50 50.0 B408469 08/15/14  08/15/140.07 1 1
B4-08469—BSZ Chloride 100 90 110 50 50.0 B408469 08/15/14  08/15/14 0,07 1 1
B408472-BS1 Chloride 102 S0 110 51 50.0 B408472 08/15/14  08/15/140.07 1 1
B4-08472-BSZ Chloride 102 20 110 51 50.0 B408472 08/15/14  08/15/14 0.07 1 1
B8408473-BS1 Chloride 102 90 110 51 50.0 B408473 08/15/14  08/15/140.07 1 1
B408473-BS2 Chloride 102 90 110 51 50.0 B408473 08/15/14  08/15/14 0.07 1 1
B408473-BS3 Chloride 104 90 110 52 50.0 B408473 08/15/14  08/15/14 0.07 1 |
LCSW Dup - Method EPA 300.0
B408469-BSD1 Chloride 100 0.00 90 110 20 50 50.0 B408469 08/15/14  08/15/14 0.07 1 <
B458469—BSD2 Chloride 100 0.00 90 110 20 50 50.0 B408469 08/15/14 08/15/140.07 1 d
B4-08472—BSDI Chloride 104 1.94 S0 110 20 52 50.0 8408472 08/15/14  08/15/140.07 1 1

Page 2 of 15
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acio Analvte % Rec  RPD LCL UcCL RPD Max Result QC Source Source Conc Spk Value Surr? Batch Samnleq Prepared Ane%vzed MDL MRL DF
B408472-BSD2 Chloride 102 0.00 90 110 20 51 50.0 B408472 08/15/14  08/15/14 0.07 1 1
B408473-BSD1 Chloride 102 0.00 90 110 20 51 50.0 8408473 08/15/14  08/15/140.07 1 1
B408473-BSD2 Chlaride 102 0.00 90 110 20 51 50.0 B408473 08/15/14  08/15/140.07 1 1

B408473-BSD3 Chloride 102 1.94 20 110 20 51 50.0 B408473 08/15/14  08/15/14 0.07 1 1

Matrix Spike - Method EPA 300.0

B408469-MS1 Chloride 100 80 120 100 1408496-01 O 100 B408469 08/15/14 08/15/140.7 10 10
B408469-MS2 Chloride 102 80 120 140 1408496-09 38 100 B408469 08/15/14  08/15/140.7 10 10
B4.08472-M51 Chloride 100 80 120 240 1408496-21 140 100 B408472 08/15/14 08/15/140.7 10 10
B408472-MS2 Chloride 99.0 80 120 150 1408496-27 51 100 8408472 08/15/14  08/15/140.7 10 10
B4'08473—M51 Chloride 98.0 80 120 140 XXARXKN-XK 42 100 B408473 08/15/14  08/15/140.7 10 10
B468473«M52 Chloride 104 80 120 140 OOCHK-KX 36 100 B408473 08/15/14  08/15/140.7 10 10
B408473-MS3 Chloride 104 80 120 140 RXAXXXK-XX 36 100 B408473 08/15/14 08/15/140.7 10 10

Matrix Spike Dup - Method EPA 300.0

B408463-MSD1 Chloride 100 0.00 80 120 20 100 1408496-01 0 100 B408469 08/15/14  08/15/140.7 10 10
B468469-MSDZ Chloride 102 0.00 80 120 20 140 1408496-09 38 100 B408469 08/15/14 08/15/140.7 10 10
B468472-MSD1 Chloride 100 0.00 80 120 20 240 1408496-21 140 100 B408472 08/15/14 08/15/140.7 10 10
B4-08472-MSD2 Chloride 99.0 0.00 80 120 20 150 1408496-27 51 100 B408472 08/15/14  08/15/140.7 10 10
B408473-MSD1 Chloride 98.0 0.00 80 120 20 140 XXX 42 100 B408473 08/15/14  08/15/140.7 10 10
B408473-MSD2 Chloride 104 0.00 80 120 20 140 XIHXKXX-X0 36 100 B408473 08/15/14 08/15/140.7 10 10

B408473-MSD3 Chloride 104 0.00 80 120 20 140 JOXXXXX-XX 36 100 B408473 08/15/14  08/15/140.7 10 10

PBW - Method EPA 300.0

B408469-BLK1 Chloride 0 B408469 08/15/14  08/15/140.07 1 1
B408469-BLK2 Chloride . 0] B408469 08/15/14  08/15/140.07 1 1
B468472~BLK1 Chloride 0 B408472 08/15/14  08/15/140.07 1 1
B408472-BLK2 Chloride 0 B408472 08/15/14  08/15/140.07 1 hi

B408473-BLK1 Chloride 0 B408473 08/15/14  08/15/14 0.07 1 1
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Ana

Qclp Analvte % Rec RPD LcL ucL RPD Max Result QCSource Source Conc  Spk Value Surr? Batch Sampled Prepared vzed MDL MRL DF
B408473-BLK2 Chloride 0 8408473 08/15/14  08/15/140.07 1 1

B408473-BLK3 Chloride 0 8408473 08/15/14  08/15/140.07 1 1
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Qclip

Analyte

% Rec RPD LcL

ucL

RPD Max Result

Source Conc  Spk Value Surr? Batch

Sampled Prepared

Paqe 41 of 60
Andivzed MDL MRL DF

B408834-BLK1
B408834-BLK2

B408868-BLK1

4H28015-CCB1
4H28015-CCB2
4H-28015-CCB3
4H28015-CCB4

4H28018-CCB1

4H28015-CCV1
4H-28015-CCV2
4H-28015-CCV3
4H-28015—CCV4

4H28018-CCV1

4H28015-1CB1

4H28018-ICB1

4H28015-ICV1

4H28018-1CV1

B408834-BS1
B408834-BS2

B408868-BS1

Page 5 of 15

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite

Nitrate + Nitrite,

Nitrate + Nitrite,

Nitrate + Nitrite

Nitrate + Nitrite,

Nitrate + Nitrite

Nitrate + Nitrite

Total

Total

, Total

Total

Total

Total

, Total

Total

Total

Total

, Total

Total

Total

, Total

Total

Total

, Total

Total

, Total

, Total

94.0

91.0

Blank - Method EPA 353.2

0.07

0.05

0.06

Calibration Blank - Method EPA 353.2

0.05

0.05

0.05

0.07

0.06

Calibration Check - Method EPA 353.2

90

S0

90

90

90

110

110

110

110

110

10

1.0

1.0

1.0

0.9

1.00

1.00

1.00

1.00

1.00

Initial Cal Blank - Method EPA 353.2

0.05

0.04

Initial Cal Check - Method EPA 353.2

90

90

90

920

90

110

110

LCS - Method EPA 353.2

110

110

110

0.9

09

1.9

2.0

L9

1.00

1.00

2.00

2.00

2.00

B408834

B408834

B408868

4H28015

4H28015

4H28015

4H28015

4H28018

4H28015

4H28015

4H28015

4H28015

4H28018

4H28015

4H28018

4H28015

4H28018

B408834

B408834

B4038868

08/28/14

08/28/14

08/28/14

08/28/14

08/28/14

08/28/14

08/28/14

08/28/14

08/28/14

08/28/14

08/28/14

08/28/14

08/28/14

08/28/14

08/28/14

08/28/14

08/28/14

08/28/14
08/28/14

08/28/14

08/28/140.03 01 1

08/28/140.03 01 1

08/28/140.03 01 1

08/28/14 1
08/28/14 1
08/28/14 1
08/28/14 1
08/28/14 1
08/28/14 1
08/28/14 1
08/28/14 1
08/28/14 1
08/28/14 1
08/28/14 1
08/28/14 1
08/28/14 |
08/28/14 1

08/28/140.03 0.1 1

08/28/140.03 0.1 1

08/28/140.03 0.1 1
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QciD Analyte % Rec RPD L uCL RPD Max Result QCSource Source Conc  Spk Value Surr? Batch Sampled Prepared Andlvzed MDL MRL DF
Matrix Spike - Method EPA 353.2

B408834-MS1 Nitrate + Nitrite, Total 72.0 80 120 0.7 HHKXKH-XX 1.00 B408834 08/28/14 08/28/140.03 0.1 1

QM-05 - The spike recovery was outside acceptance limits for the MS and/or MSD due to matrix interference. The analytical batch was accepted based on the acceptable data provided by the Laboratory Control Sample(s) [LCS]
and/or LCS Duplicates.

B408834-MS2 Nitrate + Nitrite, Total 73.0 80 120 0.7 XHXXKRK XX 1.00 B408834 08/28/14 08/28/140.03 0.1 1
QM-05 - The spike recovery was outside acceptance limits for the MS and/or MSD due to matrix interference. The analytical batch was accepted based on the acceptable data provided by the Laboratory Control Sample(s) [LCS]
and/or LCS Duplicates.

B408838-MS1 Nitrate + Nitrite, Total 67.0 80 120 0.8 1408496-01 0.1 1.00 B408838 08/28/14  08/28/140.03 0.1 1
QM-05 - The spike recovery was outside acceptance limits for the MS and/or MSD due to matrix interference. The analytical batch was accepted based on the acceptable data provided by the Laboratory Control Sample(s) [LCS]
and/or LCS Duplicates.

B408838-MS2 Nitrate + Nitrite, Total 72.0 80 120 8.8 1408496-21 1.6 10.0 B408838 08/28/14 08/28/1403 10 10
QM-010 - The MS recovery was outside acceptance limits but passed Duplicate Spike acceptance limits. The batch was accepted based on the acceptabiiity of the MSD as the batch Spike.
B408868-MS1 Nitrate + Nitrite, Total 42.0 80 120 0.4 XOOGXXX XX 0.03 1.00 B408868 08/28/14 08/28/140.03 01 1

QM-05 - The spike recovery was outside acceptance limits for the MS and/or MSD due to matrix interference. The analytical batch was accepted based on the acceptable data provided by the Laboratory Control Sample(s) [LCS]
and/or LCS Duplicates.

Matrix Spike Dup - Method EPA 353.2

B408834-MSD1 Nitrate + Nitrite, Total 85.0 16.6 80 120 20 0.8 KXY XX 1.00 B408834 08/28/14  08/28/140.03 0.1 1
QM-05 - The spike recavery was outside acceptance limits for the MS and/or MSD due to matrix interference. The analytical batch was accepted based on the acceptable data provided by the Laboratory Control Sample(s) [LCS]
and/or LCS Duplicates.

B408834-MSD2 Nitrate + Nitrite, Total 85.0 15.2 80 120 20 0.8 YHRKIH-XK 1.00 B408834 08/28/14 08/28/140.03 0.1 1
QM-05 - The spike recovery was outside acceptance limits for the MS and/or MSD due to matrix interference. The analytical batch was accepted based on the acceptable data provided by the Laboratory Control Sample(s) [LCS]
and/or LCS Duplicates.

B408838-MSD1 Nitrate + Nitrite, Total 75.0 9.76 80 120 20 0.9 1408496-01 0.1 1.00 B408838 08/28/14 08/28/140.03 0.1 1
QM-05 - The spike recovery was outside acceptance limits for the MS and/or MSD due to matrix interference. The analytical batch was accepted based on the acceptable data provided by the Laboratory Control Sample(s) [LCS]
and/or LCS Duplicates.

B8408838-MSD2 Nitrate + Nitrite, Total 86.0 147 30 120 20 10.2 1408496-21 1.6 10.0 B408838 08/28/14  08/28/140.3 10 10

B408868-MSD1 Nitrate + Nitrite, Total 51.0 18.2 80 120 20 0.5 YOOOXX-XX 0.03 1.00 B408868 08/28/14  08/28/140.03 0.1 1
QM-05 - The spike recovery was outside acceptance limits for the MS and/or MSD due to matrix interference. The analytical batch was accepted based on the acceptable data provided by the Laboratory Control Sample(s) [LCS]
and/or LCS Duplicates.
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Certificate of Analysis
CHEMTECH-FORD

LABORATORIES

Report Footnotes

Abbrevlations
ND = Not d d at the ding Mini R ing Limit.

1 mg/L = one milligram per liter or 1 mg/Kg = one milligram per kilogram = 1 part per million.
1 ug/L = one microgram per liter or 1 ug/Kg = one microgram per kilogram = 1 part per billion.
1 ng/L = one panogram per liter or 1 ng/Kg = one nanogram per kilogram = 1 part per trillion.

Flag Descriptions
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TabH

Quality Assurance and Data Validation Tables



H-1 Field Data QA/QC Evaluation

Volume ‘ - s ‘ — [ : | imi S 56 o oml
Location Casing Volume | 2x Casing Volume | Pumped | Volume Check|  Conductivity RPD ', pH RPD | Temp | RPD | RedoxPotential | RPD Turbidity ' RPD
Piezometer 1 — 2286 NC 9.02 NC 16.85 NC 266 NC NC
Piezometer 2 — 788 NC 8.02 NC 15.14 NC 296 NC NC
Piezometer 3 -- 2920 NC 12.03 NC 15.83 NC 165 NC NC
TWN-1 34.54 69.08 | 99.00 | OK 8950 | 895.0 0.00 747 | 747 0.00 1525 | 15.26 0.07 208 | 298 0.00 0.84
TWN-2 NA Continuously Pumped Well 3094 NC 7.00 NC 15.81 NC 339
TWN-3 37.48 74.96 55.00 Pumped Dry 2368.0 2372.0 0.17 7.46 7.45 0.13 15.38 15.40 0.13 NM
TWN-4 48.15 96.30 132.00 OK 1042.0 1039.0 0.29 7.25 7.24 0.14 14.81 14.81 0.00 300 I 300
TWN-7 12.19 24.38 16.50 Pumped Dry 1274.0 1277.0 0.24 7.50 B2 0.27 16.01 15.97 0.25 NM
TWN-18 55.85 111.70 132.00 OK 2195.0 2207.0 0.55 7.02 7.02 0.00 14.67 14.66 0.07 271 —l 276
TW4-22 NA 7 Continuously pumped well 5907 NC 6.82 NC 16.56 NC 247
TW4-24 NA Continuously pumped well 8727 NC 6.80 | NC 15.94 NC 279
TW4-25 NA Continuously pumped well 2544 NC 6.83 NC 16.60 NC 282

NC = Not Calculated
TWN-2 , TW4-22, TW4-24, and TW4-25 are continuously pumping wells.
Piezometers 1, 2, and 3 were not pumped, only one set of parameters were taken.
TWN-3 and TWN-7 were pumped dry and sampled after recovery.

NM = Not Measured. The QAP does not require the measurement of redox potential or turbidity in wells that were urged to ryness.



H-2: Holding Time Evaluation

Hold Time | Allowed Hold Hold Time
Location ID Parameter Name Sample Date | Analysis Date (Days) Time (Days) Check
PIEZ-01 Chloride 8/6/2014 8/8/2014 2 28 OK
PIEZ-01 Nitrate/Nitrite (as N) 8/6/2014 8/26/2014 20 28 OK
PIEZ-02 Chloride 8/6/2014 8/8/2014 2 28 OK
PIEZ-02 Nitrate/Nitrite (as N) 8/6/2014 8/26/2014 20 28 OK
PIEZ-03 Chloride 8/6/2014 8/8/2014 2 28 OK
PIEZ-03 Nitrate/Nitrite (as N) 8/6/2014 8/26/2014 20 28 OK
TWN-01 Chloride 8/5/2014 8/8/2014 3 28 OK
TWN-01 Nitrate/Nitrite (as N) 8/5/2014 8/26/2014 21 28 OK
TWN-02 | Chloride 8/6/2014 8/8/2014 2 28 OK
TWN-02 Nitrate/Nitrite (as N) 8/6/2014 8/26/2014 20 28 OK
TWN-03 Chloride 8/6/2014 8/8/2014 2 28 OK
TWN-03 Nitrate/Nitrite (as N) 8/6/2014 8/26/2014 20 28 OK
TWN-04 Chloride 8/5/2014 8/8/2014 3 28 OK
TWN-04 Nitrate/Nitrite (as N) 8/5/2014 8/26/2014 21 28 OK
TWN-07 Chloride 8/6/2014 8/8/2014 2 28 OK
TWN-07 Nitrate/Nitrite (as N) 8/6/2014 8/26/2014 20 28 OK
TWN-07R Chloride 8/5/2014 8/8/2014 3 28 OK
TWN-07R Nitrate/Nitrite (as N) 8/5/2014 8/26/2014 21 28 OK
TWN-18 Chloride 8/5/2014 8/8/2014 3 28 OK
TWN-18 Nitrate/Nitrite (as N) 8/5/2014 8/26/2014 21 28 OK
TW4-22 Chloride 8/11/2014 8/15/2014 4 28 OK
TW4-22 Nitrate/Nitrite (as N) 8/11/2014 8/28/2014 17 28 OK
TW4-24 Chloride 8/11/2014 8/15/2014 4 28 OK
TW4-24 Nitrate/Nitrite (as N) 8/11/2014 8/28/2014 17 28 OK
TW4-25 Chloride 8/11/2014 8/15/2014 4 28 OK
TW4-25 Nitrate/Nitrite (as N) 8/11/2014 8/28/2014 17 28 OK
TW4-60 Chloride 8/27/2014 8/29/2014 2 28 OK
TW4-60 Nitrate/Nitrite (as N) 8/27/2014 9/12/2014 16 28 OK
TWN-60 Chloride 8/5/2014 8/8/2014 3 28 OK
TWN-60 Nitrate/Nitrite (as N) 8/5/2014 8/26/2014 21 28 OK
TWN-65 Chloride 8/5/2014 8/8/2014 3 28 OK
TWN-65 Nitrate/Nitrite (as N) 8/5/2014 8/26/2014 21 28 OK




H-3: Analytical Method Check

Parameter Method Method Used by Lah
Nitrate E353.1 or E353.2 E353.2
A4500-C1 B or A4500-C1 E
Chloride or E300.0 E300.0

Both Nitrate and Chloride were analyzed with the correct analytical method.




H-4 Reporting Limit Check

Required
Lab Reporting Reporting
Location Analyte Limit Units | Qualifier Limit Units RL Check
PIEZ-01 Chloride 1 mg/L 1 mg/L OK
PIEZ-01 Nitrate/Nitrite (as N) 1 mg/L 0.1 mg/L OK
PIEZ-02 Chloride 1 mg/L 1 mg/L OK
PIEZ-02 Nitrate/Nitrite (as N) 0.1 mg/L 0.1 mg/L OK
PIEZ-03 Chloride 1 mg/L 1 mg/L OK
PIEZ-03 Nitrate/Nitrite (as N) 0.1 mg/L 0.1 mg/L OK
TWN-01 Chloride 1 mg/L 1 mg/L OK
TWN-01 Nitrate/Nitrite (as N) 0.1 mg/L 0.1 mg/L OK
TWN-02 Chloride 1 mg/L 1 mg/L OK
TWN-02 Nitrate/Nitrite (as N) 10 mg/L. 0.1 mg/L OK
TWN-03 Chloride 2 mg/L 1 mg/L OK
TWN-03 Nitrate/Nitrite (as N) 5 mg/L 0.1 mg/L OK
TWN-04 Chloride 1 mg/L 1 mg/L OK
TWN-04 Nitrate/Nitrite (as N) 0.1 mg/L 0.1 mg/L OK
TWN-07 Chloride 1 mg/L 1 mg/L OK
TWN-07 Nitrate/Nitrite (as N) 0.1 mg/L 0.1 mg/L OK
TWN-07R Chloride 1 mg/L, U 1 mg/L OK
TWN-07R Nitrate/Nitrite (as N) 0.1 mg/L U 0.1 mg/L OK
TWN-18 Chloride 1 mg/L 1 mg/L OK
TWN-18 Nitrate/Nitrite (as N) 0.1 mg/L 0.1 mg/L OK
TW4-22 Chloride 10 mg/L 1 mg/L OK
TW4-22 Nitrate/Nitrite (as N) 5 mg/L 0.1 mg/L OK
TW4-24 Chloride 20 mg/L 1 mg/L OK
TW4-24 Nitrate/Nitrite (as N) 5 mg/L 0.1 mg/L OK
TW4-25 Chloride 1 mg/L 1 mg/L OK
TW4-25 Nitrate/Nitrite (as N) 0.1 mg/L 0.1 mg/L OK
TW4-60 Chloride 1 mg/L U 1 mg/L OK
TW4-60 Nitrate/Nitrite (as N) 0.1 mg/L U 0.1 mg/L OK
TWN-60 Chloride 1 mg/L U 1 mg/L OK
TWN-60 Nitrate/Nitrite (as N) 0.1 mg/L U 0.1 mg/L OK
TWN-65 Chloride 1 mg/L 1 mg/L OK
TWN-65 Nitrate/Nitrite (as N) 0.1 mg/L 0.1 mg/L OK

U = Value was reported by the laboratory as nondetect.




H-5 QA/QC Evaluation for Sample Duplicates

Constituent TWN-01 | TWN-65 | %RPD
Chloride 28 28 0.00
Nitrogen 1.7 1.4 19.35




H-6 QC Control Limits for Analysis and Blanks

Method Blank Detections

All Method Blanks for the quarter were non-detect.

Matrix Sgikc % Recovery Comparison

REC
Lab Report Lab Sample ID Well Analyte MS %REC MSD %REC Range RPD
1408071 B408777-MS1 N/A Nitrate 76 89 | 80-120 14.4
1408071 B048777-MS3 TWN-07 Nitrate 75 86 80 - 120 6.38
1409251 B408924-MS1 TW4-21 Chloride * * 80 - 120 NC
1409251 B409365-MS1 TW4-60 Nitrate 71 74 80 - 120 4.14
1408496 B408834-MS1 N/A Nitrate 72 85 80 - 120 16.6
1408496 B408834-MS2 N/A Nitrate 73 85 80 - 120 15.2
1408496 B408838-MS1 TW4-03R Nitrate 67 75 80 - 120 9.76
1408496 B408838-MS2 TW4-19 Nitrate 72 86 80- 120 14.7
1408496 B408868-MS1 N/A Nitrate 42 51 80 - 120 18.2

* - Recovery was not calculated because the analyte of the sample was greater than 4 times the spike amount
N/A - QC was not performed on an EFRI sample.

NC - Not calculated

Laboratory Control Sample

All Laboratory Control Samples were within acceptance limits for the quarter.




H-7 Receipt Temperature Evaluation

Sample Batch Wells in Batch Temperature
Piezometer 1, Piezometer 2, Piezometer 3, TWN-1, TWN-2,
1408071 TWN-3, TWN-4, TWN-7, TWN-07R, TWN-18, TWN-60, 1.1°C
TWN-65
1408496 TW4-22, TW4-24, TW4-25 5.3 °C
1409251 TW4-60 5.9°C




H-8 Rinsate Evaluation

Previous Reporting
Rinsate Sample Parameter Rinsate Result [Well Sample Result for Well Qualifier Limit

TWN-07R Nitrogen ND mg/L N/A NA 0.1 mg/L
TWN-07R Chloride ND mg/L N/A NA 1 mg/L
TW4-60 Nitrogen ND mg/L TW4-36 ND mg/L 0.1 mg/L
TW4-60 Chloride ND mg/L TW4-36 65 mg/L 1 mg/L
TWN-60 Nitrogen 0.1 mg/L Piez-01 5.1 mg/L D 0.1 mg/L
TWN-60 Chloride ND mg/L Piez-01 55 mg/L 1 mg/L

The Rinsate sample identified in Column 1 was collected after the pump was
used to purge the well identified as "Previous Well Sampled" in Column 4

D = Reporting limit raised due to dilution/sample matrix.




Tab I

Kriged Current Quarter Isoconcentration Maps



NS = not sampled; ND = not detected
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TE: MW-4, MW-26, TW4-4, TW4-19, and TW4-20 are chloroform pumping wells; TW4-22, TW4-24, TW4-25, and TWN-2 are nitrate pumping wells
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EXPLANATION
NS = not sampled; ND = not detected

™ 100 kriged chloride isocon and label

M¥-21 perched monitoring well showing
congcentration in mg/L

TW4-1
O3s temporary perched monitoring well
showing concentration in mg/L

TWN-1 SRY.." : [% e A e
028 temporary perched nitrate monitoring NOTE: MW-4, MW-26, TW4-4, TW4-19, and TW4-20 are chloroform
well showing concentration in mg/L

puping wells; TW4-22, 4-24, TWA4-25, nd -2 are
PIEZ-1

perched piezometer showing

£z ezor KRIGED 3rd QUARTER, 2014 CHLORIDE (mg/L)
concentration in mg/L ‘ : WH'TE MES A SITE
TW4-36 temporary perched monitoring well s |

¥te5 installed May, 2014 showing
concentration in mg/L
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Analyte Concentrations Over Time



Piezometer 1
Date

2/19/2009
7/14/2009
9/22/2009
10/27/2009
6/2/2010
7/19/2010
12/10/2010
1/31/2011
4/25/2011
7/25/2011
10/19/2011
1/11/2012
4/20/2012
7/27/2012
10/17/2012
2/18/2013
4/24/2013
8/28/2013
10/16/2013
1/13/2014
5/7/2014
8/6/2014

Nitrate (mg/)
6.8
6.8
7.3
74
7.2
6.8
6.5

7
6.8
7
6.6
7.1
6.6
7.2
7.66
8.11
8.88
7.83
6.68
6.79
7.57
5.1

Chloride (mg/l)
NA
60
78
61
52
52
60
60
58
53
55
78
58
56
55
56.7
53.3
55.1
54.1
56.2
52.1
55



Piezometer 2
Date

2/19/2009
7/14/2009
9/22/2009
10/27/2009
6/2/2010
7/19/2010
12/10/2010
1/31/2011
4/25/2011
7/25/2011
10/19/2011
1/11/2012
4/20/2012
7/27/2012
10/17/2012
2/19/2013
4/24/2013
8/28/2013
10/16/2013
1/13/2014
5/7/2014
8/6/2014

Nitrate (mg/I)
0.5
0.5
0.5
0.6
0.6
0.6
0.2
0.3
0.3
0.1
0.1
0.1
0.2
0.2

0.192
0.218
0.172
0.198
0.364
0.169
0.736
0.8

Chloride (mg/l)
NA

o =
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9.67
10.3
9.66
9.22
11.4
114
12



Piezometer 3
Date

2/19/2009
7/14/2009
9/22/2009
10/27/2009
3/24/2010
6/2/2010
7/19/2010
12/10/2010
1/31/2011
4/25/2011
7/25/2011
10/19/2011
1/11/2012
4/20/2012
7/27/2012
10/17/2012
2/19/2013
4/24/2013
8/28/2013
10/16/2013
1/13/2014
5/7/2014
8/6/2014

Nitrate (mg/l)
0.7
0.8
0.8
1.2
1.7
1.6
1.6
1.8
1.8
1.7
1.8
1.7
1.8
1.7
1.8
2.75
1.85
1.83
1.81
1.80
1.70
1.79
1.7

Chloride (mg/1)
NA
12
24
19
116
36
35
25
40
35
61
12
20
53
21
20.1
21
21.2
224
235
26.0
23.9
26



TWN-1
Date

2/6/2009
7/21/2009
9/21/2009
10/28/2009
3/17/2010
5/26/2010
9/27/2010
12/7/2010
1/26/2011
4/20/2011
7/26/2011
10/17/2011
1/9/2012
4/18/2012
7/24/2012
10/15/2012
2/18/2013
4/23/2013
8/27/2013
10/16/2013
1/14/2014
5/6/2014
8/5/2014

Nitrate (mg/I)
0.7
0.4
0.4
0.5
0.5
0.6
0.6
0.6
0.5
0.5
0.5
0.5
0.6
0.6
0.6

0.432

0.681
0.84
1.24
1.61
1.47
1.63

1.7

Chloride (mg/l)
19
17
19
18
17
20
19
14
17
19
14
10
15
17
17
17.5
17.6
174

241
26.8
29.2
31.1
28



TWN-2
Date

2/6/2009
7/21/2009
9/21/2009
11/2/2009
3/24/2010
6/2/2010
9/29/2010
12/9/2010
2/1/2011
4/28/2011
7/28/2011
10/20/2011
1/12/2012
4/20/2012
7/31/2012
10/17/2012
2/19/2013
4/24/2013
8/27/2013
10/16/2013
1/13/2014
5/7/2014
8/6/2014

Nitrate (mg/I)
254
25
22.6
20.8
62.1
69
69
48
43
40
33
33
31
418
54
22.1
57.3
57.7
80
111
42.6
44,7
42

Chloride (mg/I)
29
25
17
55
85
97
104
93
93
85
74
76
86
103
93
79
80.5
82.1
75.9
70.4
72.4
84.9
80



TWN-3
Date

2/6/2009
7/21/2009
9/21/2009
11/2/2009
3/25/2010
6/3/2010
7/15/2010
12/10/2010
2/1/2011
4/28/2011
7/29/2011
10/20/2011
1/12/2012
4/20/2012
7/31/2012
10/17/2012
2/19/2013
4/24/2013
8/28/2013
10/17/2013
1/15/2014
5/7/2014
8/6/2014

Nitrate (mg/I)
23.6
25.3
27.1

29
25.3
26
27
24
24
26
25
25
25
24
27
12.1
22.2
2:4.2
20.9
235
19.6
23.6
19.5

Chloride (mg/I)
96
96
99
106
111
118
106
117
138
128
134
129
143
152
158
149
157
158
171
163
160
168
174



TWN-4
Date

2/6/2009
7/21/2009
9/21/2009
10/28/2009
3/16/2010
5/27/2010
9/27/2010
12/8/2010
1/25/2011
4/20/2011
7/26/2011
10/18/2011
1/9/2012
4/18/2012
7/25/2012
10/15/2012
2/18/2013
4/23/2013
8/27/2013
10/16/2013
1/14/2014
5/6/2014
8/5/2014

Nitrate (mg/I)
1
0.05
0.4
0.4
0.9
1.0
0.9
1
0.9
0.9
1.1
0.9
0.9
1.1
14
1.45
151
1.63
1.58
1.69
141
1.55
2

Chloride (mg/l)
13
12
13
11
22
22
19
21
21
21
35
20
20
24
25

26.4
25.3
24.4
27.2
294
284
29.6
28



TWN-7
Date

8/25/2009
9/21/2009
11/10/2009
3/17/2010
5/28/2010
7/14/2010
12/10/2010
1/27/2011
4/21/2011
7/29/2011
10/19/2011
1/11/2012
4/20/2012
7/26/2012
10/16/2012
2/19/2013
4/24/2013
8/28/2013
10/16/2013
1/15/2014
5/7/2014
8/6/2014

Nitrate (mg/I)
ND
ND
0.1
0.8
1.2
1.6

1
1.3
1.7
0.7
2.2
2.3
1.2
0.9

0.641
0.591
1.16
0.835
0.986
0.882
0.564
0.9

Chloride (mg/I)
11
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5.67
5.68
5.88
6.96
5.70
5.75
5.26



TWN-18
Date

11/2/2009
3/17/2010
6/1/2010
9/27/2010
12/9/2010
1/27/2011
4/26/2011
7/28/2011
10/18/2011
1/10/2012
4/19/2012
7/26/2012
10/16/2012
2/18/2013
4/23/2013
8/27/2013
10/16/2013
1/14/2014
5/6/2014
8/5/2014

Nitrate (mg/l)
13
1.6
1.8
1.8
1.6
1.4
1.8
1.8
1.9
19
2.1
2.3
1.95

2.27
2.32
2.04
2.15
2.33
2.18
1.8

Chloride {mg/l)
57
42
63
64
59
61
67
65
60
64
64
67
67.5

68.7
64.3
70.4
67.3
68.4
76.5
70



TW4-19

Date Nitrate (mg/l) Date Chloride (mg/I)
7/22/2002 42.80 12/7/2005 81
9/12/2002 47.60 3/9/2006 86
3/28/2003 61.40 7/20/2006 123
6/23/2003 11.40 11/9/2006 134
7/15/2003 6.80 2/28/2007 133
8/15/2003 4.00 8/15/2007 129
9/12/2003 5.70 10/10/2007 132
9/25/2003 9.20 3/26/2008 131
10/29/2003 7.70 6/25/2008 128
11/9/2003 4.80 9/10/2008 113
8/16/2004 9.91 10/15/2008 124
9/17/2004 4.50 3/4/2009 127
3/16/2005 5.30 6/23/2009 132

6/7/2005 5.70 9/14/2009 43
8/31/2005 4.60 12/14/2009 124
12/1/2005 0.10 2/17/2010 144

3/9/2006 4,00 6/9/2010 132
6/14/2006 5.20 8/16/2010 142
7/20/2006 4.30 10/11/2010 146
11/9/2006 4.60 2/17/2011 135
2/28/2007 4,00 6/7/2011 148
8/15/2007 4.10 8/17/2011 148
10/10/2007 4.00 11/17/2011 148
3/26/2008 2.20 1/23/2012 138
6/25/2008 2.81 6/6/2012 149
9/10/2008 36.20 9/5/2012 149
10/15/2008 47.80 10/3/2012 150

3/4/2009 3.20 2/11/2013 164
6/23/2009 2.40 6/5/2013 148
9/14/2009 0.10 9/3/2013 179
12/14/2009 26.70 10/29/2013 206
2/17/2010 2.00 1/27/2014 134

6/9/2010 4.40 5/19/2014 152
8/16/2010 5.90 8/11/2014 140
10/11/2010 2.70
2/17/2011 17.00

6/7/2011 12.00
8/17/2011 3.00
11/17/2011 5.00
1/23/2012 0.60

6/6/2012 2.40

9/5/2012 2.50
10/3/2012 4.10
2/11/2013 7.99

6/5/2013 2.95

9/3/2013 17.60
10/29/2013 4.70

1/27/2014 1.62
5/19/2014 1.34
8/11/2014 1.60

The sampling program for TW4-19 was updated in the fourth quarter of 2005
to include analysis for chloride as well as nitrate. This change accounts for the
different number of data points represented above.



TW4-21

Date Nitrate (mg/I) Date Chloride (mg/l)
5/25/2005 14.6 12/7/2005 353
8/31/2005 10.1 3/9/2006 347
11/30/2005 9.6 7/20/2006 357

3/9/2006 8.5 11/8/2006 296
6/14/2006 10.2 2/28/2007 306
7/20/2006 8.9 6/27/2007 327
11/8/2006 8.7 8/15/2007 300
2/28/2007 8.7 10/10/2007 288
6/27/2007 8.6 3/26/2008 331
8/15/2007 8.6 6/25/2008 271
10/10/2007 8.3 9/10/2008 244
3/26/2008 14.3 10/15/2008 284
6/25/2008 8.8 3/11/2009 279
9/10/2008 7.6 6/24/2009 291
10/15/2008 8.0 9/15/2009 281
3/11/2009 8.3 12/22/2009 256
6/24/2009 8.1 2/25/2010 228
9/15/2009 9.2 6/10/2010 266
12/22/2009 8.4 8/12/2010 278
2/25/2010 8.4 10/13/2010 210
6/10/2010 12.0 2/22/2011 303
8/12/2010 14.0 6/1/2011 297
10/13/2010 7.0 8/17/2011 287
2/22/2011 9.0 11/16/2011 276

6/1/2011 13.0 1/19/2012 228
8/17/2011 14.0 6/13/2012 285
11/16/2011 13.0 9/13/2012 142
1/19/2012 15.0 10/4/2012 270
6/13/2012 11.0 2/13/2013 221
9/13/2012 13.0 6/18/2013 243
10/4/2012 14.0 9/12/2013 207
2/13/2013 11.8 11/13/2013 206
6/18/2013 13.8 2/5/2014 200
9/12/2013 10.3 5/22/2014 243
11/13/2013 9.0 8/27/2014 230

2/5/2014 11.4
5/22/2014 11.5
8/27/2014 7.1

The sampling program for TW4-21 was updated in the fourth quarter of 2005
to include analysis for chloride as well as nitrate. This change accounts for the
different number of data points represented above.



TW4-22
Date
2/28/2007
6/27/2007
8/15/2007
10/10/2007
3/26/2008
6/25/2008
9/10/2008
10/15/2008
3/11/2009
6/24/2009
9/15/2009
12/29/2009
3/3/2010
6/15/2010
8/12/2010
8/24/2010
10/13/2010
2/23/2011
6/1/2011
8/17/2011
11/16/2011
1/19/2012
6/13/2012
9/12/2012
10/4/2012
2/11/2013
6/5/2013
9/3/2013
10/29/2013
1/27/2014
5/19/2014
8/11/2014

Nitrate (mg/I)
20.9
19.3
193
18.8
39.1
41.9
38.7
36.3
20.7
20.6
40.3
17.8
36.6

19
18
15
16
18
17
15
19
14
12.8

14

58
50.2
29.7
45.2
54.6
47.2
41.5

Chloride (mg/)
347
273
259
238
519
271
524
539
177
177
391
175
427
134
127
130
134
114
138
120
174
36
35
121
130
635
586
487
501
598
614
540



TW4-24
Date
6/27/2007
8/15/2007
10/10/2007
3/26/2008
6/25/2008
9/10/2008
10/15/2008
3/4/2009
6/24/2009
9/15/2009
12/17/2009
2/25/2010
6/9/2010
8/11/2010
8/24/2010
10/6/2010
2/17/2011
5/26/2011
8/17/2011
11/16/2011
1/18/2012
6/6/2012
8/30/2012
10/3/2012
2/11/2013
6/5/2013
9/3/2013
10/29/2013
1/27/2014
5/19/2014
8/11/2014

Nitrate (mg/l)
26.1
29
24.7
244
45.3
384
44.6
30.5
304
30.7
28.3
33.1
30
32
31
31
31
35
34
35
37
37
37
38
359
23.7
32.6
34.6
31.6
35
315

Chloride (mg/I)
770
791
692
740
834
1180
1130
1010
759
618
1080
896
639
556
587
522
1100
1110
967
608
373
355
489
405
1260
916
998
1030
809
1020
1150



TwW4-25
Date
6/27/2007
8/15/2007
10/10/2007
3/26/2008
6/25/2008
9/10/2008
10/15/2008
3/4/2009
6/24/2009
9/15/2009
12/16/2009
2/23/2010
6/8/2010
8/10/2010
10/5/2010
2/16/2011
5/25/2011
8/16/2011
11/15/2011
1/18/2012
5/31/2012
9/11/2012
10/3/2012
2/11/2013
6/5/2013
9/3/2013
10/29/2013
1/27/2014
5/19/2014
8/11/2014

Nitrate (mg/I)
17.1
16.7

17
18.7
22.1
18.8
21.3
15.3
15.3
3.3
14.2
14.4
16
14
15
15
16
16
16
16
16
17
17
9.04
5.24
5.69
6.10
2.16
1.21
1.6

Chloride (mg/l)
395
382
356
374
344
333
366
332
328
328
371
296
306
250
312
315
321
276
294
304
287
334
338
190
136
119
88.6
85.7
51.1
67



MW-30
Date
6/22/2005
9/22/2005
12/14/2005
3/22/2006
6/21/2006
9/13/2006
10/25/2006
3/15/2007
8/22/2007
10/24/2007
3/19/2008
6/3/2008
8/4/2008
11/5/2008
2/3/2009
5/13/2009
8/24/2009
10/14/2009
1/20/2010
2/9/2010
4/27/2010
5/24/2010
6/15/2010
8/24/2010
9/14/2010
10/19/2010
11/9/2010
12/14/2010
1/10/2011
2/1/2011
3/14/2011
4/11/2011
5/10/2011
6/20/2011
7/5/2011
8/3/2011
9/7/2011
10/4/2011
11/8/2011
12/12/2011
1/24/2012
2/14/2012
3/14/2012
4/10/2012
5/2/2012

Nitrate (mg/l)
12.4
12.8
13.6
13.8
14.5
14.1
14.6
14.4
14.6
14.9
14.8
18.7
17.3
15.6
15.3
15.1
20.9
15.0
154
16.1
15.8
17.0
15.3
16.0
15.0
15.0
15.0
16.0
15.0
16.0
17.0
16.0
16.0
17.0
17.0
14.0
16.0
16.0
16.0
16.0
17.0
17.0
18.0
17.0
16.0

Date
6/22/2005
9/22/2005
12/14/2005
3/22/2006
6/21/2006
9/13/2006
10/25/2006
3/15/2007
8/22/2007
10/24/2007
3/19/2008
6/3/2008
8/4/2008
11/5/2008
2/3/2009
5/13/2009
8/24/2009
10/14/2009
1/20/2010
2/9/2010
4/27/2010
9/14/2010
11/9/2010
2/1/2011
4/11/2011
5/10/2011
6/20/2011
7/5/2011
8/3/2011
9/7/2011
10/4/2011
11/8/2011
12/12/2011
1/24/2012
2/14/2012
3/14/2012
4/10/2012
5/2/2012
6/18/2012
7/10/2012
8/7/2012
9/19/2012
10/23/2012
11/13/2012
12/26/2012

Chloride (mg/1)
125
125
128
125
124
118
124
125
126
122
118
125
121
162
113
122
118
129
106
127
97
111
126
134
134
128
127
127
126
145
129
122
124
124
126
128
128
124
131
128
139
130
135
114
122



MW-30

Date Nitrate (mg/I) Date Chloride (mg/)
6/18/2012 15.0 1/23/2013 128
7/10/2012 17.0 2/26/2013 129

8/7/2012 18.0 3/20/2013 126
9/19/2012 16.0 4/17/2013 117
10/23/2012 16.2 5/15/2013 119
11/13/2012 18.5 6/25/2013 127
12/26/2012 17.2 7/10/2013 130
1/23/2013 19.2 8/20/2013 126
2/26/2013 21.4 9/18/2013 131
3/20/2013 14.3 10/22/2013 128
4/17/2013 16.8 11/20/2013 124
5/15/2013 18.8 12/18/2013 134
6/25/2013 16.1 1/8/2014 131
7/10/2013 17.6 2/25/2014 135
8/20/2013 16.4 3/11/2014 144
9/18/2013 16.9 6/3/2014 128
10/22/2013 19.7 9/9/2014 136
11/20/2013 19.5
12/18/2013 20.7

1/8/2014 24.0
2/25/2014 184
3/11/2014 21.3

6/3/2014 194

9/9/2014 16.8

Under the groundwater sampling progran, accelerated monitoring for nitrate began in MW-
30 prior to when the accelerated monitoring for chloride began. This difference accounts for
the different number of data points represented above.



MW-31
Date
6/22/2005
9/22/2005
12/14/2005
3/22/2006
6/21/2006
9/13/2006
10/25/2006
3/15/2007
3/15/2007
8/27/2007
10/24/2007
3/19/2008
6/3/2008
8/4/2008
11/11/2008
2/3/2009
5/13/2009
8/24/2009
10/14/2009
2/9/2010
4/20/2010
5/21/2010
6/15/2010
8/24/2010
9/13/2010
10/19/2010
11/9/2010
12/14/2010
1/10/2011
2/1/2011
3/14/2011
4/1/2011
5/10/2011
6/20/2011
7/5/2011
8/2/2011
9/6/2011
10/3/2011
11/8/2011
12/12/2011
1/24/2012
2/13/2012
3/13/2012
4/9/2012
5/2/2012

Nitrate (mg/l)
24.2
22.4
23.8
24.1
25.3
24.6
25.1
23.2
22.0
23.3
24.6
25.0
29.3
28.7
29.9
234
22.4
15.4
22.6
21.7
22.5
23.0
21.1
22.0
21.0
20.0
20.0
20.0
19.0
21.0
22.0
21.0
20.0
22.0
22.0
20.0
21.0
21.0
21.0
21.0
21.0
21.0
22.0
21.0
20.0

Date
6/22/2005
9/22/2005
12/14/2005
3/22/2006
6/21/2006
9/13/2006
10/25/2006
3/15/2007
3/15/2007
8/27/2007
10/24/2007
3/19/2008
6/3/2008
8/4/2008
11/11/2008
2/3/2009
5/13/2009
8/24/2009
10/14/2009
2/9/2010
4/20/2010
9/13/2010
11/9/2010
2/1/2011
4/1/2011
5/10/2011
6/20/2011
7/5/2011
8/2/2011
9/6/2011
10/3/2011
11/8/2011
12/12/2011
1/24/2012
2/13/2012
3/13/2012
4/9/2012
5/2/2012
6/18/2012
7/9/2012
8/6/2012
9/18/2012
10/22/2012
11/6/2012
12/18/2012

Chloride (mg/l)
139
136
135
133
138
131
127
132
132
136
122
124
128
124
119
115
124
122
138
128
128
139
138
145
143
143
145
148
148
148
145
145
148
155
150
152
160
151
138
161
175
172
157
189
170



Mw-31

Date Nitrate (mg/l) Date Chloride (mg/l)

6/18/2012 21.6 1/22/2013 176

7/9/2012 21.0 2/19/2013 174

8/6/2012 21.0 3/19/2013 168
9/18/2012 21.0 4/16/2013 171
10/22/2012 18.0 5/13/2013 169
11/6/2012 23.6 6/24/2013 179
12/18/2012 22.2 7/9/2013 182
1/22/2013 22.8 8/19/2013 183
2/19/2013 19.3 9/17/2013 193
3/19/2013 19.1 10/23/2013 188
4/16/2013 18.8 11/18/2013 174
5/13/2013 23.8 12/17/2013 203
6/24/2013 20.0 1/7/2014 194

7/9/2013 21.7 2/17/2014 197
8/19/2013 16.0 3/10/2014 230
9/17/2013 21.2 6/2/2014 173
10/23/2013 21.2 9/3/2014 210
11/18/2013 23.9
12/17/2013 24.2

1/7/2014 24.0

2/17/2014 20.6

3/10/2014 26.2

6/2/2014 23.1

9/3/2014 18.9

Under the groundwater sampling progran, accelerated monitoring for nitrate
began in MW-31 prior to when the accelerated monitoring for chloride began.
This difference accounts for the different number of data points represented
above.
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Concentration Trend Graphs
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Piezometer 1 Chloride Concentrations
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Piezometer 2 Nitrate Concentrations
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